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Planning and Land Use Services 
2 Fairgrounds Road, Nantucket, Massachusetts 02554 

Telephone: 508.325.7587 

THIS CHECKLIST IS TO BE SUMBITTED WITH ALL HDC APPLICATIONS  Rev Jan 2020 
 
 

REQUIRED WITH ALL APPLICATIONS: 

 
1. Completed Application Form: Description of ALL work must be indicated on application form. 

 

 
2. Property Owner's Signature: Current owner's signature preferred; if the agent is signing the application 

written authorization from the owner (letter, fax, email) must be provided. 

 
3. Application Fee: See back of application for fee schedule or call the office. 

 

 
4. Locus Map (4 copies): Location Map must include north arrow, parcel boundaries, primary and secondary 

streets. (Town GIS Map Site) https://www.nantucket-ma.gov/151/GIS-Maps 

 
5. Site Plan (4 Copies): must include the following: lot dimensions, north arrow, all existing structures, proposed work 

(highlighted) with dimension to lot lines, scale, driveway, grade changes, and placement of HVAC units, electrical 

boxes, fuel tanks, etc.. 

 
6. 8-1/2" x 11" Copies of ALL Application Materials: Must include the following: application form (reduced 64%), 

locus map, plot plan, all elevations and floor plans, window schedule, photographs, other relevant supporting 

material. All material MUST BE LEGIBLE (font size no smaller than 12), collated and stapled. 

 
7. Photographs: Required of ALL applications for alterations to an existing structure. Photographs must be clear 

and labeled with application address or contextual address. 

 
8. Electronic submission: All documents submitted to the HDC office must be emailed to 

hdcsubmissions@nantucket-ma.gov.  

 
REQUIRED WHERE APPLICABLE: 

 

1. Supplemental Information for Historic Buildings: It is the applicant's responsibility to research the historical 

status of any and ALL buildings. Additional information may be obtained from the Nantucket Historical Association 

Library. If not historic, denote on application. 

 
2. Exterior Elevations and Floor Plans (4 copies): Must be Y.-inch scale and include all affected sides of the building, 

cardinal points (N, S, E, W), dimensions, heights, floor and ceiling heights, elevations of finished grade, window details 

and placement of HVAC units, electrical boxes, fuel tanks, etc. All changes from approved or existing design must be 

clouded on drawing . All material MUST BE LEGIBLE, collated and stapled. Reduced sets should maintain a font size 

of 12. 

 
3. As-Built Plans (1copy): of existing elevations 

 
4. Hardscaping Plans (4 copies): To legible scale. This includes fences, decks, porches, arbors, retaining walls, 

tennis courts, swimming pool, driveways, gazebos etc. All material MUST BE LEGIBLE, collated and stapled. 

 

 
5. Topographic Map: Must show existing and proposed grade for any change of more than one foot in height on grade 

. Retaining walls must be applied for separately (see hardscaping plan). 

 
6. Door and Window Schedule (4 copies): Must include window type (true divided, simulated divided), number of 

lights, dimensions, materials, manufacturers type name and type number. 
 

7. 

_____________ 

(initial to indicate 

read and 

understand) 

I UNDERSTAND THAT A TRUE DIVIDED LIGHT WINDOW/DOOR IS DEFINED AS MULTIPLE INDIVIDUAL 
SINGLE PANES OF GLASS (i.e., NOT DOUBLE-PANED OR INSULATED) ASSEMBLED IN THE SASH/DOOR 
USING MUNTINS. 

 

8. Abutter Notification Materials - Abutters list from Assessors Office, certified mail stubs, and a copy of letter 

are required for all applications for changes of 1000 square feet or more except in the Nantucket Historic Core 

and 'Sconset Historic Core where the requirement for new construction is 100 square feet. 

 
9. Approvals from Planning Board, Zoning Board of Appeals, Conservation Commission etc. 

Jan  
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MBLU Lot Lot Cut Owner Full Name Co-Owner Full Name Address Line 1 City State Zip Location

     74      19  GILMARTIN MARY J ETAL 4 HOMESTEAD CIRCLE ANDOVER MA 01810 5 PACKET DR

     74      20  GREENBERG FRANK 180 EAST END AVE   APT 9H NEW YORK NY 10128 3 PACKET DR

     74      24  CANNONBURY HOLDINGS 1 LLC 105 NEWBURY ST   4TH FL BOSTON MA 02116 6 SLEETWING CI

     74      26  HOLLINGS DONALD W & SHEILA 75 GLENRIDGE RD DEDHAM MA 02026 5 SLEETWING CI

     74      27  HUNTER JULIET F & WILLIAM F PO BOX 358 SIASCONSET MA 02564 3 SLEETWING CI 

Count: 5

Abutters List





 

REVISED Nov 2012 

HISTORIC DISTRICT COMMISSION 
2 Fairgrounds Road 

Nantucket, Massachusetts 02554 
           Telephone: 508.325.7587                         Fax: 508.228.7298 

 
 
  
 

NOTICE OF HDC APPLICATION 
 

ABUTTERS AND INTERESTED PARTIES 
 

Please be informed that the Nantucket Historic District Commission will be considering the following proposal: 
 
 Address of Proposed Work: __________________________________________________________ 
 
 Tax Map Number: ________________________  Parcel Number: __________________________ 
 
 Owner of Record: _______________________________________________________________ 

 
Description of Proposal: _________________________________________________________ 
 
_________________________________________________________________________________ 

 
_________________________________________________________________________________ 

 
 _________________________________________________________________________________ 
 
 _________________________________________________________________________________ 
 
 
 Anticipated HDC Submission Date: _________________________________________________ 

 
You have been identified either as an abutter or interested party to the above property and are being notified in 
accordance with the Town Bylaw.  Please note that the above submission date is an estimate only; the actual 
meeting date will be determined once the HDC staff has established that a complete application has been 
submitted.  Please contact the HDC office to verify the date.  Please note that notification is only required at the 
time of initial submission of an application, not for each time an application goes before the Commission.  
Abutters are responsible for monitoring the status of applications. 
 
If you wish to comment on the above proposal, you are encouraged to submit your comments in writing to the 
HDC office.  If you wish to testify at a Commission meeting please be aware that your testimony may be 
limited by the Commission in accordance with Commission policies, which are included on the back of this 
form.  Due to the large sizes of most applications, the HDC office may not be able to send faxed copies of the 
plans.  Off-island abutters wishing more detailed information may enlist an on-island representative to view the 
plans in the HDC office. 
 
If you have any questions, please contact the HDC office at 508.325.7587. 
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REVISED Nov 2012 

HDC POLICIES FOR AN ABUTTER AND/OR INTERESTED PARTY TESTIMONY 
 
Abutters are encouraged to limit their responses to issues that fall within the statutory mandate of the 
HDC – mainly the appearance of a proposal from the publicly traveled way and its impact on the existing 
historic environmental context.  Issues such as land uses, noise, and impacts on private property are 
outside of the HDC’s purview and cannot be addressed by the Commission. 
 
In order to maintain a balance between the wishes of abutters and interested parties to express their 
concerns and the need of the HDC to conduct its business in a timely fashion, the following policies have 
been established: 
 

Abutters and interested parties wishing to testify before the Commission shall be limited to three 
minutes of testimony.  Only one representative from each abutting property or interested party 
shall be permitted to testify.   
 
For those cases in which a substantial number of abutters and/or interested parties wish to testify 
(as determined by the Chair), the Chair shall structure the review of an application as follows:  
 

1. Introduction of the application; 
2. Response by applicant; 
3. Public comment in favor of proposal; 
4. Public comment in opposition of proposal; 
5. Closing of public comment-no further comment unless requested by Commission 

members through the Chair; 
6. Commission comments and discussion with applicant; 
7. Commission action. 

 
The above meeting policies may be waived at the discretion of the Chair. 
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4VIEW 2 - NORTHEND OF CANNONBURY LOOKING SOUTH
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MIROSLAVA AHERN LLC
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GENERAL NOTES:
1. DRAWINGS ARE REPRESENTATIVE DOCUMENTS TO FACILITATE CONSTRUCTION. 

CONTRACTOR SHOULD FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO 
CONSTRUCTION. THE HEIGHTS OF GRADE INDICATED ON DRAWINGS ARE APPROXIMATE 
AND ARE PROVIDED FOR INFORMATION ONLY. NOTIFY DESIGNER OF ANY ALTERATIONS 
OR DISCREPANCIES IMMEDIATELY UPON DISCOVERY AND BEFORE PROCEEDING WITH 
WORK.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISTRIBUTION OF DRAWINGS TO THE 
SUB-CONTRACTORS UNDER HIS JURISDICTION.

3. THE CONTRACTOR IS TO COORDINATE THE WORK OF ALL SUB-CONTRACTORS, 
INCLUDING THE TIMING AND SCHEDULING OF THEIR WORK AND THE LAYOUT OF THEIR 
SYSTEMS. THE CONTRACTOR SHALL PROVIDE ALL SUB-CONTRACTORS WITH NECESSARY 
POWER AND ACCESS AND CONNECTIONS THROUGH FOUNDATION WALLS AS REQUIRED.

4. WORKSHOP/APD IS CONTRACTED TO SERVE AS THE OWNER'S REPRESENTATIVE DURING 
CONSTRUCTION. A REPRESENTATIVE OF WORKSHOP/APD SHALL MAKE PERIODIC SITE 
VISITS TO VERIFY CONSTRUCTION PROGRESS AND WILL REPORT FINDINGS TO THE 
OWNER AND CONTRACTOR IN THE FORM OF A WRITTEN REPORT. THE CONTRACTOR 
SHALL PROVIDE FREE ACCESS TO THE WORK TO THE OWNER, ARCHITECT, 
SUBCONTRACTOR, AND THEIR REPRESENTATIVES AT ALL TIMES.

5. THE CONTRACTOR SHALL ACKNOWLEDGE THAT JOB SITES ARE DIFFICULT AND 
DANGEROUS PLACES TO WORK BY NATURE. AS SUCH, ALL NECESSARY PRECAUTIONS 
WILL BE TAKEN TO ENSURE THE SAFETY AND GENERAL WELL BEING OF HIS EMPLOYEES. 
CONTRACTOR SHALL PROVIDE GUARDS, RAILS,BARRICADES, FENCES, CATCH 
PLATFORMS, BRIDGING, DECKING, NIGHT LIGHTING, ETC. AS REQUIRED. THE USE OF ANY 
STEREOS AND/OR RADIOS AND THE PRESENCE OF PETS OF ANY KIND ARE PROHIBITED 
ON THE JOB SITE.

6. DRAWINGS SHALL NOT BE SCALED BY HAND. USE ONLY PRINTED DIMENSIONS TO 
IDENTIFY SIZE AND DIMENSION OF MATERIALS AS SHOWN. CONTACT THE DESIGNER TO 
VERIFY ANY DIMENSION THAT HAS BEEN OMITTED FROM THESE PLANS.

7. CONTRACTOR TO PROVIDE ALL MATERIALS FOR A COMPLETE JOB AS INDICATED IN THE 
DRAWINGS BOTH GRAPHICALLY AND WRITTEN, IN CASE OFDISCREPANCIES, THE MORE 
STRINGENT AND/OR COSTLY EXAMPLE SHALL BE ASSUMED, CONSULT DESIGNER IF SUCH 
A SITUATION OCCURS.

8. SHOP DRAWINGS SHALL BE SUBMITTED TO WORKSHOP/DPC, PRIOR TO PROCEEDING 
WITH WORK, FOR ALL MATERIALS THAT REQUIRE FABRICATION.WORKSHOP/DPC SHALL 
REVIEW AND RETURN SHOP DRAWINGS TO CONTRACTOR WITHIN A PERIOD OF TEN 
WORKING DAYS FROM THE DATE OF SUBMITTAL.

9. CONTRACTOR SHALL FURNISH SAMPLES OF ALL MATERIALS, AND/OR FINISHES AS 
SPECIFIED FOR CONSTRUCTION AT THE REQUEST OF THE OWNER OR DESIGNER.

10. ALL MATERIALS SHALL BE NEW, UNUSED, AND OF THE HIGHEST QUALITY IN EVERY 
RESPECT UNLESS NOTED OTHERWISE OR AT THE SPECIFIC AUTHORIZATION OF THE 
OWNER.

11. ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE.
12. CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING REQUIRED TO COMPLETE 

WORK OR MAKE PARTS FIT TOGETHER PROPERLY, WITHOUT COMPROMISING QUALITY OF 
WORK.

13. DURING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR BRACING AND 
PROTECTING ALL WORK FROM DAMAGE, BREAKAGE, COLLAPSE,DISTORTIONS AND MIS-
ALIGNMENT ACCORDING TO APPLICABLE BUILDING CODES AND STANDARDS OF GOOD 
PRACTICE.

14. CONTRACTOR SHALL MAINTAIN AND PROTECT ALL EXISTING SYSTEMS AT ALL TIMES 
FROM THE EFFECTS OF ADVERSE WEATHER (RAIN, SNOW, COLD, ETC.)AT NO ADDITIONAL 
COST TO THE OWNER.

15. ALL WORK SHALL BE INSTALLED SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE 
AND AVAILABLE FOR INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

16. CONTRACTOR SHALL MAINTAIN CLEAR AND UNOBSTRUCTED ACCESS FROM ALL 
FLOORS TO STAIRWELLS AND EXTERIOR EXITS AT ALL TIMES.

17. CONTRACTOR SHALL HAVE SOLE RESPONSIBILITY FOR PROTECTING ALL DANGEROUS 
AREAS FROM ENTRY BY UNAUTHORIZED PARTIES.

18. CONTRACTOR SHALL PROVIDE PROTECTION OF ALL WINDOWS AND DOORS DURING 
CONSTRUCTION. MEANS OF PROTECTION SHALL NOT BE ATTACHED TOWINDOW AND 
DOOR FRAMES.

19. THE CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE REQUIRED TO COORDINATE 
WITH OTHER SUBCONTRACTORS AS NECESSARY, INCLUDING THOSE HIRED UNDER 
SEPARATE CONTRACT BY THE OWNER. EACH SUBCONTRACTOR SHOULD COMPLETE 
WORK ON AN EXPEDIENT AND REASONABLE SCHEDULE, IN A MANNER THAT DOES NOT 
DELAY OTHER TRADES AND SUBCONTRACTORS FROM COMPLETION OF WORK.

20. ALL NAILS AND FASTENERS IN AREAS PRONE TO MOISTURE SHALL BE "HOT DIPPED 
GALVANIZED" UNLESS NOTED OTHERWISE.

21. THE CONTRACTOR SHALL KEEP SUFFICIENT WORKMAN ON THE JOB SITE AT ALL TIMES 
TO PERFORM WORK IN THE MOST EXPEDITIOUS MANNER CONSISTENT WITH GOOD 
WORKMANSHIP, SOUND BUSINESS PRACTICE AND IN THE BEST INTEREST OF THE 
OWNER.

22. THE CONTRACTOR SHALL SECURE AND PAY FOR ALL PERMITS AND INSPECTION 
SERVICES OF LOCAL AUTHORITIES OTHER THE ACTUAL BUILDING PERMIT AND HISTORIC 
DISTRICT COMMISSION APPROVAL, WHICH SHALL BE SECURED BY THE OWNER OR 
DESIGNER PRIOR TO THE SCHEDULED START DATE.  ALL INSPECTIONS, RECORDS AND 
CERTIFICATE OF OCCUPANCY SHALL BE GIVEN TO THE OWNER AT THE END OF THE JOB. 
THE JOB SHALL NOT BE CONSIDERED COMPLETE UNTIL THE CERTIFICATE OF OCCUPANCY 
IS ISSUED.

23. ALL WORK SHALL CONFORM TO ALL APPLICABLE NATIONAL, STATE AND LOCAL 
BUILDING, PLUMBING, ELECTRICAL, AND LIFE SAFETY CODES, EVEN WHEN NOT SPECIFIED 
IN THE DRAWING, NOTES, OR SPECIFICATIONS. IF ANY CODE IS IN CONFLICT WITH THESE, 
THE CONTRACTOR SHALL REPORT SUCH TO CWA FOR REVISIONS PRIOR TO BIDDING.  IN 
THE EVENT OF CONFLICT BEWDHEEN APPLICABLE CODES OR REGULATIONS AND 
REFERENCE STANDARDS OF THESEPLANS AND SPECIFICATION, THE MORE STRINGENT 
PROVISIONS SHALL GOVERN.

24. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING UTILITY COMPANIES TO ENSURE 
SAFE DIGGING.

25. A REGISTERED SURVEYOR SHALL BE REQUIRED TO SET ALL FOUNDATION CORNERS, 
ELEVATIONS AND DIMENSIONS ON SITE.

26. USE OF THESE DRAWINGS MUST BE IN COMPLIANCE WITH ALL OCCUPATIONAL SAFETY 
& HEALTH ADMINISTRATION [OSHA] REQUIREMENTS.

FOUNDATION NOTES:
1. FOUNDATION NOTES ARE APPLICABLE TO ALL CONDITIONS UNLESS OTHERWISE 

NOTED.
2. ALL FOUNDATION WALLS SHALL BE 10" THICK CONCRETE, MINIMUM 3000PSI AT 28 

DAYS, UNLESS OTHERWISE NOTED.
3. FOUNDATION WALLS SHALL BE KEYED INTO FOOTINGS.
4. FOOTINGS SHALL BE A MINIMUM OF 1'-0"D X 2'-0"W WITH 3-#4 CONTINUOUS 

HORIZONTAL BARS. HORIZONTAL REINFORCING SHALL BE PLACED AT 3" ABOVE 
BOTTOM OF FOOTING.

5. ALL FOOTINGS AND CONCRETE PIERS SHALL EXTEND 4'-0" BELOW GRADE MINIMUM.
6. CONCRETE PIERS SHALL HAVE BELL CAST FOOTING. BASE OF BELL SHALL BE 3 

TIMES WIDTH OF PIER; DEPTH OF BELL SHALL EQUAL WIDTH OF PIER. TAPER OF BELL 
SHALL BE 45 DEG. ANGLE MINIMUM.

7. ALL PERIMETER FOUNDATION WALLS SHALL HAVE WATERPROOFING APPLIED TO THE 
EXTERIOR.

8. FOUNDATION WALLS SHALL INCORPORATE 16" LONG - 1/2" DIAMETER ANCHOR 
BOLTS AT 32" O.C. MINIMUM, ON ALL PERIMETER WALLS. A MINIMUM OF WDHO 
BOLTS SHALL BE USED AT EACH SILL PLATE. HOLD BOLTS 18" OFF CORNERS 
MINIMUM. APPROVAL OF TOPSOIL REMOVAL SHALL BE IN THE FORM OF ACHANGE 
ORDER.

9. CONCRETE FLOOR SLABS SHALL BE 4" THICK MINIMUM AND BE REINFORCED WITH 
WELDED WIRE MESH OR FIBER MESH REINFORCING. REINFORCING SHALL BE 
PLACED AT THE CENTER OF THE SLAB. FLOOR SLABS SHALL  BE POURED OVER 4" 
GRAVEL BASE AND 6 MIL. POLY-VAPOR BARRIER ON STRUCTURALLY COMPACTED 
OR UNDISTURBED SOIL.

10. CONTRACTOR AND SUBCONTRACTORS SHALL USE CLEAN SAND, WELL GRADED 
AND FREE FROM ANY DELETERIOUS SUBSTANCES, AND CLEAN WATER,TAKEN FROM 
A SOURCE SUITABLE FOR DOMESTIC CONSUMPTION.

11. FOR ALL BRICK OR STONE FINISHES THE  CONTRACTOR SHALL SUBMIT A SAMPLE 
TO THE DESIGNER FOR APPROVAL, PRIOR TO INSTALLATION.

12. ANCHORS AND TIES SHALL BE  CORROSION PROOF AND GALVANIZED AFTER 
FABRICATION.

13. COLD WEATHER INSTALLATIONS FOR CONCRETE, WHEN AIR TEMPERATURE IS 
BELOW 40 DEGREES F, REQUIRE APPROVAL BY THE DESIGNER.

14. MASONRY WORK SHALL BE PLUMB, TRUE TO LINE, WITH COURSES LEVEL. BUILD IN 
ALL METAL TIES AND ANCHORS AS WORK PROGRESSES.

15. CONCRETE MASONRY UNIT CONSTRUCTION SHALL COMPLY WITH THE FOLLOWING 
STANDARDS: HOLLOW UNITS - ASTM C-90; SOLID UNITS - ASTM C-145;PORTLAND 
CEMENT - ASTM C-150; MASONRY CEMENT - ASTM C-91 (NON-STAINING CEMENT 
SHALL BE USED WHERE NON-STAINING MORTAR IS REQUIRED);HYDRATED LIME -
ASTM C-207. 6.  C.M.U., BOTH BOTTOM AND ENDS, SHALL BE SET IN A FULL BED OF 
MORTAR WITH JOINTS OF UNIFORM THICKNESS ANDHEAD JOINTS IN ALTERNATE 
COURSES PLUMB OVER THE ONES BELOW.

16. ALL JOINTS SHALL BE TOOLED AS SOON AS POSSIBLE AFTER INITIAL SET. FLUSH 
JOINTS SHALL NOT BE PERMITTED.

17. REFER TO DETAILS FOR FURTHER INFORMATION.

PLUMBING/MECHANICAL NOTES:
1. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 

CUTTING OR DRILLING.
2. ALL PLUMBING/MECHANICAL WORK SHALL COMPLY WITH ALL APPLICABLE CODES, 

BE PERFORMED BY A LICENSED TRADESPERSON, AND BE COMPLETED IN 
ACCORDANCE WITH THE DIRECTION OF LOCAL BUILDING CODE OFFICIALS. 
SUBCONTRACTORS AND TRADESPERSONS ARE RESPONSIBLE FOR OBTAINING 
REQUIRED PERMITS FOR THEIR TRADE, SCHEDULING AND COMPLETING REQUIRED 
INSPECTIONS AND OPERATING ON A REASONABLE AND EFFICIENT SCHEDULE THAT 
DOES NOT DELAY THE WORK OF OTHER TRADES.

3. ALL MATERIALS SHALL BE SIZED IN ACCORDANCE WITH THE PROPOSED PLANS, 
ALLOWING FOR FUTURE EXPANSION IF INDICATED. ALL WORK SHALL BE INSTALLED 
SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE AND AVAILABLE FOR 
INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

4. ALL PRODUCTS, MATERIALS AND FIXTURES SHALL BE INSTALLED IN A MANNER 
CONSISTENT WITH SOUND PRACTICE AND QUALITY WORKMANSHIP.

5. PLUMBING WORK SHALL INCLUDE ALL LABOR AND MATERIALS FOR ALL PIPING, 
FIXTURES, HOT WATER HEATER, AND SEWER/SEPTIC CONNECTIONS. THIS INCLUDES 
CONNECTIONS FOR AN ICEMAKER IN THE REFRIGERATOR, THE DISHWASHER, AND 
WASHING MACHINE AS INDICATED ON PLANS. THE KITCHEN SINK WILL HAVE A 
GARBAGE DISPOSAL.

6. HOT WATER HEATER SHALL BE PROPANE FIRED HOT WATER HEATER, POWER 
VENTED, 45 GALLON CAPACITY ("SUPER STORE" OR APPROVED EQUIVALENT).

7. PLUMBER SHALL FURNISH AND INSTALL 500 GAL. UNDERGROUND PROPANE 
STORAGE TANK, AND ALL REQUIRED PIPING TO BOILER, CLOTHES DRYER AND 
KITCHEN RANGE.

8. HEATING WORK SHALL INCLUDE ALL LABOR AND MATERIALS, 
ELECTRICAL/PLUMBING CONNECTIONS, AND INSTALLATION AS THEY OCCUR. 
DESCRIPTION OF SPECIFIC UNIT SHALL BE PART OF THE BID. STANDARD HEATING 
UNIT SHALL BE PROPANE FIRED RADIANT HOT WATER BASEBOARD SYSTEM WITH 
EFFICIENCY RATING OF 94 UNIT IS TO BE SIDEWALL VENTED. UNIT SIZE SHALL BE 
SIZED TO ACCOMMODATE THE ENTIRE HOUSE AT 78DF AT A 0DF EXTERIOR 
TEMPERATURE. HEATING SYSTEM SHALL BE CAPABLE OF OPERATING AT PEAK 
EFFENCENCY AT A TEMPERATURE OF 72°F. HEATING SYSTEM SHALL BE DIVIDED INTO 
WDHO ZONES. THERMOSTATS SHALL BE DIGITAL AND PROGRAMMABLE.

9. VENT TO THE EXTERIOR ALL BATHROOMS WHICH DO NOT HAVE OPERABLE 
WINDOWS.

FRAMING NOTES:
1. ALL WOOD FRAMING MEMBERS SHALL BE STRUCTURAL GRADE #2 OR BETTER.
2. ALL WOOD SHALL COMPLY WITH THE U.S. DEPARTMENT OF COMMERCE AMERICAN 

LUMBER STANDARDS SIMPLIFIED PRACTICE AND GRADING REQUIREMENTS OF A 
RECOGNIZED ASSOCIATION UNDER WHOSE RULES THE LUMBER IS PRODUCED.

3. WOOD SHALL BE FROM LIVE STOCK, THOROUGHLY SEASONED, WELL 
MANUFACTURED AND GENERALLY FREE FROM WARPAGE THAT CANNOT BE 
CORRECTED BY BRIDGING OR NAILING.

4. MOISTURE CONTENT OF LUMBER SHALL NOT EXCEED 19 % AT THE TIME OF 
CONSTRUCTION.

5. ALL PLAN DIMENSIONS ARE TO OUTSIDE OF FRAMING MEMBERS AND CENTERLINE 
OF OPENINGS. VERIFY ALL ROUGH OPENINGS WITH WINDOW AND DOOR SCHEDULE.

6. ALL EXTERIOR WALLS, AND INTERIOR PARTITION WALLS BEHIND TOILETS, SHALL BE 
2"X6" STUD CONSTRUCTION AT 16" O.C. TYPICAL. ALL OTHER INTERIOR PARTITION 
WALLS SHALL BE 2"X4" STUD CONSTRUCTION AT 16" O.C. TYPICAL. WALLS SHALL 
HAVE SINGLE SHOE AND DOUBLE TOP PLATE.

7. JOIST HANGARS SHALL BE USED AT ALL FLUSH-FRAMED FLOOR JOISTS. JOISTS 
OVERLAPPING AT A SUPPORTING BEAM, SHALL OVERLAP 3" MINIMUM.

8. PROVIDE WOOD BLOCKING OR METAL BRIDGING AT 1/3RD POINTS ON ALL FLOOR 
JOISTS. BLOCKING SHOULD BE SPACED 4'-0" O.C. MINIMUM AND 8'-0" O.C.MAXIMUM.

9. DOUBLE FLOOR JOISTS OR BLOCKING SHALL BE PROVIDED BELOW ALL INTERIOR 
PARTITION WALLS.

10. SIZES OF WOOD MEMBERS ARE NOMINAL SIZES. ALL LUMBER SHALL BE SURFACED 
ON FOUR SIDES, UNLESS NOTED OTHERWISE.

11. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 
CUTTING OR DRILLING

12. INSTALL GIRDER MEMBERS WITH JOINTS OVER SUPPORTS, PROVIDE 1/2" AIRSPACE 
AT ENDS AND SIDES OF GIRDERS FRAMED INTO MASONRY OR CONCRETE. WOOD 
SHIMS UNDER THE ENDS OF GIRDERS SHALL NOT BE PERMITTED.

13. MINIMUM BEARING OF JOISTS FRAMED INTO MASONRY SHALL BE 3".
14. JOISTS EXTENDING OVER BEARING PARTITIONS OR BEAMS MAY BE BUTTED AND 

TIED TOGETHER, OR NAILED TOGETHER WITH A MINIMUM OVERLAP OF 4".
15. EXTERIOR AND BEARING WALL CONSTRUCTION SHALL INCLUDE ADEQUATE 

RESISTANCE TO WRACKING BY THE USE OF CORNER BRACING OR ANCHORAGE OF 
STRUCTURAL SHEATHING TO PLATES.

16. JAMB STUDS, EXTENDING IN ONE PIECE FROM HEADER TO SOLE PLATE, SHALL BE 
INSTALLED AT ALL WINDOW AND DOOR OPENINGS TO FORM RIGID ENCLOSURE.

17. PLYWOOD SHALL COMPLY WITH ALL APPLICABLE STANDARDS OF THE APA 
(AMERICAN PLYWOOD ASSOCIATION)

18. EXTERIOR TYPE HARDWOOD PLYWOOD, "TECHNICAL" OR "TYPE 1", MAY BE USED 
FOR ANY PART OF THE STRUCTURE.

19. STRUCTURAL INTERIOR TYPE, "STRUC-INT.", PLYWOOD MAY BE USED FOR ALL 
INTERIOR WORK AND EXTERIOR WORK NOT DIRECTLY EXPOSED TO THEWEATHER.

20. INTERIOR PLYWOOD, "INT." OR "TYPE 2" MAY BE USED FOR INTERIOR WORK, EXCEPT 
BATHROOM AND SHOWER ENCLOSURES.

21. ROOF SHEATHING: 3/4" EXTERIOR GRADE T&G "TECHNICAL" PLYWOOD NAILED AT 
10" O.C. WITH GALVANIZED 10D COMMON NAILS.

22. FLOOR SHEATHING: 3/4" STRUCTURAL "STRUCT-INT" PLYWOOD NAILED AT 10" O.C. 
WITH 10D COMMON NAILS.

23. EXTERIOR WALL SHEATHING: 1/2" EXTERIOR GRADE "TECHNICAL" PLYWOOD NAILED 
AT 6" O.C. WITH GALVANIZED 6D COMMON NAILS.

24. ALL OTHER SHEATHING: 1/2" INTERIOR GRADE "INT" PLYWOOD NAILED AT 6" O.C. 
WITH 6D COMMON NAILS.

25. FRAME ALL RAFTERS OPPOSITE EACH OTHER AT RIDGE WITH TIES OR RIDGE 
BOARD. THE DEPTH OF THE RIDGE BOARD SHALL BE NO LESS THAN THE CUT OF THE 
RAFTERS.

EXTERIOR FINISH NOTES:
1. BUILDING PAPER SHALL BE INSTALLED OVER ALL EXTERIOR SHEATHING TO RESIST 

MOISTURE AND WIND INFILTRATION. WALLS SHALL HAVE MINIMUM 15#FELT PAPER, 
ROOFS SHALL HAVE MINIMUM 30# ASPHALT IMPREGNATED FELT PAPER, WITH NOT 
LESS THAN 4" OVERLAP. FELT SHALL CONTINUE BEHIND ALL EXTERIOR TRIM, 
DOUBLED AND FOLDED INTO OPENINGS.

2. PROMPTLY REMOVE ALL MANUFACTURERS' STICKERS FROM GLASS AFTER 
INSTALLATION.

3. KEEP AREAS TO BE INSULATED CLEAN AND DRY.  DO NOT INSTALL INSULATION 
WHERE IT MAY BE EXPOSED TO WATER. INSTALL AS PER MANUFACTURER'S 
INSTRUCTIONS AND BUILDING CODE REQUIREMENTS. PROVIDE INSECT SCREEN OR 
BARRIER AT ALL VENT OPENINGS.

4. EXTERIOR FOUNDATION TO BE PARGE.
5. DECKS SHALL USE 1" X 4" MAHOGANY, CONFIRM, LAID FLAT WITH 1/4" REGULAR 

SPACING. ALL FLOORING AND DECKING SHALL BE TREATED % BOILED LINSEED 
OIL/50 % CUPRINOL AND WITH A MIXTURE OF 50 TRAFFIC SHALL BE PREVENTED 
OVER FINISHED SURFACES FOR THE PERIOD OF ONE WEEK.

6. EXTERIOR STEPS SHALL BE EQUAL TO DECK CONSTRUCTION, TRIM AND FINISH. 
RISERS SHALL MATCH TRIM MATERIAL. NOSING SHALL PROJECT 3/4".

7. ALL EXTERIOR STEPS SHALL LAND ON TO A 4" CONCRETE PAD SET ON A 4" GRAVEL 
BASE ON STRUCTURALLY COMPACTED SOIL. PAD SHALL BE 6" WIDER THAN STEPS 
AND PROJECT FROM LAST RISER 6" TOWARD DECK AND 18" AWAY FROM DECK.

8. PORCH CEILINGS SHALL BE 1X8 CEDAR NATURAL TO WEATHER, SQUARE GROVE.
9. PORCH POSTS SHALL BE 4X4 STRUCT. CORE WRAPPED W/ 5 1/4" SQ.  NATURAL 

CEDAR TRIM.
10. SIDEWALL SHINGLES SHALL HAVE A MAXIMUM EXPOSURE OF 5", WITH DOUBLED 

SHINGLES AT ALL EAVES AND STARTER COURSE. BUTTS OF THE SHINGLES SHALL 
PROJECT 1 1/2" MINIMUM FROM THE EDGE OF THE ROOF EAVES TO ENSURE PROPER 
SPILLAGE.

11. WINDOW CAPS OR TRIM AND ALL OTHER PROJECTIONS AT POINTS WHERE RAIN 
ACCUMULATES OR RUNS OFF SHALL BE PROVIDED WITH FLASHING.FLASHING FOR 
RED CEDAR SHINGLES SHALL BE COPPER. SUCH FLASHING SHALL EXTEND A 
MINIMUM OF 6" UP THE WALL UNDER THE SHEATHING PAPERAND NOT LESS THAN 6" 
HORIZONTALLY. FLASHING SHALL BE SUFFICIENT LENGTH TO COVER THE COURSE 
ABOVE WITHOUT BEING PUNCTURED BY NAILS.

12. A CONTINUOUS RIDGE VENT SHALL BE PROVIDED AT ALL ROOF RIDGES, WHERE 
REQUIRED. SOFFIT VENTING SHALL BE PROVIDED AS INDICATED ON DETAIL 
DRAWINGS.

13. PROVIDE STEP FLASHING AT ALL CHIMNEY LOCATIONS.
14. SIDEWALL SHALL BE WHITE CEDAR SHINGLES, GRADE B. SHINGLES SHALL BEAR 

THE OFFICIAL GRADE MARKED LABEL OF THE CEDAR SHINGLE BUREAU.
15. CEDAR SHINGLES SHALL HAVE NATURAL FINISH.
16. RIDGE VENTS SHALL BE "CORE VENT" OR EQUAL, EXTENDING ALONG ALL RIDGE 

LINES. TERMINATE RIDGE VENTS 12" FROM END OF RIDGE. COVERED W/SHINGLES.
17. EXTERIOR TRIM SHALL BE SPECIFIED AS FOLLOWS:

A. WINDOW AND DOOR JAMBS: 1"X5" RED CEDAR WINDOW AND DOOR HEADS: 
5/4"X4" RED CEDAR, EXTENDED 3/4" BEYOND JAMB CASING.  HEADS TOHAVE 

CONTINUOUS COPPER DRIP CAP. 
B. WINDOW SILLS: WHEN NOT WOOD BY MANUFACTURER SHALL BE PRIMED 
PINE 2X2 W/ 7D TOP BEVEL EXTENDED 3/4" BEYOND JAMB CASING. 
DOORSILLS: INSTALLED BY MANUFACTURER  
C. CORNER BOARDS: 6" EA. WY. RED CEDAR (IF APPLICABLE)
D. RAKE BOARDS: 1X8 RED CEDAR
E. FASCIA BOARDS: 1X8 RED CEDAR 
F. RAKE/FASCIA TRIM BOARDS: 1X3 RED CEDAR
G. FRIEZE BOARDS TO BE 1X6 BLOCKED OUT 1 1/2" TO ACCOMMODATE SOFFIT 

VENTING & TOP OF SHINGLES (IF APPLICABLE)
H. ALL TRIM TO BE: NATURAL

DOOR AND WINDOW SASHES PAINTED: QUAKER GREY
18. ALL EXTERIOR TRIM SHALL BE PLANED ON ALL FOUR SIDES AND HAVE SQUARED 

EDGES.
19. WINDOW & DOOR MANUFACTURERS AND SIZES AND HARDWARE SHALL BE 
SPECIFIED IN DOOR AND WINDOW SCHEDULE.
20. INSULATION SHALL BE SPECIFIED AS FOLLOWS:

A. EXTERIOR WALLS: 5" R-21 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR 
BARRIER AT INSIDE FACE OF ALL EXTERIOR WALLS.

B. ROOF: 9 1/4" R-38 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR BARRIER AT 
INSIDE FACE OF ALL EXTERIOR WALLS

C. INTERIOR WALLS AND CEILINGS: USG 3" TERMAFIBER SOUND ATTENUATION 
BLANKETS

D. FOUNDATION INSULATION: 4" RIGID INSULATION SECURED TO EXTERIOR FACE 
OF WALL

E. FIRST FLOOR INSULATION: 9 1/4" R-30 BATT INSULATION
21. CAVITIES SHALL SUPPORT PROPER VENTING, INCLUDING THE INSTALLATION OF 
BAFFLES BEWDHEEN ALL RAFTERS. KEEP ALL VENTILATION SPACE UNOBSTRUCTED.
22. EXTERIOR BRICK SHALL MEET STANDARDS OF THE BRICK INSTITUTE OF AMERICA 
(BIA) FOR EXTERIOR/SEVERE WEATHER USE.

GLAZING NOTES:
1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE ALL GLAZING (WINDOW, DOOR, 

OR OTHERWISE) ADJACENT TO A WALKING SURFACE, STAIR, LANDING,TUB OR 
SHOWER SAFETY LAMINATED GLASS MEETING THE REQUIREMENTS OF THE 
MASSACHUSETS STATE BUILDING CODE, NANTUCKET, AND ANY OTHER APPLICABLE 
LOCAL OR NATIONAL CODE.

2. PROVIDE SHOWER ENCLOSURES AS INDICATED ON THE PLANS. GLASS TO BE LOW 
IRON, CLEAR GLASS.

ABBREVIATIONS
ABOVE FINISHED FLOOR AFF
ACCESS PANEL A.P.
ACOUSTICAL ACOUS.
ADJACENT ADJ.
AIR CONDITIONING A/C
ALUMINUM AL.
APPROXIMATE APPROX.
ARCHITECTURAL ARCH.
BLOCKING BLKG
BY OTHER/OWNER B.O.
CEILING CLG.
CEILING HEIGHT C.H.
CENTER LINE CL.
CERAMIC TILE C.T.
COLUMN COL
CONCRETE CONC.
CONSTRUCTION CONST.
CONTINUOUS CONT.
DETAIL DTL.
DIMENSION DIM.
DOOR DR.
DOUBLE DBL.
DOWN DN.
DRAING DWG.
EACH EA.
ELECTRIC/ELECTRICAL ELEC.
ELEVATION ELEV.
EMERGENCY EMER.
EQUAL EQ.
EQUIPMENT EQPT.
EXISTING EXIST.
EXTERIOR EXT.
FINISH FIN
FINISH FLOOR FIN. FL.
FIREPROOF FPRF.
SELF-CLOSING S.C.
FLOOR FL.
FLUORESCENT FLUOR.
FOOR/FEET FT.
GLASS GL.
GRILLE GRL.
GROUND FAULT INTER. GFI.
GYPSUM WALLBOARD GWB
HANDRAIL HNDRL.
HARDBOARD HDBD.
HARDWOOD HDWD.
HEATING, VENT. & A/C HVAC
HOLLOW CORE HC
HOLLOW METAL H.M.
HORIZONTAL HORIZ.
INCHES IN.
INSULATION INSUL.
JUNCTION BOX J.B.
LAMINATE LAM.
LOW VOLTAGE L.V.

MATERIAL MATL.
MAXIMUM MAX.
MECHANICAL MECH.
METAL MTL.
MINIMUM MIN.
MISCELLANEOUS MISC.
MOLDING MLDG.
MOUNTED MTD.
MULLION MUL.
NOMINAL NOM.
NOT APPLICABLE N.A.
NOT IN CONTRACT N.I.C.
NUMBER NO.
ON CENTER O.C.
OPENING OPNG
OPPOSITE/OPPOSITE HAND OPP./OPH
PAINTED PTD.
PARTITION PARTN.
PLASTER PL
PLASTIC LAMINATE P.LAM
PLYWOOD PLYWD., PLY.
QUANTITY QTY.
RECESSED REC.
REQUIRED REQ'D
RETURN AIR R.A.
REVISE/REVISION REV.
ROUGH OPENING R.O.
SCHEDULE SCHED.
SECTION SECT.
SHEET SHT.
SIMILAR SIM.
SOLID CORE SC
SQUARE FOOT SQ.FT.
STAINLESS STEEL S.STL.
STANDARD STD.
STEEL STL.
STORAGE STOR.
TELEPHONE TEL.
TO BE DETERMINED T.B.D.
TYPICAL TYP.
UNLESS OTHERWISE NOTED U.O.N.
VERIFY IN FIELD V.I.F.
VINYL COMPOSITION TILE VT/VCT
WITH W/
WITHOUT W/O
WOOD WD.
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Prepared by Botticelli & Pohl, P.C. 8/25/20 Page 1

Residence at  Window & Exterior Door Schedule
6 Sankaty Road., NANTUCKET, MA HDC. 2020/8/25
Main House Rev. 2020/8/25

 Window Schedule

No. Qn. Type Manuf. Glass Size Unit Size Rough Opening Lights Comments

EX- Varies - Varies - Varies Existing Unit to Remain

RE- Varies - Varies TBV Varies Existing Unit to be relocated

A2 1 (2) Double Hung Boston Sash 13 1/2 x 28 (2) 2'-6 5/8" x 5'-1" TBD x 5'-5" 2 over 2

A3 1 (3) Double Hung Boston Sash 14 1/2 x 28 (3) 2'-6 5/8" x 5'-1" TBD x 5'-5" 3 over 2

A4 1 (4) Double Hung Boston Sash 13 1/2 x 28 (4) 2'-6 5/8" x 5'-1" TBD x 5'-5" 2 over 2

B 5 Double Hung Boston Sash 13 1/2 x 26 2'-6 5/8" x 4'-9" 2'-9" x 5'-1" 2 over 2 Match height of existing Sunroom windows

B2 2 (2) Double Hung Boston Sash 13 1/2 x 26 (2) 2'-6 5/8" x 4'-9" TBD x 5'-1" 2 over 2 Match height of existing Sunroom windows

B3 1 (3) Double Hung Boston Sash 13 1/2 x 26 (3) 2'-6 5/8" x 4'-9" TBD x 5'-1" 2 over 2 Match height of existing Sunroom windows

C 3 Double Hung Boston Sash 12 x 18 2'-3 5/8" x 3'-9" 2'-6" x 4'-1" 2 over 2

D3 2 (3) Double Hung Boston Sash 16 x 26 (3) 2'-11 5/8" x 4'-9" TBD x 5'-1" 2 over 2 Match height of existing Sunroom windows

D4 1 (4) Double Hung Boston Sash 16 x 26 (4) 2'-11 5/8" x 4'-9" TBD x 5'-1" 2 over 2 Match existing Sunroom West side windows. 1 1/2" stud pockets.

E 1 Fixed Boston Sash 8 x 12 1'-7 3/8" x 2'-3 1/4" 1'-10" x 2'-6" 4

No. Type Door Size Door Rough Opening Lights Comments

1 1 Double French Door 5'-4" x 7'-0" 11'-4 1/2" x 7'-3 1/2" 15 EA

w/ Sidelights 2'-8" x 7'-0" 15 EA

2 Side Door 2'-8" x 7'-0" 2'-11 1/2" x 7'-3 1/2" 4 over 2 panels

3 1 Double French Door 5'-4" x 7'-0" 5'-7 1/2" x 7'-3 1/2" 15 EA

Notes: 1.  All new windows will be Boston Sash windows as per above schedule, single glazed, with muntin configuration as shown on drawings.  

    Min. dp 30 rating required. All windows to have maximum U-value of .37.  

    All glazing to come with compliance sticker as required by local building codes. 

2.  Door manufacturer TBD as per above schedule, single glazed, TDL with muntin configuration as shown on drawings.  

    Min. dp 30 rating required.   All doors to have maximum U-value .23 w/ storm door, .45 w/o storm door.  

    All glazing to come with compliance sticker as required by local building codes. 

3. Mill shop will provide shops drawings for all window and door units to architect for approval prior to commencing construction.

4. Provide all windows with mahogany half screens with Phifer BetterVue screen or similar where applicable.

5. Provide tempered glass in all locations required by code.

6. Contractor will verify all rough opening sizes and quantities on site during rough framing before placing window order.  

Door Schedule

Manuf.

TBD

TBD

TBD

TBD
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Planning and Land Use Services 
2 Fairgrounds Road, Nantucket, Massachusetts 02554 

Telephone: 508.325.7587 

THIS CHECKLIST IS TO BE SUMBITTED WITH ALL HDC APPLICATIONS  Rev Jan 2020 
 
 

REQUIRED WITH ALL APPLICATIONS: 

 
1. Completed Application Form: Description of ALL work must be indicated on application form. 

 

 
2. Property Owner's Signature: Current owner's signature preferred; if the agent is signing the application 

written authorization from the owner (letter, fax, email) must be provided. 

 
3. Application Fee: See back of application for fee schedule or call the office. 

 

 
4. Locus Map (4 copies): Location Map must include north arrow, parcel boundaries, primary and secondary 

streets. (Town GIS Map Site) https://www.nantucket-ma.gov/151/GIS-Maps 

 
5. Site Plan (4 Copies): must include the following: lot dimensions, north arrow, all existing structures, proposed work 

(highlighted) with dimension to lot lines, scale, driveway, grade changes, and placement of HVAC units, electrical 

boxes, fuel tanks, etc.. 

 
6. 8-1/2" x 11" Copies of ALL Application Materials: Must include the following: application form (reduced 64%), 

locus map, plot plan, all elevations and floor plans, window schedule, photographs, other relevant supporting 

material. All material MUST BE LEGIBLE (font size no smaller than 12), collated and stapled. 

 
7. Photographs: Required of ALL applications for alterations to an existing structure. Photographs must be clear 

and labeled with application address or contextual address. 

 
8. Electronic submission: All documents submitted to the HDC office must be emailed to 

hdcsubmissions@nantucket-ma.gov.  

 
REQUIRED WHERE APPLICABLE: 

 

1. Supplemental Information for Historic Buildings: It is the applicant's responsibility to research the historical 

status of any and ALL buildings. Additional information may be obtained from the Nantucket Historical Association 

Library. If not historic, denote on application. 

 
2. Exterior Elevations and Floor Plans (4 copies): Must be Y.-inch scale and include all affected sides of the building, 

cardinal points (N, S, E, W), dimensions, heights, floor and ceiling heights, elevations of finished grade, window details 

and placement of HVAC units, electrical boxes, fuel tanks, etc. All changes from approved or existing design must be 

clouded on drawing . All material MUST BE LEGIBLE, collated and stapled. Reduced sets should maintain a font size 

of 12. 

 
3. As-Built Plans (1copy): of existing elevations 

 
4. Hardscaping Plans (4 copies): To legible scale. This includes fences, decks, porches, arbors, retaining walls, 

tennis courts, swimming pool, driveways, gazebos etc. All material MUST BE LEGIBLE, collated and stapled. 

 

 
5. Topographic Map: Must show existing and proposed grade for any change of more than one foot in height on grade 

. Retaining walls must be applied for separately (see hardscaping plan). 

 
6. Door and Window Schedule (4 copies): Must include window type (true divided, simulated divided), number of 

lights, dimensions, materials, manufacturers type name and type number. 
 

7. 

_____________ 

(initial to indicate 

read and 

understand) 

I UNDERSTAND THAT A TRUE DIVIDED LIGHT WINDOW/DOOR IS DEFINED AS MULTIPLE INDIVIDUAL 
SINGLE PANES OF GLASS (i.e., NOT DOUBLE-PANED OR INSULATED) ASSEMBLED IN THE SASH/DOOR 
USING MUNTINS. 

 

8. Abutter Notification Materials - Abutters list from Assessors Office, certified mail stubs, and a copy of letter 

are required for all applications for changes of 1000 square feet or more except in the Nantucket Historic Core 

and 'Sconset Historic Core where the requirement for new construction is 100 square feet. 

 
9. Approvals from Planning Board, Zoning Board of Appeals, Conservation Commission etc. 

Jan  
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MBLU Lot Lot Cut Owner Full Name Co-Owner Full Name Address Line 1 City State Zip Location

     74      18  MOLLOY MICHAEL & AWALT 
KATHLEEN

116 ENFIELD RD BALTIMORE MD 21212 7 PACKET DR

     74      19  GILMARTIN MARY J ETAL 4 HOMESTEAD CIRCLE ANDOVER MA 01810 5 PACKET DR

     74      23  CANNONBURY HOLDINGS 2 LLC 105 NEWBURY ST  4TH FL BOSTON MA 02116 4 SLEETWING CI

     74      25  HOLLINGS DONALD & SHEILA TRS 75 GLENRIDGE RD DEDHAM MA 02026 7 SLEETWING CI

     74      26  HOLLINGS DONALD W & SHEILA 75 GLENRIDGE RD DEDHAM MA 02026 5 SLEETWING CI

     74      37 2 CHISHOLM VERONICA & WILLIAM II 310 SHAWMUT AVE BOSTON MA 02118 8 HAWKS CI

Count: 6

Abutters List





 

REVISED Nov 2012 

HISTORIC DISTRICT COMMISSION 
2 Fairgrounds Road 

Nantucket, Massachusetts 02554 
           Telephone: 508.325.7587                         Fax: 508.228.7298 

 
 
  
 

NOTICE OF HDC APPLICATION 
 

ABUTTERS AND INTERESTED PARTIES 
 

Please be informed that the Nantucket Historic District Commission will be considering the following proposal: 
 
 Address of Proposed Work: __________________________________________________________ 
 
 Tax Map Number: ________________________  Parcel Number: __________________________ 
 
 Owner of Record: _______________________________________________________________ 

 
Description of Proposal: _________________________________________________________ 
 
_________________________________________________________________________________ 

 
_________________________________________________________________________________ 

 
 _________________________________________________________________________________ 
 
 _________________________________________________________________________________ 
 
 
 Anticipated HDC Submission Date: _________________________________________________ 

 
You have been identified either as an abutter or interested party to the above property and are being notified in 
accordance with the Town Bylaw.  Please note that the above submission date is an estimate only; the actual 
meeting date will be determined once the HDC staff has established that a complete application has been 
submitted.  Please contact the HDC office to verify the date.  Please note that notification is only required at the 
time of initial submission of an application, not for each time an application goes before the Commission.  
Abutters are responsible for monitoring the status of applications. 
 
If you wish to comment on the above proposal, you are encouraged to submit your comments in writing to the 
HDC office.  If you wish to testify at a Commission meeting please be aware that your testimony may be 
limited by the Commission in accordance with Commission policies, which are included on the back of this 
form.  Due to the large sizes of most applications, the HDC office may not be able to send faxed copies of the 
plans.  Off-island abutters wishing more detailed information may enlist an on-island representative to view the 
plans in the HDC office. 
 
If you have any questions, please contact the HDC office at 508.325.7587. 
 

kmt
Text Box
6 Sleetwing Circle

kmt
Text Box
74

kmt
Text Box
24

kmt
Text Box
Cannonbury Holdings 2, LLC

kmt
Text Box
New 2 story Dwelling, Garage, Driveway, Shed

kmt
Text Box
08/11/2020



 

REVISED Nov 2012 

HDC POLICIES FOR AN ABUTTER AND/OR INTERESTED PARTY TESTIMONY 
 
Abutters are encouraged to limit their responses to issues that fall within the statutory mandate of the 
HDC – mainly the appearance of a proposal from the publicly traveled way and its impact on the existing 
historic environmental context.  Issues such as land uses, noise, and impacts on private property are 
outside of the HDC’s purview and cannot be addressed by the Commission. 
 
In order to maintain a balance between the wishes of abutters and interested parties to express their 
concerns and the need of the HDC to conduct its business in a timely fashion, the following policies have 
been established: 
 

Abutters and interested parties wishing to testify before the Commission shall be limited to three 
minutes of testimony.  Only one representative from each abutting property or interested party 
shall be permitted to testify.   
 
For those cases in which a substantial number of abutters and/or interested parties wish to testify 
(as determined by the Chair), the Chair shall structure the review of an application as follows:  
 

1. Introduction of the application; 
2. Response by applicant; 
3. Public comment in favor of proposal; 
4. Public comment in opposition of proposal; 
5. Closing of public comment-no further comment unless requested by Commission 

members through the Chair; 
6. Commission comments and discussion with applicant; 
7. Commission action. 

 
The above meeting policies may be waived at the discretion of the Chair. 
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4VIEW 2 - NORTHEND OF CANNONBURY LOOKING SOUTH
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1' - 9"

3' - 2"

5'
 - 

6"

3' - 2"

6'
 - 

2"

TYPE: 6/1 LITE
FINISH: SASH: WHITE
                TRIM: NATURAL
MODEL: DOUBLE HUNG
MFGR: ANDERSEN

C

2'
 - 

0"

TYPE: 6 LITE
FINISH: SASH: WHITE
                TRIM: NATURAL
MODEL: DOUBLE HUNG
MFGR: ANDERSEN

G

TYPE: 6/1 LITE DOUBLE WINDOW
FINISH: SASH: WHITE
                TRIM: NATURAL
MODEL: DOUBLE HUNG
MFGR: ANDERSEN

A2

6' - 6 1/2"

6'
 - 

2"

TYPE: 6/1 LITE DOUBLE WINDOW
FINISH: SASH: WHITE
                TRIM: NATURAL
MODEL: DOUBLE HUNG
MFGR: ANDERSEN

B2

6' - 6"

5'
 - 

6"

2' - 10"

5'
 - 

1"

3'
 - 

1"

2' - 11 1/2"

3'
 - 

5"

3' - 1 1/2"

DOOR SCHEDULE

3' - 0"

TYPE: SINGLE FRENCH
FINISH: SASH: WHITE
                TRIM: NATURAL
MODEL: SWING
MFGR: ANDERSEN

02

TYPE: ENTRY DOOR W/ SIDE LIGHTS
FINISH: SASH: WHITE
                TRIM: NATURAL
MODEL: SWING
MFGR: CUSTOM

10

TYPE: DOUBLE FRENCH
FINISH: SASH: WHITE
                TRIM: NATURAL
MODEL: SLIDE
MFGR: ANDERSEN

05

TYPE: BARN DOOR
FINISH: NATURAL
MODEL: SLIDE
MFGR: CUSTOM

11

VARIES

VA
RI

ES

7'
 - 

6"

6' - 6"

8'
 - 

0"

7'
 - 

6"

6' - 0"

MATERIAL SYMBOLS

CONCRETE

STEEL

ALUMINUM

BRICK

FINISHED WOOD

CONTINUOUS BLKG/
STRUCTURAL LUMBER

NON-CONTINUOUS 
BLK
OR SHIM
EXISTING EARTH

COMPACTED FILL

GRAVEL

SAND

RIGID INSULATION

PLYWOOD

GLASS
PLASIC LAM. OR WATER
PROOFING MEMBRANE

GYPSUM WALL BOARD

BATT INSULATION

GLASS (ELEVATION)

OPENING OR VOID

DRAWING SYMBOLS

IDENTIFICATION SYMBOLS

REFERENCE SYMBOLS

PLAN NORTH

DRAWING TITLE

DETAIL REFERENCE

ELEVATION SYMBOLS

SECTION REFERENCE

GRAPHICAL SCALE

ELEVATION MARKER

SPOT ELEVATION

REFERENCE GRID LINE

PROPERTY LINE

BREAK LINE

VAPOR BARRIER

OBJECT ABOVE

DIMENSION LINE

ALIGNMENT

HIDDEN OBJECT

ROOM IDENTIFICATION

DOOR 
INDENTIFICATION

WALL TYPE

WINDOW TAG

CLG. ELEVATION TAG

REVISION SYMBOL 
AND TAG

ELECTRICAL PANEL

INDICATES FIREPROOF
SELF CLOSING DOOR

GENERAL NOTES:
1. DRAWINGS ARE REPRESENTATIVE DOCUMENTS TO FACILITATE CONSTRUCTION. 

CONTRACTOR SHOULD FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO 
CONSTRUCTION. THE HEIGHTS OF GRADE INDICATED ON DRAWINGS ARE 
APPROXIMATE AND ARE PROVIDED FOR INFORMATION ONLY. NOTIFY DESIGNER OF 
ANY ALTERATIONS OR DISCREPANCIES IMMEDIATELY UPON DISCOVERY AND BEFORE 
PROCEEDING WITH WORK.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISTRIBUTION OF DRAWINGS TO THE 
SUB-CONTRACTORS UNDER HIS JURISDICTION.

3. THE CONTRACTOR IS TO COORDINATE THE WORK OF ALL SUB-CONTRACTORS, 
INCLUDING THE TIMING AND SCHEDULING OF THEIR WORK AND THE LAYOUT OF 
THEIR SYSTEMS. THE CONTRACTOR SHALL PROVIDE ALL SUB-CONTRACTORS WITH 
NECESSARY POWER AND ACCESS AND CONNECTIONS THROUGH FOUNDATION WALLS 
AS REQUIRED.

4. WORKSHOP/APD IS CONTRACTED TO SERVE AS THE OWNER'S REPRESENTATIVE 
DURING CONSTRUCTION. A REPRESENTATIVE OF WORKSHOP/APD SHALL MAKE 
PERIODIC SITE VISITS TO VERIFY CONSTRUCTION PROGRESS AND WILL REPORT 
FINDINGS TO THE OWNER AND CONTRACTOR IN THE FORM OF A WRITTEN REPORT. 
THE CONTRACTOR SHALL PROVIDE FREE ACCESS TO THE WORK TO THE OWNER, 
ARCHITECT, SUBCONTRACTOR, AND THEIR REPRESENTATIVES AT ALL TIMES.

5. THE CONTRACTOR SHALL ACKNOWLEDGE THAT JOB SITES ARE DIFFICULT AND 
DANGEROUS PLACES TO WORK BY NATURE. AS SUCH, ALL NECESSARY 
PRECAUTIONS WILL BE TAKEN TO ENSURE THE SAFETY AND GENERAL WELL BEING 
OF HIS EMPLOYEES. CONTRACTOR SHALL PROVIDE GUARDS, RAILS,BARRICADES, 
FENCES, CATCH PLATFORMS, BRIDGING, DECKING, NIGHT LIGHTING, ETC. AS 
REQUIRED. THE USE OF ANY STEREOS AND/OR RADIOS AND THE PRESENCE OF PETS 
OF ANY KIND ARE PROHIBITED ON THE JOB SITE.

6. DRAWINGS SHALL NOT BE SCALED BY HAND. USE ONLY PRINTED DIMENSIONS TO 
IDENTIFY SIZE AND DIMENSION OF MATERIALS AS SHOWN. CONTACT THE DESIGNER 
TO VERIFY ANY DIMENSION THAT HAS BEEN OMITTED FROM THESE PLANS.

7. CONTRACTOR TO PROVIDE ALL MATERIALS FOR A COMPLETE JOB AS INDICATED IN 
THE DRAWINGS BOTH GRAPHICALLY AND WRITTEN, IN CASE OFDISCREPANCIES, THE 
MORE STRINGENT AND/OR COSTLY EXAMPLE SHALL BE ASSUMED, CONSULT 
DESIGNER IF SUCH A SITUATION OCCURS.

8. SHOP DRAWINGS SHALL BE SUBMITTED TO WORKSHOP/DPC, PRIOR TO PROCEEDING 
WITH WORK, FOR ALL MATERIALS THAT REQUIRE FABRICATION.WORKSHOP/DPC 
SHALL REVIEW AND RETURN SHOP DRAWINGS TO CONTRACTOR WITHIN A PERIOD OF 
TEN WORKING DAYS FROM THE DATE OF SUBMITTAL.

9. CONTRACTOR SHALL FURNISH SAMPLES OF ALL MATERIALS, AND/OR FINISHES AS 
SPECIFIED FOR CONSTRUCTION AT THE REQUEST OF THE OWNER OR DESIGNER.

10. ALL MATERIALS SHALL BE NEW, UNUSED, AND OF THE HIGHEST QUALITY IN EVERY 
RESPECT UNLESS NOTED OTHERWISE OR AT THE SPECIFIC AUTHORIZATION OF THE 
OWNER.

11. ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE.
12. CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING REQUIRED TO 

COMPLETE WORK OR MAKE PARTS FIT TOGETHER PROPERLY, WITHOUT 
COMPROMISING QUALITY OF WORK.

13. DURING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR BRACING 
AND PROTECTING ALL WORK FROM DAMAGE, BREAKAGE, COLLAPSE,DISTORTIONS 
AND MIS- ALIGNMENT ACCORDING TO APPLICABLE BUILDING CODES AND 
STANDARDS OF GOOD PRACTICE.

14. CONTRACTOR SHALL MAINTAIN AND PROTECT ALL EXISTING SYSTEMS AT ALL 
TIMES FROM THE EFFECTS OF ADVERSE WEATHER (RAIN, SNOW, COLD, ETC.)AT NO 
ADDITIONAL COST TO THE OWNER.

15. ALL WORK SHALL BE INSTALLED SO THAT REQUIRED PARTS ARE READILY 
ACCESSIBLE AND AVAILABLE FOR INSPECTION, OPERATION, MAINTENANCE AND 
REPAIR.

16. CONTRACTOR SHALL MAINTAIN CLEAR AND UNOBSTRUCTED ACCESS FROM ALL 
FLOORS TO STAIRWELLS AND EXTERIOR EXITS AT ALL TIMES.

17. CONTRACTOR SHALL HAVE SOLE RESPONSIBILITY FOR PROTECTING ALL 
DANGEROUS AREAS FROM ENTRY BY UNAUTHORIZED PARTIES.

18. CONTRACTOR SHALL PROVIDE PROTECTION OF ALL WINDOWS AND DOORS DURING 
CONSTRUCTION. MEANS OF PROTECTION SHALL NOT BE ATTACHED TOWINDOW AND 
DOOR FRAMES.

19. THE CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE REQUIRED TO 
COORDINATE WITH OTHER SUBCONTRACTORS AS NECESSARY, INCLUDING THOSE 
HIRED UNDER SEPARATE CONTRACT BY THE OWNER. EACH SUBCONTRACTOR 
SHOULD COMPLETE WORK ON AN EXPEDIENT AND REASONABLE SCHEDULE, IN A 
MANNER THAT DOES NOT DELAY OTHER TRADES AND SUBCONTRACTORS FROM 
COMPLETION OF WORK.

20. ALL NAILS AND FASTENERS IN AREAS PRONE TO MOISTURE SHALL BE "HOT DIPPED 
GALVANIZED" UNLESS NOTED OTHERWISE.

21. THE CONTRACTOR SHALL KEEP SUFFICIENT WORKMAN ON THE JOB SITE AT ALL 
TIMES TO PERFORM WORK IN THE MOST EXPEDITIOUS MANNER CONSISTENT WITH 
GOOD WORKMANSHIP, SOUND BUSINESS PRACTICE AND IN THE BEST INTEREST OF 
THE OWNER.

22. THE CONTRACTOR SHALL SECURE AND PAY FOR ALL PERMITS AND INSPECTION 
SERVICES OF LOCAL AUTHORITIES OTHER THE ACTUAL BUILDING PERMIT AND 
HISTORIC DISTRICT COMMISSION APPROVAL, WHICH SHALL BE SECURED BY THE 
OWNER OR DESIGNER PRIOR TO THE SCHEDULED START DATE.  ALL INSPECTIONS, 
RECORDS AND CERTIFICATE OF OCCUPANCY SHALL BE GIVEN TO THE OWNER AT THE 
END OF THE JOB. THE JOB SHALL NOT BE CONSIDERED COMPLETE UNTIL THE 
CERTIFICATE OF OCCUPANCY IS ISSUED.

23. ALL WORK SHALL CONFORM TO ALL APPLICABLE NATIONAL, STATE AND LOCAL 
BUILDING, PLUMBING, ELECTRICAL, AND LIFE SAFETY CODES, EVEN WHEN NOT 
SPECIFIED IN THE DRAWING, NOTES, OR SPECIFICATIONS. IF ANY CODE IS IN 
CONFLICT WITH THESE, THE CONTRACTOR SHALL REPORT SUCH TO CWA FOR 
REVISIONS PRIOR TO BIDDING.  IN THE EVENT OF CONFLICT BEWDHEEN APPLICABLE 
CODES OR REGULATIONS AND REFERENCE STANDARDS OF THESEPLANS AND 
SPECIFICATION, THE MORE STRINGENT PROVISIONS SHALL GOVERN.

24. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING UTILITY COMPANIES TO 
ENSURE SAFE DIGGING.

25. A REGISTERED SURVEYOR SHALL BE REQUIRED TO SET ALL FOUNDATION CORNERS, 
ELEVATIONS AND DIMENSIONS ON SITE.

26. USE OF THESE DRAWINGS MUST BE IN COMPLIANCE WITH ALL OCCUPATIONAL 
SAFETY & HEALTH ADMINISTRATION [OSHA] REQUIREMENTS.

FOUNDATION NOTES:
1. FOUNDATION NOTES ARE APPLICABLE TO ALL CONDITIONS UNLESS OTHERWISE 

NOTED.
2. ALL FOUNDATION WALLS SHALL BE 10" THICK CONCRETE, MINIMUM 3000PSI AT 28 

DAYS, UNLESS OTHERWISE NOTED.
3. FOUNDATION WALLS SHALL BE KEYED INTO FOOTINGS.
4. FOOTINGS SHALL BE A MINIMUM OF 1'-0"D X 2'-0"W WITH 3-#4 CONTINUOUS 

HORIZONTAL BARS. HORIZONTAL REINFORCING SHALL BE PLACED AT 3" ABOVE 
BOTTOM OF FOOTING.

5. ALL FOOTINGS AND CONCRETE PIERS SHALL EXTEND 4'-0" BELOW GRADE MINIMUM.
6. CONCRETE PIERS SHALL HAVE BELL CAST FOOTING. BASE OF BELL SHALL BE 3 

TIMES WIDTH OF PIER; DEPTH OF BELL SHALL EQUAL WIDTH OF PIER. TAPER OF BELL 
SHALL BE 45 DEG. ANGLE MINIMUM.

7. ALL PERIMETER FOUNDATION WALLS SHALL HAVE WATERPROOFING APPLIED TO THE 
EXTERIOR.

8. FOUNDATION WALLS SHALL INCORPORATE 16" LONG - 1/2" DIAMETER ANCHOR 
BOLTS AT 32" O.C. MINIMUM, ON ALL PERIMETER WALLS. A MINIMUM OF WDHO 
BOLTS SHALL BE USED AT EACH SILL PLATE. HOLD BOLTS 18" OFF CORNERS 
MINIMUM. APPROVAL OF TOPSOIL REMOVAL SHALL BE IN THE FORM OF ACHANGE 
ORDER.

9. CONCRETE FLOOR SLABS SHALL BE 4" THICK MINIMUM AND BE REINFORCED WITH 
WELDED WIRE MESH OR FIBER MESH REINFORCING. REINFORCING SHALL BE 
PLACED AT THE CENTER OF THE SLAB. FLOOR SLABS SHALL  BE POURED OVER 4" 
GRAVEL BASE AND 6 MIL. POLY-VAPOR BARRIER ON STRUCTURALLY COMPACTED 
OR UNDISTURBED SOIL.

10. CONTRACTOR AND SUBCONTRACTORS SHALL USE CLEAN SAND, WELL GRADED 
AND FREE FROM ANY DELETERIOUS SUBSTANCES, AND CLEAN WATER,TAKEN FROM 
A SOURCE SUITABLE FOR DOMESTIC CONSUMPTION.

11. FOR ALL BRICK OR STONE FINISHES THE  CONTRACTOR SHALL SUBMIT A SAMPLE 
TO THE DESIGNER FOR APPROVAL, PRIOR TO INSTALLATION.

12. ANCHORS AND TIES SHALL BE  CORROSION PROOF AND GALVANIZED AFTER 
FABRICATION.

13. COLD WEATHER INSTALLATIONS FOR CONCRETE, WHEN AIR TEMPERATURE IS 
BELOW 40 DEGREES F, REQUIRE APPROVAL BY THE DESIGNER.

14. MASONRY WORK SHALL BE PLUMB, TRUE TO LINE, WITH COURSES LEVEL. BUILD IN 
ALL METAL TIES AND ANCHORS AS WORK PROGRESSES.

15. CONCRETE MASONRY UNIT CONSTRUCTION SHALL COMPLY WITH THE FOLLOWING 
STANDARDS: HOLLOW UNITS - ASTM C-90; SOLID UNITS - ASTM C-145;PORTLAND 
CEMENT - ASTM C-150; MASONRY CEMENT - ASTM C-91 (NON-STAINING CEMENT 
SHALL BE USED WHERE NON-STAINING MORTAR IS REQUIRED);HYDRATED LIME -
ASTM C-207. 6.  C.M.U., BOTH BOTTOM AND ENDS, SHALL BE SET IN A FULL BED OF 
MORTAR WITH JOINTS OF UNIFORM THICKNESS ANDHEAD JOINTS IN ALTERNATE 
COURSES PLUMB OVER THE ONES BELOW.

16. ALL JOINTS SHALL BE TOOLED AS SOON AS POSSIBLE AFTER INITIAL SET. FLUSH 
JOINTS SHALL NOT BE PERMITTED.

17. REFER TO DETAILS FOR FURTHER INFORMATION.

PLUMBING/MECHANICAL NOTES:
1. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 

CUTTING OR DRILLING.
2. ALL PLUMBING/MECHANICAL WORK SHALL COMPLY WITH ALL APPLICABLE CODES, 

BE PERFORMED BY A LICENSED TRADESPERSON, AND BE COMPLETED IN 
ACCORDANCE WITH THE DIRECTION OF LOCAL BUILDING CODE OFFICIALS. 
SUBCONTRACTORS AND TRADESPERSONS ARE RESPONSIBLE FOR OBTAINING 
REQUIRED PERMITS FOR THEIR TRADE, SCHEDULING AND COMPLETING REQUIRED 
INSPECTIONS AND OPERATING ON A REASONABLE AND EFFICIENT SCHEDULE THAT 
DOES NOT DELAY THE WORK OF OTHER TRADES.

3. ALL MATERIALS SHALL BE SIZED IN ACCORDANCE WITH THE PROPOSED PLANS, 
ALLOWING FOR FUTURE EXPANSION IF INDICATED. ALL WORK SHALL BE INSTALLED 
SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE AND AVAILABLE FOR 
INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

4. ALL PRODUCTS, MATERIALS AND FIXTURES SHALL BE INSTALLED IN A MANNER 
CONSISTENT WITH SOUND PRACTICE AND QUALITY WORKMANSHIP.

5. PLUMBING WORK SHALL INCLUDE ALL LABOR AND MATERIALS FOR ALL PIPING, 
FIXTURES, HOT WATER HEATER, AND SEWER/SEPTIC CONNECTIONS. THIS INCLUDES 
CONNECTIONS FOR AN ICEMAKER IN THE REFRIGERATOR, THE DISHWASHER, AND 
WASHING MACHINE AS INDICATED ON PLANS. THE KITCHEN SINK WILL HAVE A 
GARBAGE DISPOSAL.

6. HOT WATER HEATER SHALL BE PROPANE FIRED HOT WATER HEATER, POWER 
VENTED, 45 GALLON CAPACITY ("SUPER STORE" OR APPROVED EQUIVALENT).

7. PLUMBER SHALL FURNISH AND INSTALL 500 GAL. UNDERGROUND PROPANE 
STORAGE TANK, AND ALL REQUIRED PIPING TO BOILER, CLOTHES DRYER AND 
KITCHEN RANGE.

8. HEATING WORK SHALL INCLUDE ALL LABOR AND MATERIALS, 
ELECTRICAL/PLUMBING CONNECTIONS, AND INSTALLATION AS THEY OCCUR. 
DESCRIPTION OF SPECIFIC UNIT SHALL BE PART OF THE BID. STANDARD HEATING 
UNIT SHALL BE PROPANE FIRED RADIANT HOT WATER BASEBOARD SYSTEM WITH 
EFFICIENCY RATING OF 94 UNIT IS TO BE SIDEWALL VENTED. UNIT SIZE SHALL BE 
SIZED TO ACCOMMODATE THE ENTIRE HOUSE AT 78DF AT A 0DF EXTERIOR 
TEMPERATURE. HEATING SYSTEM SHALL BE CAPABLE OF OPERATING AT PEAK 
EFFENCENCY AT A TEMPERATURE OF 72°F. HEATING SYSTEM SHALL BE DIVIDED INTO 
WDHO ZONES. THERMOSTATS SHALL BE DIGITAL AND PROGRAMMABLE.

9. VENT TO THE EXTERIOR ALL BATHROOMS WHICH DO NOT HAVE OPERABLE 
WINDOWS.

FRAMING NOTES:
1. ALL WOOD FRAMING MEMBERS SHALL BE STRUCTURAL GRADE #2 OR BETTER.
2. ALL WOOD SHALL COMPLY WITH THE U.S. DEPARTMENT OF COMMERCE AMERICAN 

LUMBER STANDARDS SIMPLIFIED PRACTICE AND GRADING REQUIREMENTS OF A 
RECOGNIZED ASSOCIATION UNDER WHOSE RULES THE LUMBER IS PRODUCED.

3. WOOD SHALL BE FROM LIVE STOCK, THOROUGHLY SEASONED, WELL 
MANUFACTURED AND GENERALLY FREE FROM WARPAGE THAT CANNOT BE 
CORRECTED BY BRIDGING OR NAILING.

4. MOISTURE CONTENT OF LUMBER SHALL NOT EXCEED 19 % AT THE TIME OF 
CONSTRUCTION.

5. ALL PLAN DIMENSIONS ARE TO OUTSIDE OF FRAMING MEMBERS AND CENTERLINE 
OF OPENINGS. VERIFY ALL ROUGH OPENINGS WITH WINDOW AND DOOR SCHEDULE.

6. ALL EXTERIOR WALLS, AND INTERIOR PARTITION WALLS BEHIND TOILETS, SHALL BE 
2"X6" STUD CONSTRUCTION AT 16" O.C. TYPICAL. ALL OTHER INTERIOR PARTITION 
WALLS SHALL BE 2"X4" STUD CONSTRUCTION AT 16" O.C. TYPICAL. WALLS SHALL 
HAVE SINGLE SHOE AND DOUBLE TOP PLATE.

7. JOIST HANGARS SHALL BE USED AT ALL FLUSH-FRAMED FLOOR JOISTS. JOISTS 
OVERLAPPING AT A SUPPORTING BEAM, SHALL OVERLAP 3" MINIMUM.

8. PROVIDE WOOD BLOCKING OR METAL BRIDGING AT 1/3RD POINTS ON ALL FLOOR 
JOISTS. BLOCKING SHOULD BE SPACED 4'-0" O.C. MINIMUM AND 8'-0" O.C.MAXIMUM.

9. DOUBLE FLOOR JOISTS OR BLOCKING SHALL BE PROVIDED BELOW ALL INTERIOR 
PARTITION WALLS.

10. SIZES OF WOOD MEMBERS ARE NOMINAL SIZES. ALL LUMBER SHALL BE SURFACED 
ON FOUR SIDES, UNLESS NOTED OTHERWISE.

11. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 
CUTTING OR DRILLING

12. INSTALL GIRDER MEMBERS WITH JOINTS OVER SUPPORTS, PROVIDE 1/2" AIRSPACE 
AT ENDS AND SIDES OF GIRDERS FRAMED INTO MASONRY OR CONCRETE. WOOD 
SHIMS UNDER THE ENDS OF GIRDERS SHALL NOT BE PERMITTED.

13. MINIMUM BEARING OF JOISTS FRAMED INTO MASONRY SHALL BE 3".
14. JOISTS EXTENDING OVER BEARING PARTITIONS OR BEAMS MAY BE BUTTED AND 

TIED TOGETHER, OR NAILED TOGETHER WITH A MINIMUM OVERLAP OF 4".
15. EXTERIOR AND BEARING WALL CONSTRUCTION SHALL INCLUDE ADEQUATE 

RESISTANCE TO WRACKING BY THE USE OF CORNER BRACING OR ANCHORAGE OF 
STRUCTURAL SHEATHING TO PLATES.

16. JAMB STUDS, EXTENDING IN ONE PIECE FROM HEADER TO SOLE PLATE, SHALL BE 
INSTALLED AT ALL WINDOW AND DOOR OPENINGS TO FORM RIGID ENCLOSURE.

17. PLYWOOD SHALL COMPLY WITH ALL APPLICABLE STANDARDS OF THE APA 
(AMERICAN PLYWOOD ASSOCIATION)

18. EXTERIOR TYPE HARDWOOD PLYWOOD, "TECHNICAL" OR "TYPE 1", MAY BE USED 
FOR ANY PART OF THE STRUCTURE.

19. STRUCTURAL INTERIOR TYPE, "STRUC-INT.", PLYWOOD MAY BE USED FOR ALL 
INTERIOR WORK AND EXTERIOR WORK NOT DIRECTLY EXPOSED TO THEWEATHER.

20. INTERIOR PLYWOOD, "INT." OR "TYPE 2" MAY BE USED FOR INTERIOR WORK, EXCEPT 
BATHROOM AND SHOWER ENCLOSURES.

21. ROOF SHEATHING: 3/4" EXTERIOR GRADE T&G "TECHNICAL" PLYWOOD NAILED AT 
10" O.C. WITH GALVANIZED 10D COMMON NAILS.

22. FLOOR SHEATHING: 3/4" STRUCTURAL "STRUCT-INT" PLYWOOD NAILED AT 10" O.C. 
WITH 10D COMMON NAILS.

23. EXTERIOR WALL SHEATHING: 1/2" EXTERIOR GRADE "TECHNICAL" PLYWOOD NAILED 
AT 6" O.C. WITH GALVANIZED 6D COMMON NAILS.

24. ALL OTHER SHEATHING: 1/2" INTERIOR GRADE "INT" PLYWOOD NAILED AT 6" O.C. 
WITH 6D COMMON NAILS.

25. FRAME ALL RAFTERS OPPOSITE EACH OTHER AT RIDGE WITH TIES OR RIDGE 
BOARD. THE DEPTH OF THE RIDGE BOARD SHALL BE NO LESS THAN THE CUT OF THE 
RAFTERS.

EXTERIOR FINISH NOTES:

GLAZING NOTES:
1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE ALL GLAZING (WINDOW, DOOR, 

OR OTHERWISE) ADJACENT TO A WALKING SURFACE, STAIR, LANDING,TUB OR 
SHOWER SAFETY LAMINATED GLASS MEETING THE REQUIREMENTS OF THE 
MASSACHUSETS STATE BUILDING CODE, NANTUCKET, AND ANY OTHER APPLICABLE 
LOCAL OR NATIONAL CODE.

2. PROVIDE SHOWER ENCLOSURES AS INDICATED ON THE PLANS. GLASS TO BE LOW 
IRON, CLEAR GLASS.

ABBREVIATIONS
ABOVE FINISHED FLOOR AFF
ACCESS PANEL A.P.
ACOUSTICAL ACOUS.
ADJACENT ADJ.
AIR CONDITIONING A/C
ALUMINUM AL.
APPROXIMATE APPROX.
ARCHITECTURAL ARCH.
BLOCKING BLKG
BY OTHER/OWNER B.O.
CEILING CLG.
CEILING HEIGHT C.H.
CENTER LINE CL.
CERAMIC TILE C.T.
COLUMN COL
CONCRETE CONC.
CONSTRUCTION CONST.
CONTINUOUS CONT.
DETAIL DTL.
DIMENSION DIM.
DOOR DR.
DOUBLE DBL.
DOWN DN.
DRAING DWG.
EACH EA.
ELECTRIC/ELECTRICAL ELEC.
ELEVATION ELEV.
EMERGENCY EMER.
EQUAL EQ.
EQUIPMENT EQPT.
EXISTING EXIST.
EXTERIOR EXT.
FINISH FIN
FINISH FLOOR FIN. FL.
FIREPROOF FPRF.
SELF-CLOSING S.C.
FLOOR FL.
FLUORESCENT FLUOR.
FOOR/FEET FT.
GLASS GL.
GRILLE GRL.
GROUND FAULT INTER. GFI.
GYPSUM WALLBOARD GWB
HANDRAIL HNDRL.
HARDBOARD HDBD.
HARDWOOD HDWD.
HEATING, VENT. & A/C HVAC
HOLLOW CORE HC
HOLLOW METAL H.M.
HORIZONTAL HORIZ.
INCHES IN.
INSULATION INSUL.
JUNCTION BOX J.B.
LAMINATE LAM.
LOW VOLTAGE L.V.

MATERIAL MATL.
MAXIMUM MAX.
MECHANICAL MECH.
METAL MTL.
MINIMUM MIN.
MISCELLANEOUS MISC.
MOLDING MLDG.
MOUNTED MTD.
MULLION MUL.
NOMINAL NOM.
NOT APPLICABLE N.A.
NOT IN CONTRACT N.I.C.
NUMBER NO.
ON CENTER O.C.
OPENING OPNG
OPPOSITE/OPPOSITE HAND OPP./OPH
PAINTED PTD.
PARTITION PARTN.
PLASTER PL
PLASTIC LAMINATE P.LAM
PLYWOOD PLYWD., PLY.
QUANTITY QTY.
RECESSED REC.
REQUIRED REQ'D
RETURN AIR R.A.
REVISE/REVISION REV.
ROUGH OPENING R.O.
SCHEDULE SCHED.
SECTION SECT.
SHEET SHT.
SIMILAR SIM.
SOLID CORE SC
SQUARE FOOT SQ.FT.
STAINLESS STEEL S.STL.
STANDARD STD.
STEEL STL.
STORAGE STOR.
TELEPHONE TEL.
TO BE DETERMINED T.B.D.
TYPICAL TYP.
UNLESS OTHERWISE NOTED U.O.N.
VERIFY IN FIELD V.I.F.
VINYL COMPOSITION TILE VT/VCT
WITH W/
WITHOUT W/O
WOOD WD.
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G-100
GENERAL NOTES

TYPE D - "HOMESTEAD"

1. BUILDING PAPER SHALL BE INSTALLED OVER ALL EXTERIOR SHEATHING TO RESIST 
MOISTURE AND WIND INFILTRATION. WALLS SHALL HAVE MINIMUM 15#FELT PAPER, 
ROOFS SHALL HAVE MINIMUM 30# ASPHALT IMPREGNATED FELT PAPER, WITH NOT 
LESS THAN 4" OVERLAP. FELT SHALL CONTINUE BEHIND ALL EXTERIOR TRIM, 
DOUBLED AND FOLDED INTO OPENINGS.

2. PROMPTLY REMOVE ALL MANUFACTURERS' STICKERS FROM GLASS AFTER 
INSTALLATION.

3. KEEP AREAS TO BE INSULATED CLEAN AND DRY.  DO NOT INSTALL INSULATION 
WHERE IT MAY BE EXPOSED TO WATER. INSTALL AS PER MANUFACTURER'S 
INSTRUCTIONS AND BUILDING CODE REQUIREMENTS. PROVIDE INSECT SCREEN OR 
BARRIER AT ALL VENT OPENINGS.

4. EXTERIOR FOUNDATION TO BE PARGE.
5. DECKS SHALL USE 1" X 4" MAHOGANY, CONFIRM, LAID FLAT WITH 1/4" REGULAR 

SPACING. ALL FLOORING AND DECKING SHALL BE TREATED % BOILED LINSEED 
OIL/50 % CUPRINOL AND WITH A MIXTURE OF 50 TRAFFIC SHALL BE PREVENTED 
OVER FINISHED SURFACES FOR THE PERIOD OF ONE WEEK.

6. EXTERIOR STEPS SHALL BE EQUAL TO DECK CONSTRUCTION, TRIM AND FINISH. 
RISERS SHALL MATCH TRIM MATERIAL. NOSING SHALL PROJECT 3/4".

7. ALL EXTERIOR STEPS SHALL LAND ON TO A 4" CONCRETE PAD SET ON A 4" GRAVEL 
BASE ON STRUCTURALLY COMPACTED SOIL. PAD SHALL BE 6" WIDER THAN STEPS 
AND PROJECT FROM LAST RISER 6" TOWARD DECK AND 18" AWAY FROM DECK.

8. PORCH CEILINGS SHALL BE 1X8 CEDAR NATURAL TO WEATHER, SQUARE GROVE.
9. PORCH POSTS SHALL BE 4X4 STRUCT. CORE WRAPPED W/ 5 1/4" SQ.  NATURAL 

CEDAR TRIM.
10. SIDEWALL SHINGLES SHALL HAVE A MAXIMUM EXPOSURE OF 5", WITH DOUBLED 

SHINGLES AT ALL EAVES AND STARTER COURSE. BUTTS OF THE SHINGLES SHALL 
PROJECT 1 1/2" MINIMUM FROM THE EDGE OF THE ROOF EAVES TO ENSURE PROPER 
SPILLAGE.

11. WINDOW CAPS OR TRIM AND ALL OTHER PROJECTIONS AT POINTS WHERE RAIN 
ACCUMULATES OR RUNS OFF SHALL BE PROVIDED WITH FLASHING.FLASHING FOR 
RED CEDAR SHINGLES SHALL BE COPPER. SUCH FLASHING SHALL EXTEND A 
MINIMUM OF 6" UP THE WALL UNDER THE SHEATHING PAPERAND NOT LESS THAN 6" 
HORIZONTALLY. FLASHING SHALL BE SUFFICIENT LENGTH TO COVER THE COURSE 
ABOVE WITHOUT BEING PUNCTURED BY NAILS.

12. A CONTINUOUS RIDGE VENT SHALL BE PROVIDED AT ALL ROOF RIDGES, WHERE 
REQUIRED. SOFFIT VENTING SHALL BE PROVIDED AS INDICATED ON DETAIL 
DRAWINGS.

13. PROVIDE STEP FLASHING AT ALL CHIMNEY LOCATIONS.
14. SIDEWALL SHALL BE WHITE CEDAR SHINGLES, GRADE B. SHINGLES SHALL BEAR 

THE OFFICIAL GRADE MARKED LABEL OF THE CEDAR SHINGLE BUREAU.
15. CEDAR SHINGLES AND/OR BOARD&BATTEN SHALL HAVE NATURAL FINISH.
16. RIDGE VENTS SHALL BE "CORE VENT" OR EQUAL, EXTENDING ALONG ALL RIDGE 

LINES. TERMINATE RIDGE VENTS 12" FROM END OF RIDGE. COVERED W/SHINGLES.
17. EXTERIOR TRIM SHALL BE SPECIFIED AS FOLLOWS:

A. WINDOW AND DOOR JAMBS: 1"X5" RED CEDAR WINDOW AND DOOR HEADS: 
5/4"X4" RED CEDAR, EXTENDED 3/4" BEYOND JAMB CASING.  HEADS TOHAVE 

CONTINUOUS COPPER DRIP CAP. 
B. WINDOW SILLS: WHEN NOT WOOD BY MANUFACTURER SHALL BE PRIMED 
PINE 2X2 W/ 7D TOP BEVEL EXTENDED 3/4" BEYOND JAMB CASING. 
DOORSILLS: INSTALLED BY MANUFACTURER  
C. CORNER BOARDS: 6" EA. WY. RED CEDAR (IF APPLICABLE)
D. RAKE BOARDS: 1X8 RED CEDAR
E. FASCIA BOARDS: 1X8 RED CEDAR 
F. RAKE/FASCIA TRIM BOARDS: 1X3 RED CEDAR
G. FRIEZE BOARDS TO BE 1X6 BLOCKED OUT 1 1/2" TO ACCOMMODATE SOFFIT 

VENTING & TOP OF SHINGLES (IF APPLICABLE)
H. ALL TRIM TO BE PAINTED: SEE SCHEDULE

DOOR AND WINDOW SASHES PAINTED : BLACK
18. ALL EXTERIOR TRIM SHALL BE PLANED ON ALL FOUR SIDES AND HAVE SQUARED 

EDGES.
19. WINDOW & DOOR MANUFACTURERS AND SIZES AND HARDWARE SHALL BE 
SPECIFIED IN DOOR AND WINDOW SCHEDULE.
20. INSULATION SHALL BE SPECIFIED AS FOLLOWS:

A. EXTERIOR WALLS: 5" R-21 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR 
BARRIER AT INSIDE FACE OF ALL EXTERIOR WALLS.

B. ROOF: 9 1/4" R-38 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR BARRIER AT 
INSIDE FACE OF ALL EXTERIOR WALLS

C. INTERIOR WALLS AND CEILINGS: USG 3" TERMAFIBER SOUND ATTENUATION 
BLANKETS

D. FOUNDATION INSULATION: 4" RIGID INSULATION SECURED TO EXTERIOR FACE 
OF WALL

E. FIRST FLOOR INSULATION: 9 1/4" R-30 BATT INSULATION
21. CAVITIES SHALL SUPPORT PROPER VENTING, INCLUDING THE INSTALLATION OF 
BAFFLES BEWDHEEN ALL RAFTERS. KEEP ALL VENTILATION SPACE UNOBSTRUCTED.
22. EXTERIOR BRICK SHALL MEET STANDARDS OF THE BRICK INSTITUTE OF AMERICA 
(BIA) FOR EXTERIOR/SEVERE WEATHER USE.

CLG. MTD.SMOKE DETECTOR
HARDWIRE 120V WITH BATTERY

CLG. MTD. COMBINED SMOKE+C02 DETECTOR
HARDWIRE 120V WITH BATTERY
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Planning and Land Use Services 
2 Fairgrounds Road, Nantucket, Massachusetts 02554 

Telephone: 508.325.7587 

THIS CHECKLIST IS TO BE SUMBITTED WITH ALL HDC APPLICATIONS  Rev Jan 2020 
 
 

REQUIRED WITH ALL APPLICATIONS: 

 
1. Completed Application Form: Description of ALL work must be indicated on application form. 

 

 
2. Property Owner's Signature: Current owner's signature preferred; if the agent is signing the application 

written authorization from the owner (letter, fax, email) must be provided. 

 
3. Application Fee: See back of application for fee schedule or call the office. 

 

 
4. Locus Map (4 copies): Location Map must include north arrow, parcel boundaries, primary and secondary 

streets. (Town GIS Map Site) https://www.nantucket-ma.gov/151/GIS-Maps 

 
5. Site Plan (4 Copies): must include the following: lot dimensions, north arrow, all existing structures, proposed work 

(highlighted) with dimension to lot lines, scale, driveway, grade changes, and placement of HVAC units, electrical 

boxes, fuel tanks, etc.. 

 
6. 8-1/2" x 11" Copies of ALL Application Materials: Must include the following: application form (reduced 64%), 

locus map, plot plan, all elevations and floor plans, window schedule, photographs, other relevant supporting 

material. All material MUST BE LEGIBLE (font size no smaller than 12), collated and stapled. 

 
7. Photographs: Required of ALL applications for alterations to an existing structure. Photographs must be clear 

and labeled with application address or contextual address. 

 
8. Electronic submission: All documents submitted to the HDC office must be emailed to 

hdcsubmissions@nantucket-ma.gov.  

 
REQUIRED WHERE APPLICABLE: 

 

1. Supplemental Information for Historic Buildings: It is the applicant's responsibility to research the historical 

status of any and ALL buildings. Additional information may be obtained from the Nantucket Historical Association 

Library. If not historic, denote on application. 

 
2. Exterior Elevations and Floor Plans (4 copies): Must be Y.-inch scale and include all affected sides of the building, 

cardinal points (N, S, E, W), dimensions, heights, floor and ceiling heights, elevations of finished grade, window details 

and placement of HVAC units, electrical boxes, fuel tanks, etc. All changes from approved or existing design must be 

clouded on drawing . All material MUST BE LEGIBLE, collated and stapled. Reduced sets should maintain a font size 

of 12. 

 
3. As-Built Plans (1copy): of existing elevations 

 
4. Hardscaping Plans (4 copies): To legible scale. This includes fences, decks, porches, arbors, retaining walls, 

tennis courts, swimming pool, driveways, gazebos etc. All material MUST BE LEGIBLE, collated and stapled. 

 

 
5. Topographic Map: Must show existing and proposed grade for any change of more than one foot in height on grade 

. Retaining walls must be applied for separately (see hardscaping plan). 

 
6. Door and Window Schedule (4 copies): Must include window type (true divided, simulated divided), number of 

lights, dimensions, materials, manufacturers type name and type number. 
 

7. 

_____________ 

(initial to indicate 

read and 

understand) 

I UNDERSTAND THAT A TRUE DIVIDED LIGHT WINDOW/DOOR IS DEFINED AS MULTIPLE INDIVIDUAL 
SINGLE PANES OF GLASS (i.e., NOT DOUBLE-PANED OR INSULATED) ASSEMBLED IN THE SASH/DOOR 
USING MUNTINS. 

 

8. Abutter Notification Materials - Abutters list from Assessors Office, certified mail stubs, and a copy of letter 

are required for all applications for changes of 1000 square feet or more except in the Nantucket Historic Core 

and 'Sconset Historic Core where the requirement for new construction is 100 square feet. 

 
9. Approvals from Planning Board, Zoning Board of Appeals, Conservation Commission etc. 

Jan  
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MBLU Lot Lot Cut Owner Full Name Co-Owner Full Name Address Line 1 City State Zip Location

     74      18  MOLLOY MICHAEL & AWALT 
KATHLEEN

116 ENFIELD RD BALTIMORE MD 21212 7 PACKET DR

     74      19  GILMARTIN MARY J ETAL 4 HOMESTEAD CIRCLE ANDOVER MA 01810 5 PACKET DR

     74      23  CANNONBURY HOLDINGS 2 LLC 105 NEWBURY ST  4TH FL BOSTON MA 02116 4 SLEETWING CI

     74      25  HOLLINGS DONALD & SHEILA TRS 75 GLENRIDGE RD DEDHAM MA 02026 7 SLEETWING CI

     74      26  HOLLINGS DONALD W & SHEILA 75 GLENRIDGE RD DEDHAM MA 02026 5 SLEETWING CI

     74      37 2 CHISHOLM VERONICA & WILLIAM II 310 SHAWMUT AVE BOSTON MA 02118 8 HAWKS CI

Count: 6

Abutters List





 

REVISED Nov 2012 

HISTORIC DISTRICT COMMISSION 
2 Fairgrounds Road 

Nantucket, Massachusetts 02554 
           Telephone: 508.325.7587                         Fax: 508.228.7298 

 
 
  
 

NOTICE OF HDC APPLICATION 
 

ABUTTERS AND INTERESTED PARTIES 
 

Please be informed that the Nantucket Historic District Commission will be considering the following proposal: 
 
 Address of Proposed Work: __________________________________________________________ 
 
 Tax Map Number: ________________________  Parcel Number: __________________________ 
 
 Owner of Record: _______________________________________________________________ 

 
Description of Proposal: _________________________________________________________ 
 
_________________________________________________________________________________ 

 
_________________________________________________________________________________ 

 
 _________________________________________________________________________________ 
 
 _________________________________________________________________________________ 
 
 
 Anticipated HDC Submission Date: _________________________________________________ 

 
You have been identified either as an abutter or interested party to the above property and are being notified in 
accordance with the Town Bylaw.  Please note that the above submission date is an estimate only; the actual 
meeting date will be determined once the HDC staff has established that a complete application has been 
submitted.  Please contact the HDC office to verify the date.  Please note that notification is only required at the 
time of initial submission of an application, not for each time an application goes before the Commission.  
Abutters are responsible for monitoring the status of applications. 
 
If you wish to comment on the above proposal, you are encouraged to submit your comments in writing to the 
HDC office.  If you wish to testify at a Commission meeting please be aware that your testimony may be 
limited by the Commission in accordance with Commission policies, which are included on the back of this 
form.  Due to the large sizes of most applications, the HDC office may not be able to send faxed copies of the 
plans.  Off-island abutters wishing more detailed information may enlist an on-island representative to view the 
plans in the HDC office. 
 
If you have any questions, please contact the HDC office at 508.325.7587. 
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REVISED Nov 2012 

HDC POLICIES FOR AN ABUTTER AND/OR INTERESTED PARTY TESTIMONY 
 
Abutters are encouraged to limit their responses to issues that fall within the statutory mandate of the 
HDC – mainly the appearance of a proposal from the publicly traveled way and its impact on the existing 
historic environmental context.  Issues such as land uses, noise, and impacts on private property are 
outside of the HDC’s purview and cannot be addressed by the Commission. 
 
In order to maintain a balance between the wishes of abutters and interested parties to express their 
concerns and the need of the HDC to conduct its business in a timely fashion, the following policies have 
been established: 
 

Abutters and interested parties wishing to testify before the Commission shall be limited to three 
minutes of testimony.  Only one representative from each abutting property or interested party 
shall be permitted to testify.   
 
For those cases in which a substantial number of abutters and/or interested parties wish to testify 
(as determined by the Chair), the Chair shall structure the review of an application as follows:  
 

1. Introduction of the application; 
2. Response by applicant; 
3. Public comment in favor of proposal; 
4. Public comment in opposition of proposal; 
5. Closing of public comment-no further comment unless requested by Commission 

members through the Chair; 
6. Commission comments and discussion with applicant; 
7. Commission action. 

 
The above meeting policies may be waived at the discretion of the Chair. 
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GENERAL NOTES:
1. DRAWINGS ARE REPRESENTATIVE DOCUMENTS TO FACILITATE CONSTRUCTION. 

CONTRACTOR SHOULD FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO 
CONSTRUCTION. THE HEIGHTS OF GRADE INDICATED ON DRAWINGS ARE APPROXIMATE 
AND ARE PROVIDED FOR INFORMATION ONLY. NOTIFY DESIGNER OF ANY ALTERATIONS 
OR DISCREPANCIES IMMEDIATELY UPON DISCOVERY AND BEFORE PROCEEDING WITH 
WORK.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISTRIBUTION OF DRAWINGS TO THE 
SUB-CONTRACTORS UNDER HIS JURISDICTION.

3. THE CONTRACTOR IS TO COORDINATE THE WORK OF ALL SUB-CONTRACTORS, 
INCLUDING THE TIMING AND SCHEDULING OF THEIR WORK AND THE LAYOUT OF THEIR 
SYSTEMS. THE CONTRACTOR SHALL PROVIDE ALL SUB-CONTRACTORS WITH NECESSARY 
POWER AND ACCESS AND CONNECTIONS THROUGH FOUNDATION WALLS AS REQUIRED.

4. WORKSHOP/APD IS CONTRACTED TO SERVE AS THE OWNER'S REPRESENTATIVE DURING 
CONSTRUCTION. A REPRESENTATIVE OF WORKSHOP/APD SHALL MAKE PERIODIC SITE 
VISITS TO VERIFY CONSTRUCTION PROGRESS AND WILL REPORT FINDINGS TO THE 
OWNER AND CONTRACTOR IN THE FORM OF A WRITTEN REPORT. THE CONTRACTOR 
SHALL PROVIDE FREE ACCESS TO THE WORK TO THE OWNER, ARCHITECT, 
SUBCONTRACTOR, AND THEIR REPRESENTATIVES AT ALL TIMES.

5. THE CONTRACTOR SHALL ACKNOWLEDGE THAT JOB SITES ARE DIFFICULT AND 
DANGEROUS PLACES TO WORK BY NATURE. AS SUCH, ALL NECESSARY PRECAUTIONS 
WILL BE TAKEN TO ENSURE THE SAFETY AND GENERAL WELL BEING OF HIS EMPLOYEES. 
CONTRACTOR SHALL PROVIDE GUARDS, RAILS,BARRICADES, FENCES, CATCH 
PLATFORMS, BRIDGING, DECKING, NIGHT LIGHTING, ETC. AS REQUIRED. THE USE OF ANY 
STEREOS AND/OR RADIOS AND THE PRESENCE OF PETS OF ANY KIND ARE PROHIBITED 
ON THE JOB SITE.

6. DRAWINGS SHALL NOT BE SCALED BY HAND. USE ONLY PRINTED DIMENSIONS TO 
IDENTIFY SIZE AND DIMENSION OF MATERIALS AS SHOWN. CONTACT THE DESIGNER TO 
VERIFY ANY DIMENSION THAT HAS BEEN OMITTED FROM THESE PLANS.

7. CONTRACTOR TO PROVIDE ALL MATERIALS FOR A COMPLETE JOB AS INDICATED IN THE 
DRAWINGS BOTH GRAPHICALLY AND WRITTEN, IN CASE OFDISCREPANCIES, THE MORE 
STRINGENT AND/OR COSTLY EXAMPLE SHALL BE ASSUMED, CONSULT DESIGNER IF SUCH 
A SITUATION OCCURS.

8. SHOP DRAWINGS SHALL BE SUBMITTED TO WORKSHOP/DPC, PRIOR TO PROCEEDING 
WITH WORK, FOR ALL MATERIALS THAT REQUIRE FABRICATION.WORKSHOP/DPC SHALL 
REVIEW AND RETURN SHOP DRAWINGS TO CONTRACTOR WITHIN A PERIOD OF TEN 
WORKING DAYS FROM THE DATE OF SUBMITTAL.

9. CONTRACTOR SHALL FURNISH SAMPLES OF ALL MATERIALS, AND/OR FINISHES AS 
SPECIFIED FOR CONSTRUCTION AT THE REQUEST OF THE OWNER OR DESIGNER.

10. ALL MATERIALS SHALL BE NEW, UNUSED, AND OF THE HIGHEST QUALITY IN EVERY 
RESPECT UNLESS NOTED OTHERWISE OR AT THE SPECIFIC AUTHORIZATION OF THE 
OWNER.

11. ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE.
12. CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING REQUIRED TO COMPLETE 

WORK OR MAKE PARTS FIT TOGETHER PROPERLY, WITHOUT COMPROMISING QUALITY OF 
WORK.

13. DURING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR BRACING AND 
PROTECTING ALL WORK FROM DAMAGE, BREAKAGE, COLLAPSE,DISTORTIONS AND MIS-
ALIGNMENT ACCORDING TO APPLICABLE BUILDING CODES AND STANDARDS OF GOOD 
PRACTICE.

14. CONTRACTOR SHALL MAINTAIN AND PROTECT ALL EXISTING SYSTEMS AT ALL TIMES 
FROM THE EFFECTS OF ADVERSE WEATHER (RAIN, SNOW, COLD, ETC.)AT NO ADDITIONAL 
COST TO THE OWNER.

15. ALL WORK SHALL BE INSTALLED SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE 
AND AVAILABLE FOR INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

16. CONTRACTOR SHALL MAINTAIN CLEAR AND UNOBSTRUCTED ACCESS FROM ALL 
FLOORS TO STAIRWELLS AND EXTERIOR EXITS AT ALL TIMES.

17. CONTRACTOR SHALL HAVE SOLE RESPONSIBILITY FOR PROTECTING ALL DANGEROUS 
AREAS FROM ENTRY BY UNAUTHORIZED PARTIES.

18. CONTRACTOR SHALL PROVIDE PROTECTION OF ALL WINDOWS AND DOORS DURING 
CONSTRUCTION. MEANS OF PROTECTION SHALL NOT BE ATTACHED TOWINDOW AND 
DOOR FRAMES.

19. THE CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE REQUIRED TO COORDINATE 
WITH OTHER SUBCONTRACTORS AS NECESSARY, INCLUDING THOSE HIRED UNDER 
SEPARATE CONTRACT BY THE OWNER. EACH SUBCONTRACTOR SHOULD COMPLETE 
WORK ON AN EXPEDIENT AND REASONABLE SCHEDULE, IN A MANNER THAT DOES NOT 
DELAY OTHER TRADES AND SUBCONTRACTORS FROM COMPLETION OF WORK.

20. ALL NAILS AND FASTENERS IN AREAS PRONE TO MOISTURE SHALL BE "HOT DIPPED 
GALVANIZED" UNLESS NOTED OTHERWISE.

21. THE CONTRACTOR SHALL KEEP SUFFICIENT WORKMAN ON THE JOB SITE AT ALL TIMES 
TO PERFORM WORK IN THE MOST EXPEDITIOUS MANNER CONSISTENT WITH GOOD 
WORKMANSHIP, SOUND BUSINESS PRACTICE AND IN THE BEST INTEREST OF THE 
OWNER.

22. THE CONTRACTOR SHALL SECURE AND PAY FOR ALL PERMITS AND INSPECTION 
SERVICES OF LOCAL AUTHORITIES OTHER THE ACTUAL BUILDING PERMIT AND HISTORIC 
DISTRICT COMMISSION APPROVAL, WHICH SHALL BE SECURED BY THE OWNER OR 
DESIGNER PRIOR TO THE SCHEDULED START DATE.  ALL INSPECTIONS, RECORDS AND 
CERTIFICATE OF OCCUPANCY SHALL BE GIVEN TO THE OWNER AT THE END OF THE JOB. 
THE JOB SHALL NOT BE CONSIDERED COMPLETE UNTIL THE CERTIFICATE OF OCCUPANCY 
IS ISSUED.

23. ALL WORK SHALL CONFORM TO ALL APPLICABLE NATIONAL, STATE AND LOCAL 
BUILDING, PLUMBING, ELECTRICAL, AND LIFE SAFETY CODES, EVEN WHEN NOT SPECIFIED 
IN THE DRAWING, NOTES, OR SPECIFICATIONS. IF ANY CODE IS IN CONFLICT WITH THESE, 
THE CONTRACTOR SHALL REPORT SUCH TO CWA FOR REVISIONS PRIOR TO BIDDING.  IN 
THE EVENT OF CONFLICT BEWDHEEN APPLICABLE CODES OR REGULATIONS AND 
REFERENCE STANDARDS OF THESEPLANS AND SPECIFICATION, THE MORE STRINGENT 
PROVISIONS SHALL GOVERN.

24. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING UTILITY COMPANIES TO ENSURE 
SAFE DIGGING.

25. A REGISTERED SURVEYOR SHALL BE REQUIRED TO SET ALL FOUNDATION CORNERS, 
ELEVATIONS AND DIMENSIONS ON SITE.

26. USE OF THESE DRAWINGS MUST BE IN COMPLIANCE WITH ALL OCCUPATIONAL SAFETY 
& HEALTH ADMINISTRATION [OSHA] REQUIREMENTS.

FOUNDATION NOTES:
1. FOUNDATION NOTES ARE APPLICABLE TO ALL CONDITIONS UNLESS OTHERWISE 

NOTED.
2. ALL FOUNDATION WALLS SHALL BE 10" THICK CONCRETE, MINIMUM 3000PSI AT 28 

DAYS, UNLESS OTHERWISE NOTED.
3. FOUNDATION WALLS SHALL BE KEYED INTO FOOTINGS.
4. FOOTINGS SHALL BE A MINIMUM OF 1'-0"D X 2'-0"W WITH 3-#4 CONTINUOUS 

HORIZONTAL BARS. HORIZONTAL REINFORCING SHALL BE PLACED AT 3" ABOVE 
BOTTOM OF FOOTING.

5. ALL FOOTINGS AND CONCRETE PIERS SHALL EXTEND 4'-0" BELOW GRADE MINIMUM.
6. CONCRETE PIERS SHALL HAVE BELL CAST FOOTING. BASE OF BELL SHALL BE 3 

TIMES WIDTH OF PIER; DEPTH OF BELL SHALL EQUAL WIDTH OF PIER. TAPER OF BELL 
SHALL BE 45 DEG. ANGLE MINIMUM.

7. ALL PERIMETER FOUNDATION WALLS SHALL HAVE WATERPROOFING APPLIED TO THE 
EXTERIOR.

8. FOUNDATION WALLS SHALL INCORPORATE 16" LONG - 1/2" DIAMETER ANCHOR 
BOLTS AT 32" O.C. MINIMUM, ON ALL PERIMETER WALLS. A MINIMUM OF WDHO 
BOLTS SHALL BE USED AT EACH SILL PLATE. HOLD BOLTS 18" OFF CORNERS 
MINIMUM. APPROVAL OF TOPSOIL REMOVAL SHALL BE IN THE FORM OF ACHANGE 
ORDER.

9. CONCRETE FLOOR SLABS SHALL BE 4" THICK MINIMUM AND BE REINFORCED WITH 
WELDED WIRE MESH OR FIBER MESH REINFORCING. REINFORCING SHALL BE 
PLACED AT THE CENTER OF THE SLAB. FLOOR SLABS SHALL  BE POURED OVER 4" 
GRAVEL BASE AND 6 MIL. POLY-VAPOR BARRIER ON STRUCTURALLY COMPACTED 
OR UNDISTURBED SOIL.

10. CONTRACTOR AND SUBCONTRACTORS SHALL USE CLEAN SAND, WELL GRADED 
AND FREE FROM ANY DELETERIOUS SUBSTANCES, AND CLEAN WATER,TAKEN FROM 
A SOURCE SUITABLE FOR DOMESTIC CONSUMPTION.

11. FOR ALL BRICK OR STONE FINISHES THE  CONTRACTOR SHALL SUBMIT A SAMPLE 
TO THE DESIGNER FOR APPROVAL, PRIOR TO INSTALLATION.

12. ANCHORS AND TIES SHALL BE  CORROSION PROOF AND GALVANIZED AFTER 
FABRICATION.

13. COLD WEATHER INSTALLATIONS FOR CONCRETE, WHEN AIR TEMPERATURE IS 
BELOW 40 DEGREES F, REQUIRE APPROVAL BY THE DESIGNER.

14. MASONRY WORK SHALL BE PLUMB, TRUE TO LINE, WITH COURSES LEVEL. BUILD IN 
ALL METAL TIES AND ANCHORS AS WORK PROGRESSES.

15. CONCRETE MASONRY UNIT CONSTRUCTION SHALL COMPLY WITH THE FOLLOWING 
STANDARDS: HOLLOW UNITS - ASTM C-90; SOLID UNITS - ASTM C-145;PORTLAND 
CEMENT - ASTM C-150; MASONRY CEMENT - ASTM C-91 (NON-STAINING CEMENT 
SHALL BE USED WHERE NON-STAINING MORTAR IS REQUIRED);HYDRATED LIME -
ASTM C-207. 6.  C.M.U., BOTH BOTTOM AND ENDS, SHALL BE SET IN A FULL BED OF 
MORTAR WITH JOINTS OF UNIFORM THICKNESS ANDHEAD JOINTS IN ALTERNATE 
COURSES PLUMB OVER THE ONES BELOW.

16. ALL JOINTS SHALL BE TOOLED AS SOON AS POSSIBLE AFTER INITIAL SET. FLUSH 
JOINTS SHALL NOT BE PERMITTED.

17. REFER TO DETAILS FOR FURTHER INFORMATION.

PLUMBING/MECHANICAL NOTES:
1. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 

CUTTING OR DRILLING.
2. ALL PLUMBING/MECHANICAL WORK SHALL COMPLY WITH ALL APPLICABLE CODES, 

BE PERFORMED BY A LICENSED TRADESPERSON, AND BE COMPLETED IN 
ACCORDANCE WITH THE DIRECTION OF LOCAL BUILDING CODE OFFICIALS. 
SUBCONTRACTORS AND TRADESPERSONS ARE RESPONSIBLE FOR OBTAINING 
REQUIRED PERMITS FOR THEIR TRADE, SCHEDULING AND COMPLETING REQUIRED 
INSPECTIONS AND OPERATING ON A REASONABLE AND EFFICIENT SCHEDULE THAT 
DOES NOT DELAY THE WORK OF OTHER TRADES.

3. ALL MATERIALS SHALL BE SIZED IN ACCORDANCE WITH THE PROPOSED PLANS, 
ALLOWING FOR FUTURE EXPANSION IF INDICATED. ALL WORK SHALL BE INSTALLED 
SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE AND AVAILABLE FOR 
INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

4. ALL PRODUCTS, MATERIALS AND FIXTURES SHALL BE INSTALLED IN A MANNER 
CONSISTENT WITH SOUND PRACTICE AND QUALITY WORKMANSHIP.

5. PLUMBING WORK SHALL INCLUDE ALL LABOR AND MATERIALS FOR ALL PIPING, 
FIXTURES, HOT WATER HEATER, AND SEWER/SEPTIC CONNECTIONS. THIS INCLUDES 
CONNECTIONS FOR AN ICEMAKER IN THE REFRIGERATOR, THE DISHWASHER, AND 
WASHING MACHINE AS INDICATED ON PLANS. THE KITCHEN SINK WILL HAVE A 
GARBAGE DISPOSAL.

6. HOT WATER HEATER SHALL BE PROPANE FIRED HOT WATER HEATER, POWER 
VENTED, 45 GALLON CAPACITY ("SUPER STORE" OR APPROVED EQUIVALENT).

7. PLUMBER SHALL FURNISH AND INSTALL 500 GAL. UNDERGROUND PROPANE 
STORAGE TANK, AND ALL REQUIRED PIPING TO BOILER, CLOTHES DRYER AND 
KITCHEN RANGE.

8. HEATING WORK SHALL INCLUDE ALL LABOR AND MATERIALS, 
ELECTRICAL/PLUMBING CONNECTIONS, AND INSTALLATION AS THEY OCCUR. 
DESCRIPTION OF SPECIFIC UNIT SHALL BE PART OF THE BID. STANDARD HEATING 
UNIT SHALL BE PROPANE FIRED RADIANT HOT WATER BASEBOARD SYSTEM WITH 
EFFICIENCY RATING OF 94 UNIT IS TO BE SIDEWALL VENTED. UNIT SIZE SHALL BE 
SIZED TO ACCOMMODATE THE ENTIRE HOUSE AT 78DF AT A 0DF EXTERIOR 
TEMPERATURE. HEATING SYSTEM SHALL BE CAPABLE OF OPERATING AT PEAK 
EFFENCENCY AT A TEMPERATURE OF 72°F. HEATING SYSTEM SHALL BE DIVIDED INTO 
WDHO ZONES. THERMOSTATS SHALL BE DIGITAL AND PROGRAMMABLE.

9. VENT TO THE EXTERIOR ALL BATHROOMS WHICH DO NOT HAVE OPERABLE 
WINDOWS.

FRAMING NOTES:
1. ALL WOOD FRAMING MEMBERS SHALL BE STRUCTURAL GRADE #2 OR BETTER.
2. ALL WOOD SHALL COMPLY WITH THE U.S. DEPARTMENT OF COMMERCE AMERICAN 

LUMBER STANDARDS SIMPLIFIED PRACTICE AND GRADING REQUIREMENTS OF A 
RECOGNIZED ASSOCIATION UNDER WHOSE RULES THE LUMBER IS PRODUCED.

3. WOOD SHALL BE FROM LIVE STOCK, THOROUGHLY SEASONED, WELL 
MANUFACTURED AND GENERALLY FREE FROM WARPAGE THAT CANNOT BE 
CORRECTED BY BRIDGING OR NAILING.

4. MOISTURE CONTENT OF LUMBER SHALL NOT EXCEED 19 % AT THE TIME OF 
CONSTRUCTION.

5. ALL PLAN DIMENSIONS ARE TO OUTSIDE OF FRAMING MEMBERS AND CENTERLINE 
OF OPENINGS. VERIFY ALL ROUGH OPENINGS WITH WINDOW AND DOOR SCHEDULE.

6. ALL EXTERIOR WALLS, AND INTERIOR PARTITION WALLS BEHIND TOILETS, SHALL BE 
2"X6" STUD CONSTRUCTION AT 16" O.C. TYPICAL. ALL OTHER INTERIOR PARTITION 
WALLS SHALL BE 2"X4" STUD CONSTRUCTION AT 16" O.C. TYPICAL. WALLS SHALL 
HAVE SINGLE SHOE AND DOUBLE TOP PLATE.

7. JOIST HANGARS SHALL BE USED AT ALL FLUSH-FRAMED FLOOR JOISTS. JOISTS 
OVERLAPPING AT A SUPPORTING BEAM, SHALL OVERLAP 3" MINIMUM.

8. PROVIDE WOOD BLOCKING OR METAL BRIDGING AT 1/3RD POINTS ON ALL FLOOR 
JOISTS. BLOCKING SHOULD BE SPACED 4'-0" O.C. MINIMUM AND 8'-0" O.C.MAXIMUM.

9. DOUBLE FLOOR JOISTS OR BLOCKING SHALL BE PROVIDED BELOW ALL INTERIOR 
PARTITION WALLS.

10. SIZES OF WOOD MEMBERS ARE NOMINAL SIZES. ALL LUMBER SHALL BE SURFACED 
ON FOUR SIDES, UNLESS NOTED OTHERWISE.

11. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 
CUTTING OR DRILLING

12. INSTALL GIRDER MEMBERS WITH JOINTS OVER SUPPORTS, PROVIDE 1/2" AIRSPACE 
AT ENDS AND SIDES OF GIRDERS FRAMED INTO MASONRY OR CONCRETE. WOOD 
SHIMS UNDER THE ENDS OF GIRDERS SHALL NOT BE PERMITTED.

13. MINIMUM BEARING OF JOISTS FRAMED INTO MASONRY SHALL BE 3".
14. JOISTS EXTENDING OVER BEARING PARTITIONS OR BEAMS MAY BE BUTTED AND 

TIED TOGETHER, OR NAILED TOGETHER WITH A MINIMUM OVERLAP OF 4".
15. EXTERIOR AND BEARING WALL CONSTRUCTION SHALL INCLUDE ADEQUATE 

RESISTANCE TO WRACKING BY THE USE OF CORNER BRACING OR ANCHORAGE OF 
STRUCTURAL SHEATHING TO PLATES.

16. JAMB STUDS, EXTENDING IN ONE PIECE FROM HEADER TO SOLE PLATE, SHALL BE 
INSTALLED AT ALL WINDOW AND DOOR OPENINGS TO FORM RIGID ENCLOSURE.

17. PLYWOOD SHALL COMPLY WITH ALL APPLICABLE STANDARDS OF THE APA 
(AMERICAN PLYWOOD ASSOCIATION)

18. EXTERIOR TYPE HARDWOOD PLYWOOD, "TECHNICAL" OR "TYPE 1", MAY BE USED 
FOR ANY PART OF THE STRUCTURE.

19. STRUCTURAL INTERIOR TYPE, "STRUC-INT.", PLYWOOD MAY BE USED FOR ALL 
INTERIOR WORK AND EXTERIOR WORK NOT DIRECTLY EXPOSED TO THEWEATHER.

20. INTERIOR PLYWOOD, "INT." OR "TYPE 2" MAY BE USED FOR INTERIOR WORK, EXCEPT 
BATHROOM AND SHOWER ENCLOSURES.

21. ROOF SHEATHING: 3/4" EXTERIOR GRADE T&G "TECHNICAL" PLYWOOD NAILED AT 
10" O.C. WITH GALVANIZED 10D COMMON NAILS.

22. FLOOR SHEATHING: 3/4" STRUCTURAL "STRUCT-INT" PLYWOOD NAILED AT 10" O.C. 
WITH 10D COMMON NAILS.

23. EXTERIOR WALL SHEATHING: 1/2" EXTERIOR GRADE "TECHNICAL" PLYWOOD NAILED 
AT 6" O.C. WITH GALVANIZED 6D COMMON NAILS.

24. ALL OTHER SHEATHING: 1/2" INTERIOR GRADE "INT" PLYWOOD NAILED AT 6" O.C. 
WITH 6D COMMON NAILS.

25. FRAME ALL RAFTERS OPPOSITE EACH OTHER AT RIDGE WITH TIES OR RIDGE 
BOARD. THE DEPTH OF THE RIDGE BOARD SHALL BE NO LESS THAN THE CUT OF THE 
RAFTERS.

EXTERIOR FINISH NOTES:
1. BUILDING PAPER SHALL BE INSTALLED OVER ALL EXTERIOR SHEATHING TO RESIST 

MOISTURE AND WIND INFILTRATION. WALLS SHALL HAVE MINIMUM 15#FELT PAPER, 
ROOFS SHALL HAVE MINIMUM 30# ASPHALT IMPREGNATED FELT PAPER, WITH NOT 
LESS THAN 4" OVERLAP. FELT SHALL CONTINUE BEHIND ALL EXTERIOR TRIM, 
DOUBLED AND FOLDED INTO OPENINGS.

2. PROMPTLY REMOVE ALL MANUFACTURERS' STICKERS FROM GLASS AFTER 
INSTALLATION.

3. KEEP AREAS TO BE INSULATED CLEAN AND DRY.  DO NOT INSTALL INSULATION 
WHERE IT MAY BE EXPOSED TO WATER. INSTALL AS PER MANUFACTURER'S 
INSTRUCTIONS AND BUILDING CODE REQUIREMENTS. PROVIDE INSECT SCREEN OR 
BARRIER AT ALL VENT OPENINGS.

4. EXTERIOR FOUNDATION TO BE PARGE.
5. DECKS SHALL USE 1" X 4" MAHOGANY, CONFIRM, LAID FLAT WITH 1/4" REGULAR 

SPACING. ALL FLOORING AND DECKING SHALL BE TREATED % BOILED LINSEED 
OIL/50 % CUPRINOL AND WITH A MIXTURE OF 50 TRAFFIC SHALL BE PREVENTED 
OVER FINISHED SURFACES FOR THE PERIOD OF ONE WEEK.

6. EXTERIOR STEPS SHALL BE EQUAL TO DECK CONSTRUCTION, TRIM AND FINISH. 
RISERS SHALL MATCH TRIM MATERIAL. NOSING SHALL PROJECT 3/4".

7. ALL EXTERIOR STEPS SHALL LAND ON TO A 4" CONCRETE PAD SET ON A 4" GRAVEL 
BASE ON STRUCTURALLY COMPACTED SOIL. PAD SHALL BE 6" WIDER THAN STEPS 
AND PROJECT FROM LAST RISER 6" TOWARD DECK AND 18" AWAY FROM DECK.

8. PORCH CEILINGS SHALL BE 1X8 CEDAR NATURAL TO WEATHER, SQUARE GROVE.
9. PORCH POSTS SHALL BE 4X4 STRUCT. CORE WRAPPED W/ 5 1/4" SQ.  NATURAL 

CEDAR TRIM.
10. SIDEWALL SHINGLES SHALL HAVE A MAXIMUM EXPOSURE OF 5", WITH DOUBLED 

SHINGLES AT ALL EAVES AND STARTER COURSE. BUTTS OF THE SHINGLES SHALL 
PROJECT 1 1/2" MINIMUM FROM THE EDGE OF THE ROOF EAVES TO ENSURE PROPER 
SPILLAGE.

11. WINDOW CAPS OR TRIM AND ALL OTHER PROJECTIONS AT POINTS WHERE RAIN 
ACCUMULATES OR RUNS OFF SHALL BE PROVIDED WITH FLASHING.FLASHING FOR 
RED CEDAR SHINGLES SHALL BE COPPER. SUCH FLASHING SHALL EXTEND A 
MINIMUM OF 6" UP THE WALL UNDER THE SHEATHING PAPERAND NOT LESS THAN 6" 
HORIZONTALLY. FLASHING SHALL BE SUFFICIENT LENGTH TO COVER THE COURSE 
ABOVE WITHOUT BEING PUNCTURED BY NAILS.

12. A CONTINUOUS RIDGE VENT SHALL BE PROVIDED AT ALL ROOF RIDGES, WHERE 
REQUIRED. SOFFIT VENTING SHALL BE PROVIDED AS INDICATED ON DETAIL 
DRAWINGS.

13. PROVIDE STEP FLASHING AT ALL CHIMNEY LOCATIONS.
14. SIDEWALL SHALL BE WHITE CEDAR SHINGLES, GRADE B. SHINGLES SHALL BEAR 

THE OFFICIAL GRADE MARKED LABEL OF THE CEDAR SHINGLE BUREAU.
15. CEDAR SHINGLES SHALL HAVE NATURAL FINISH.
16. RIDGE VENTS SHALL BE "CORE VENT" OR EQUAL, EXTENDING ALONG ALL RIDGE 

LINES. TERMINATE RIDGE VENTS 12" FROM END OF RIDGE. COVERED W/SHINGLES.
17. EXTERIOR TRIM SHALL BE SPECIFIED AS FOLLOWS:

A. WINDOW AND DOOR JAMBS: 1"X5" RED CEDAR WINDOW AND DOOR HEADS: 
5/4"X4" RED CEDAR, EXTENDED 3/4" BEYOND JAMB CASING.  HEADS TOHAVE 

CONTINUOUS COPPER DRIP CAP. 
B. WINDOW SILLS: WHEN NOT WOOD BY MANUFACTURER SHALL BE PRIMED 
PINE 2X2 W/ 7D TOP BEVEL EXTENDED 3/4" BEYOND JAMB CASING. 
DOORSILLS: INSTALLED BY MANUFACTURER  
C. CORNER BOARDS: 6" EA. WY. RED CEDAR (IF APPLICABLE)
D. RAKE BOARDS: 1X8 RED CEDAR
E. FASCIA BOARDS: 1X8 RED CEDAR 
F. RAKE/FASCIA TRIM BOARDS: 1X3 RED CEDAR
G. FRIEZE BOARDS TO BE 1X6 BLOCKED OUT 1 1/2" TO ACCOMMODATE SOFFIT 

VENTING & TOP OF SHINGLES (IF APPLICABLE)
H. ALL TRIM TO BE: NATURAL

DOOR AND WINDOW SASHES PAINTED: QUAKER GREY
18. ALL EXTERIOR TRIM SHALL BE PLANED ON ALL FOUR SIDES AND HAVE SQUARED 

EDGES.
19. WINDOW & DOOR MANUFACTURERS AND SIZES AND HARDWARE SHALL BE 
SPECIFIED IN DOOR AND WINDOW SCHEDULE.
20. INSULATION SHALL BE SPECIFIED AS FOLLOWS:

A. EXTERIOR WALLS: 5" R-21 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR 
BARRIER AT INSIDE FACE OF ALL EXTERIOR WALLS.

B. ROOF: 9 1/4" R-38 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR BARRIER AT 
INSIDE FACE OF ALL EXTERIOR WALLS

C. INTERIOR WALLS AND CEILINGS: USG 3" TERMAFIBER SOUND ATTENUATION 
BLANKETS

D. FOUNDATION INSULATION: 4" RIGID INSULATION SECURED TO EXTERIOR FACE 
OF WALL

E. FIRST FLOOR INSULATION: 9 1/4" R-30 BATT INSULATION
21. CAVITIES SHALL SUPPORT PROPER VENTING, INCLUDING THE INSTALLATION OF 
BAFFLES BEWDHEEN ALL RAFTERS. KEEP ALL VENTILATION SPACE UNOBSTRUCTED.
22. EXTERIOR BRICK SHALL MEET STANDARDS OF THE BRICK INSTITUTE OF AMERICA 
(BIA) FOR EXTERIOR/SEVERE WEATHER USE.

GLAZING NOTES:
1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE ALL GLAZING (WINDOW, DOOR, 

OR OTHERWISE) ADJACENT TO A WALKING SURFACE, STAIR, LANDING,TUB OR 
SHOWER SAFETY LAMINATED GLASS MEETING THE REQUIREMENTS OF THE 
MASSACHUSETS STATE BUILDING CODE, NANTUCKET, AND ANY OTHER APPLICABLE 
LOCAL OR NATIONAL CODE.

2. PROVIDE SHOWER ENCLOSURES AS INDICATED ON THE PLANS. GLASS TO BE LOW 
IRON, CLEAR GLASS.

ABBREVIATIONS
ABOVE FINISHED FLOOR AFF
ACCESS PANEL A.P.
ACOUSTICAL ACOUS.
ADJACENT ADJ.
AIR CONDITIONING A/C
ALUMINUM AL.
APPROXIMATE APPROX.
ARCHITECTURAL ARCH.
BLOCKING BLKG
BY OTHER/OWNER B.O.
CEILING CLG.
CEILING HEIGHT C.H.
CENTER LINE CL.
CERAMIC TILE C.T.
COLUMN COL
CONCRETE CONC.
CONSTRUCTION CONST.
CONTINUOUS CONT.
DETAIL DTL.
DIMENSION DIM.
DOOR DR.
DOUBLE DBL.
DOWN DN.
DRAING DWG.
EACH EA.
ELECTRIC/ELECTRICAL ELEC.
ELEVATION ELEV.
EMERGENCY EMER.
EQUAL EQ.
EQUIPMENT EQPT.
EXISTING EXIST.
EXTERIOR EXT.
FINISH FIN
FINISH FLOOR FIN. FL.
FIREPROOF FPRF.
SELF-CLOSING S.C.
FLOOR FL.
FLUORESCENT FLUOR.
FOOR/FEET FT.
GLASS GL.
GRILLE GRL.
GROUND FAULT INTER. GFI.
GYPSUM WALLBOARD GWB
HANDRAIL HNDRL.
HARDBOARD HDBD.
HARDWOOD HDWD.
HEATING, VENT. & A/C HVAC
HOLLOW CORE HC
HOLLOW METAL H.M.
HORIZONTAL HORIZ.
INCHES IN.
INSULATION INSUL.
JUNCTION BOX J.B.
LAMINATE LAM.
LOW VOLTAGE L.V.

MATERIAL MATL.
MAXIMUM MAX.
MECHANICAL MECH.
METAL MTL.
MINIMUM MIN.
MISCELLANEOUS MISC.
MOLDING MLDG.
MOUNTED MTD.
MULLION MUL.
NOMINAL NOM.
NOT APPLICABLE N.A.
NOT IN CONTRACT N.I.C.
NUMBER NO.
ON CENTER O.C.
OPENING OPNG
OPPOSITE/OPPOSITE HAND OPP./OPH
PAINTED PTD.
PARTITION PARTN.
PLASTER PL
PLASTIC LAMINATE P.LAM
PLYWOOD PLYWD., PLY.
QUANTITY QTY.
RECESSED REC.
REQUIRED REQ'D
RETURN AIR R.A.
REVISE/REVISION REV.
ROUGH OPENING R.O.
SCHEDULE SCHED.
SECTION SECT.
SHEET SHT.
SIMILAR SIM.
SOLID CORE SC
SQUARE FOOT SQ.FT.
STAINLESS STEEL S.STL.
STANDARD STD.
STEEL STL.
STORAGE STOR.
TELEPHONE TEL.
TO BE DETERMINED T.B.D.
TYPICAL TYP.
UNLESS OTHERWISE NOTED U.O.N.
VERIFY IN FIELD V.I.F.
VINYL COMPOSITION TILE VT/VCT
WITH W/
WITHOUT W/O
WOOD WD.
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Planning and Land Use Services 
2 Fairgrounds Road, Nantucket, Massachusetts 02554 

Telephone: 508.325.7587 

THIS CHECKLIST IS TO BE SUMBITTED WITH ALL HDC APPLICATIONS  Rev Jan 2020 
 
 

REQUIRED WITH ALL APPLICATIONS: 

 
1. Completed Application Form: Description of ALL work must be indicated on application form. 

 

 
2. Property Owner's Signature: Current owner's signature preferred; if the agent is signing the application 

written authorization from the owner (letter, fax, email) must be provided. 

 
3. Application Fee: See back of application for fee schedule or call the office. 

 

 
4. Locus Map (4 copies): Location Map must include north arrow, parcel boundaries, primary and secondary 

streets. (Town GIS Map Site) https://www.nantucket-ma.gov/151/GIS-Maps 

 
5. Site Plan (4 Copies): must include the following: lot dimensions, north arrow, all existing structures, proposed work 

(highlighted) with dimension to lot lines, scale, driveway, grade changes, and placement of HVAC units, electrical 

boxes, fuel tanks, etc.. 

 
6. 8-1/2" x 11" Copies of ALL Application Materials: Must include the following: application form (reduced 64%), 

locus map, plot plan, all elevations and floor plans, window schedule, photographs, other relevant supporting 

material. All material MUST BE LEGIBLE (font size no smaller than 12), collated and stapled. 

 
7. Photographs: Required of ALL applications for alterations to an existing structure. Photographs must be clear 

and labeled with application address or contextual address. 

 
8. Electronic submission: All documents submitted to the HDC office must be emailed to 

hdcsubmissions@nantucket-ma.gov.  

 
REQUIRED WHERE APPLICABLE: 

 

1. Supplemental Information for Historic Buildings: It is the applicant's responsibility to research the historical 

status of any and ALL buildings. Additional information may be obtained from the Nantucket Historical Association 

Library. If not historic, denote on application. 

 
2. Exterior Elevations and Floor Plans (4 copies): Must be Y.-inch scale and include all affected sides of the building, 

cardinal points (N, S, E, W), dimensions, heights, floor and ceiling heights, elevations of finished grade, window details 

and placement of HVAC units, electrical boxes, fuel tanks, etc. All changes from approved or existing design must be 

clouded on drawing . All material MUST BE LEGIBLE, collated and stapled. Reduced sets should maintain a font size 

of 12. 

 
3. As-Built Plans (1copy): of existing elevations 

 
4. Hardscaping Plans (4 copies): To legible scale. This includes fences, decks, porches, arbors, retaining walls, 

tennis courts, swimming pool, driveways, gazebos etc. All material MUST BE LEGIBLE, collated and stapled. 

 

 
5. Topographic Map: Must show existing and proposed grade for any change of more than one foot in height on grade 

. Retaining walls must be applied for separately (see hardscaping plan). 

 
6. Door and Window Schedule (4 copies): Must include window type (true divided, simulated divided), number of 

lights, dimensions, materials, manufacturers type name and type number. 
 

7. 

_____________ 

(initial to indicate 

read and 

understand) 

I UNDERSTAND THAT A TRUE DIVIDED LIGHT WINDOW/DOOR IS DEFINED AS MULTIPLE INDIVIDUAL 
SINGLE PANES OF GLASS (i.e., NOT DOUBLE-PANED OR INSULATED) ASSEMBLED IN THE SASH/DOOR 
USING MUNTINS. 

 

8. Abutter Notification Materials - Abutters list from Assessors Office, certified mail stubs, and a copy of letter 

are required for all applications for changes of 1000 square feet or more except in the Nantucket Historic Core 

and 'Sconset Historic Core where the requirement for new construction is 100 square feet. 

 
9. Approvals from Planning Board, Zoning Board of Appeals, Conservation Commission etc. 

Jan  

https://www.nantucket-ma.gov/151/GIS-Maps
mailto:hdcsubmissions@nantucket-ma.gov
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ste

105 NEWBURY STREET, 4TH FLOOR, BOSTON, MA 02116

7 CANNONBURY LANE
MAP 74 PARCLE 29

ANDREW KOTCHEN - (WORKSHOP/APD)

CANNONBURY HOLDINGS 1, LLC

8-6-2020

Digitally signed by Rob Ranney 

DN: cn=Rob Ranney, o=Town of 

Nantucket, ou=Assessor's Office, 

email=rranney@nantucket-ma.gov, 

c=US 

Date: 2020.08.06 08:41:07 -04'00'





MBLU Lot Lot Cut Owner Full Name Co-Owner Full Name Address Line 1 City State Zip Location

     74       9  CANNONBURY HOLDINGS 1 LLC 105 NEWBURY ST   4TH FL BOSTON MA 02116 10 CANNONBURY LN

     74      10  CANNONBURY HOLDINGS 2 LLC 105 NEWBURY ST  4TH FL BOSTON MA 02116 12 CANNONBURY LN

     74      26  HOLLINGS DONALD W & SHEILA 75 GLENRIDGE RD DEDHAM MA 02026 5 SLEETWING CI

     74      27  HUNTER JULIET F & WILLIAM F PO BOX 358 SIASCONSET MA 02564 3 SLEETWING CI 

     74      35  MCMANUS RYAN P & SICILIANO JOHN 

J TRS

75 STATE STREET BOSTON MA 02109 33 LOW BEACH RD

Count: 5

Abutters List



 

REVISED Nov 2012 

HISTORIC DISTRICT COMMISSION 
2 Fairgrounds Road 

Nantucket, Massachusetts 02554 
           Telephone: 508.325.7587                         Fax: 508.228.7298 

 
 
  
 

NOTICE OF HDC APPLICATION 
 

ABUTTERS AND INTERESTED PARTIES 
 

Please be informed that the Nantucket Historic District Commission will be considering the following proposal: 
 
 Address of Proposed Work: __________________________________________________________ 
 
 Tax Map Number: ________________________  Parcel Number: __________________________ 
 
 Owner of Record: _______________________________________________________________ 

 
Description of Proposal: _________________________________________________________ 
 
_________________________________________________________________________________ 

 
_________________________________________________________________________________ 

 
 _________________________________________________________________________________ 
 
 _________________________________________________________________________________ 
 
 
 Anticipated HDC Submission Date: _________________________________________________ 

 
You have been identified either as an abutter or interested party to the above property and are being notified in 
accordance with the Town Bylaw.  Please note that the above submission date is an estimate only; the actual 
meeting date will be determined once the HDC staff has established that a complete application has been 
submitted.  Please contact the HDC office to verify the date.  Please note that notification is only required at the 
time of initial submission of an application, not for each time an application goes before the Commission.  
Abutters are responsible for monitoring the status of applications. 
 
If you wish to comment on the above proposal, you are encouraged to submit your comments in writing to the 
HDC office.  If you wish to testify at a Commission meeting please be aware that your testimony may be 
limited by the Commission in accordance with Commission policies, which are included on the back of this 
form.  Due to the large sizes of most applications, the HDC office may not be able to send faxed copies of the 
plans.  Off-island abutters wishing more detailed information may enlist an on-island representative to view the 
plans in the HDC office. 
 
If you have any questions, please contact the HDC office at 508.325.7587. 
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REVISED Nov 2012 

HDC POLICIES FOR AN ABUTTER AND/OR INTERESTED PARTY TESTIMONY 
 
Abutters are encouraged to limit their responses to issues that fall within the statutory mandate of the 
HDC – mainly the appearance of a proposal from the publicly traveled way and its impact on the existing 
historic environmental context.  Issues such as land uses, noise, and impacts on private property are 
outside of the HDC’s purview and cannot be addressed by the Commission. 
 
In order to maintain a balance between the wishes of abutters and interested parties to express their 
concerns and the need of the HDC to conduct its business in a timely fashion, the following policies have 
been established: 
 

Abutters and interested parties wishing to testify before the Commission shall be limited to three 
minutes of testimony.  Only one representative from each abutting property or interested party 
shall be permitted to testify.   
 
For those cases in which a substantial number of abutters and/or interested parties wish to testify 
(as determined by the Chair), the Chair shall structure the review of an application as follows:  
 

1. Introduction of the application; 
2. Response by applicant; 
3. Public comment in favor of proposal; 
4. Public comment in opposition of proposal; 
5. Closing of public comment-no further comment unless requested by Commission 

members through the Chair; 
6. Commission comments and discussion with applicant; 
7. Commission action. 

 
The above meeting policies may be waived at the discretion of the Chair. 
 





CANNONBURY LANE  

cannonbury lane
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1,380 SF Proposed G.C. Dwelling

2,060 SF

400 SF Proposed G.C. Garage
280 SF Proposed G.C. Cabana
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CONTINUOUS BLOCKING/
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NON-CONTINUOUS BLOCKING
OR SHIM

EXISTING EARTH

COMPACTED FILL
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ROOM TAG
ROOM NAME

101

DOOR TAG

WALL TAG

WINDOW TAG

CLG. MTD. COMBINED 
SMOKE-CO2 DETECTOR 
HARDWIRE 120V WITH BATTERY

REVISION SYMBOL AND TAG

ELECTRICAL PANEL

INDICATES FIREPROOF 
SELF-CLOSING DOOR

CLG ELEVATION TAG

EXTERIOR DOOR LEGEND

TYPE: QUAD - SLIDING DOOR
DOOR: WHITE
TRIM: WHITE
MODEL: SLIDER
MFGR: ANDERSEN

01

TYPE: OUTSWING DOOR
DOOR: NATURAL CEDAR SHINGLE CLAD
TRIM: N/A
MODEL: SWING
MFGR:    CUSTOM

02

WINDOW LEGEND

TYPE: 2/2 LITE
SASH: WHITE
TRIM: WHITE
MODEL: DOUBLE HUNG
MFGR: ANDERSEN

A

3'
 - 

2"

2' - 0"

TYPE: 4 LITE
SASH: WHITE
TRIM: WHITE
MODEL: FIXED
MFGR: ANDERSEN

B

1' - 8 1/2"

2'
 - 

0"

2'
 - 

0"

5' - 7 1/2"

TYPE: 4 LITE
SASH: WHITE
TRIM: WHITE
MODEL: FIXED
MFGR: ANDERSEN
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GENERAL NOTES:
1. DRAWINGS ARE REPRESENTATIVE DOCUMENTS TO FACILITATE CONSTRUCTION. 

CONTRACTOR SHOULD FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO 
CONSTRUCTION. THE HEIGHTS OF GRADE INDICATED ON DRAWINGS ARE APPROXIMATE 
AND ARE PROVIDED FOR INFORMATION ONLY. NOTIFY DESIGNER OF ANY ALTERATIONS 
OR DISCREPANCIES IMMEDIATELY UPON DISCOVERY AND BEFORE PROCEEDING WITH 
WORK.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISTRIBUTION OF DRAWINGS TO THE 
SUB-CONTRACTORS UNDER HIS JURISDICTION.

3. THE CONTRACTOR IS TO COORDINATE THE WORK OF ALL SUB-CONTRACTORS, 
INCLUDING THE TIMING AND SCHEDULING OF THEIR WORK AND THE LAYOUT OF THEIR 
SYSTEMS. THE CONTRACTOR SHALL PROVIDE ALL SUB-CONTRACTORS WITH NECESSARY 
POWER AND ACCESS AND CONNECTIONS THROUGH FOUNDATION WALLS AS REQUIRED.

4. WORKSHOP/APD IS CONTRACTED TO SERVE AS THE OWNER'S REPRESENTATIVE DURING 
CONSTRUCTION. A REPRESENTATIVE OF WORKSHOP/APD SHALL MAKE PERIODIC SITE 
VISITS TO VERIFY CONSTRUCTION PROGRESS AND WILL REPORT FINDINGS TO THE 
OWNER AND CONTRACTOR IN THE FORM OF A WRITTEN REPORT. THE CONTRACTOR 
SHALL PROVIDE FREE ACCESS TO THE WORK TO THE OWNER, ARCHITECT, 
SUBCONTRACTOR, AND THEIR REPRESENTATIVES AT ALL TIMES.

5. THE CONTRACTOR SHALL ACKNOWLEDGE THAT JOB SITES ARE DIFFICULT AND 
DANGEROUS PLACES TO WORK BY NATURE. AS SUCH, ALL NECESSARY PRECAUTIONS 
WILL BE TAKEN TO ENSURE THE SAFETY AND GENERAL WELL BEING OF HIS EMPLOYEES. 
CONTRACTOR SHALL PROVIDE GUARDS, RAILS,BARRICADES, FENCES, CATCH 
PLATFORMS, BRIDGING, DECKING, NIGHT LIGHTING, ETC. AS REQUIRED. THE USE OF ANY 
STEREOS AND/OR RADIOS AND THE PRESENCE OF PETS OF ANY KIND ARE PROHIBITED 
ON THE JOB SITE.

6. DRAWINGS SHALL NOT BE SCALED BY HAND. USE ONLY PRINTED DIMENSIONS TO 
IDENTIFY SIZE AND DIMENSION OF MATERIALS AS SHOWN. CONTACT THE DESIGNER TO 
VERIFY ANY DIMENSION THAT HAS BEEN OMITTED FROM THESE PLANS.

7. CONTRACTOR TO PROVIDE ALL MATERIALS FOR A COMPLETE JOB AS INDICATED IN THE 
DRAWINGS BOTH GRAPHICALLY AND WRITTEN, IN CASE OFDISCREPANCIES, THE MORE 
STRINGENT AND/OR COSTLY EXAMPLE SHALL BE ASSUMED, CONSULT DESIGNER IF SUCH 
A SITUATION OCCURS.

8. SHOP DRAWINGS SHALL BE SUBMITTED TO WORKSHOP/DPC, PRIOR TO PROCEEDING 
WITH WORK, FOR ALL MATERIALS THAT REQUIRE FABRICATION.WORKSHOP/DPC SHALL 
REVIEW AND RETURN SHOP DRAWINGS TO CONTRACTOR WITHIN A PERIOD OF TEN 
WORKING DAYS FROM THE DATE OF SUBMITTAL.

9. CONTRACTOR SHALL FURNISH SAMPLES OF ALL MATERIALS, AND/OR FINISHES AS 
SPECIFIED FOR CONSTRUCTION AT THE REQUEST OF THE OWNER OR DESIGNER.

10. ALL MATERIALS SHALL BE NEW, UNUSED, AND OF THE HIGHEST QUALITY IN EVERY 
RESPECT UNLESS NOTED OTHERWISE OR AT THE SPECIFIC AUTHORIZATION OF THE 
OWNER.

11. ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE.
12. CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING REQUIRED TO COMPLETE 

WORK OR MAKE PARTS FIT TOGETHER PROPERLY, WITHOUT COMPROMISING QUALITY OF 
WORK.

13. DURING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR BRACING AND 
PROTECTING ALL WORK FROM DAMAGE, BREAKAGE, COLLAPSE,DISTORTIONS AND MIS-
ALIGNMENT ACCORDING TO APPLICABLE BUILDING CODES AND STANDARDS OF GOOD 
PRACTICE.

14. CONTRACTOR SHALL MAINTAIN AND PROTECT ALL EXISTING SYSTEMS AT ALL TIMES 
FROM THE EFFECTS OF ADVERSE WEATHER (RAIN, SNOW, COLD, ETC.)AT NO ADDITIONAL 
COST TO THE OWNER.

15. ALL WORK SHALL BE INSTALLED SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE 
AND AVAILABLE FOR INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

16. CONTRACTOR SHALL MAINTAIN CLEAR AND UNOBSTRUCTED ACCESS FROM ALL 
FLOORS TO STAIRWELLS AND EXTERIOR EXITS AT ALL TIMES.

17. CONTRACTOR SHALL HAVE SOLE RESPONSIBILITY FOR PROTECTING ALL DANGEROUS 
AREAS FROM ENTRY BY UNAUTHORIZED PARTIES.

18. CONTRACTOR SHALL PROVIDE PROTECTION OF ALL WINDOWS AND DOORS DURING 
CONSTRUCTION. MEANS OF PROTECTION SHALL NOT BE ATTACHED TOWINDOW AND 
DOOR FRAMES.

19. THE CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE REQUIRED TO COORDINATE 
WITH OTHER SUBCONTRACTORS AS NECESSARY, INCLUDING THOSE HIRED UNDER 
SEPARATE CONTRACT BY THE OWNER. EACH SUBCONTRACTOR SHOULD COMPLETE 
WORK ON AN EXPEDIENT AND REASONABLE SCHEDULE, IN A MANNER THAT DOES NOT 
DELAY OTHER TRADES AND SUBCONTRACTORS FROM COMPLETION OF WORK.

20. ALL NAILS AND FASTENERS IN AREAS PRONE TO MOISTURE SHALL BE "HOT DIPPED 
GALVANIZED" UNLESS NOTED OTHERWISE.

21. THE CONTRACTOR SHALL KEEP SUFFICIENT WORKMAN ON THE JOB SITE AT ALL TIMES 
TO PERFORM WORK IN THE MOST EXPEDITIOUS MANNER CONSISTENT WITH GOOD 
WORKMANSHIP, SOUND BUSINESS PRACTICE AND IN THE BEST INTEREST OF THE 
OWNER.

22. THE CONTRACTOR SHALL SECURE AND PAY FOR ALL PERMITS AND INSPECTION 
SERVICES OF LOCAL AUTHORITIES OTHER THE ACTUAL BUILDING PERMIT AND HISTORIC 
DISTRICT COMMISSION APPROVAL, WHICH SHALL BE SECURED BY THE OWNER OR 
DESIGNER PRIOR TO THE SCHEDULED START DATE.  ALL INSPECTIONS, RECORDS AND 
CERTIFICATE OF OCCUPANCY SHALL BE GIVEN TO THE OWNER AT THE END OF THE JOB. 
THE JOB SHALL NOT BE CONSIDERED COMPLETE UNTIL THE CERTIFICATE OF OCCUPANCY 
IS ISSUED.

23. ALL WORK SHALL CONFORM TO ALL APPLICABLE NATIONAL, STATE AND LOCAL 
BUILDING, PLUMBING, ELECTRICAL, AND LIFE SAFETY CODES, EVEN WHEN NOT SPECIFIED 
IN THE DRAWING, NOTES, OR SPECIFICATIONS. IF ANY CODE IS IN CONFLICT WITH THESE, 
THE CONTRACTOR SHALL REPORT SUCH TO CWA FOR REVISIONS PRIOR TO BIDDING.  IN 
THE EVENT OF CONFLICT BEWDHEEN APPLICABLE CODES OR REGULATIONS AND 
REFERENCE STANDARDS OF THESEPLANS AND SPECIFICATION, THE MORE STRINGENT 
PROVISIONS SHALL GOVERN.

24. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING UTILITY COMPANIES TO ENSURE 
SAFE DIGGING.

25. A REGISTERED SURVEYOR SHALL BE REQUIRED TO SET ALL FOUNDATION CORNERS, 
ELEVATIONS AND DIMENSIONS ON SITE.

26. USE OF THESE DRAWINGS MUST BE IN COMPLIANCE WITH ALL OCCUPATIONAL SAFETY 
& HEALTH ADMINISTRATION [OSHA] REQUIREMENTS.

FOUNDATION NOTES:
1. FOUNDATION NOTES ARE APPLICABLE TO ALL CONDITIONS UNLESS OTHERWISE 

NOTED.
2. ALL FOUNDATION WALLS SHALL BE 10" THICK CONCRETE, MINIMUM 3000PSI AT 28 

DAYS, UNLESS OTHERWISE NOTED.
3. FOUNDATION WALLS SHALL BE KEYED INTO FOOTINGS.
4. FOOTINGS SHALL BE A MINIMUM OF 1'-0"D X 2'-0"W WITH 3-#4 CONTINUOUS 

HORIZONTAL BARS. HORIZONTAL REINFORCING SHALL BE PLACED AT 3" ABOVE 
BOTTOM OF FOOTING.

5. ALL FOOTINGS AND CONCRETE PIERS SHALL EXTEND 4'-0" BELOW GRADE MINIMUM.
6. CONCRETE PIERS SHALL HAVE BELL CAST FOOTING. BASE OF BELL SHALL BE 3 

TIMES WIDTH OF PIER; DEPTH OF BELL SHALL EQUAL WIDTH OF PIER. TAPER OF BELL 
SHALL BE 45 DEG. ANGLE MINIMUM.

7. ALL PERIMETER FOUNDATION WALLS SHALL HAVE WATERPROOFING APPLIED TO THE 
EXTERIOR.

8. FOUNDATION WALLS SHALL INCORPORATE 16" LONG - 1/2" DIAMETER ANCHOR 
BOLTS AT 32" O.C. MINIMUM, ON ALL PERIMETER WALLS. A MINIMUM OF WDHO 
BOLTS SHALL BE USED AT EACH SILL PLATE. HOLD BOLTS 18" OFF CORNERS 
MINIMUM. APPROVAL OF TOPSOIL REMOVAL SHALL BE IN THE FORM OF ACHANGE 
ORDER.

9. CONCRETE FLOOR SLABS SHALL BE 4" THICK MINIMUM AND BE REINFORCED WITH 
WELDED WIRE MESH OR FIBER MESH REINFORCING. REINFORCING SHALL BE 
PLACED AT THE CENTER OF THE SLAB. FLOOR SLABS SHALL  BE POURED OVER 4" 
GRAVEL BASE AND 6 MIL. POLY-VAPOR BARRIER ON STRUCTURALLY COMPACTED 
OR UNDISTURBED SOIL.

10. CONTRACTOR AND SUBCONTRACTORS SHALL USE CLEAN SAND, WELL GRADED 
AND FREE FROM ANY DELETERIOUS SUBSTANCES, AND CLEAN WATER,TAKEN FROM 
A SOURCE SUITABLE FOR DOMESTIC CONSUMPTION.

11. FOR ALL BRICK OR STONE FINISHES THE  CONTRACTOR SHALL SUBMIT A SAMPLE 
TO THE DESIGNER FOR APPROVAL, PRIOR TO INSTALLATION.

12. ANCHORS AND TIES SHALL BE  CORROSION PROOF AND GALVANIZED AFTER 
FABRICATION.

13. COLD WEATHER INSTALLATIONS FOR CONCRETE, WHEN AIR TEMPERATURE IS 
BELOW 40 DEGREES F, REQUIRE APPROVAL BY THE DESIGNER.

14. MASONRY WORK SHALL BE PLUMB, TRUE TO LINE, WITH COURSES LEVEL. BUILD IN 
ALL METAL TIES AND ANCHORS AS WORK PROGRESSES.

15. CONCRETE MASONRY UNIT CONSTRUCTION SHALL COMPLY WITH THE FOLLOWING 
STANDARDS: HOLLOW UNITS - ASTM C-90; SOLID UNITS - ASTM C-145;PORTLAND 
CEMENT - ASTM C-150; MASONRY CEMENT - ASTM C-91 (NON-STAINING CEMENT 
SHALL BE USED WHERE NON-STAINING MORTAR IS REQUIRED);HYDRATED LIME -
ASTM C-207. 6.  C.M.U., BOTH BOTTOM AND ENDS, SHALL BE SET IN A FULL BED OF 
MORTAR WITH JOINTS OF UNIFORM THICKNESS ANDHEAD JOINTS IN ALTERNATE 
COURSES PLUMB OVER THE ONES BELOW.

16. ALL JOINTS SHALL BE TOOLED AS SOON AS POSSIBLE AFTER INITIAL SET. FLUSH 
JOINTS SHALL NOT BE PERMITTED.

17. REFER TO DETAILS FOR FURTHER INFORMATION.

PLUMBING/MECHANICAL NOTES:
1. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 

CUTTING OR DRILLING.
2. ALL PLUMBING/MECHANICAL WORK SHALL COMPLY WITH ALL APPLICABLE CODES, 

BE PERFORMED BY A LICENSED TRADESPERSON, AND BE COMPLETED IN 
ACCORDANCE WITH THE DIRECTION OF LOCAL BUILDING CODE OFFICIALS. 
SUBCONTRACTORS AND TRADESPERSONS ARE RESPONSIBLE FOR OBTAINING 
REQUIRED PERMITS FOR THEIR TRADE, SCHEDULING AND COMPLETING REQUIRED 
INSPECTIONS AND OPERATING ON A REASONABLE AND EFFICIENT SCHEDULE THAT 
DOES NOT DELAY THE WORK OF OTHER TRADES.

3. ALL MATERIALS SHALL BE SIZED IN ACCORDANCE WITH THE PROPOSED PLANS, 
ALLOWING FOR FUTURE EXPANSION IF INDICATED. ALL WORK SHALL BE INSTALLED 
SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE AND AVAILABLE FOR 
INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

4. ALL PRODUCTS, MATERIALS AND FIXTURES SHALL BE INSTALLED IN A MANNER 
CONSISTENT WITH SOUND PRACTICE AND QUALITY WORKMANSHIP.

5. PLUMBING WORK SHALL INCLUDE ALL LABOR AND MATERIALS FOR ALL PIPING, 
FIXTURES, HOT WATER HEATER, AND SEWER/SEPTIC CONNECTIONS. THIS INCLUDES 
CONNECTIONS FOR AN ICEMAKER IN THE REFRIGERATOR, THE DISHWASHER, AND 
WASHING MACHINE AS INDICATED ON PLANS. THE KITCHEN SINK WILL HAVE A 
GARBAGE DISPOSAL.

6. HOT WATER HEATER SHALL BE PROPANE FIRED HOT WATER HEATER, POWER 
VENTED, 45 GALLON CAPACITY ("SUPER STORE" OR APPROVED EQUIVALENT).

7. PLUMBER SHALL FURNISH AND INSTALL 500 GAL. UNDERGROUND PROPANE 
STORAGE TANK, AND ALL REQUIRED PIPING TO BOILER, CLOTHES DRYER AND 
KITCHEN RANGE.

8. HEATING WORK SHALL INCLUDE ALL LABOR AND MATERIALS, 
ELECTRICAL/PLUMBING CONNECTIONS, AND INSTALLATION AS THEY OCCUR. 
DESCRIPTION OF SPECIFIC UNIT SHALL BE PART OF THE BID. STANDARD HEATING 
UNIT SHALL BE PROPANE FIRED RADIANT HOT WATER BASEBOARD SYSTEM WITH 
EFFICIENCY RATING OF 94 UNIT IS TO BE SIDEWALL VENTED. UNIT SIZE SHALL BE 
SIZED TO ACCOMMODATE THE ENTIRE HOUSE AT 78DF AT A 0DF EXTERIOR 
TEMPERATURE. HEATING SYSTEM SHALL BE CAPABLE OF OPERATING AT PEAK 
EFFENCENCY AT A TEMPERATURE OF 72°F. HEATING SYSTEM SHALL BE DIVIDED INTO 
WDHO ZONES. THERMOSTATS SHALL BE DIGITAL AND PROGRAMMABLE.

9. VENT TO THE EXTERIOR ALL BATHROOMS WHICH DO NOT HAVE OPERABLE 
WINDOWS.

FRAMING NOTES:
1. ALL WOOD FRAMING MEMBERS SHALL BE STRUCTURAL GRADE #2 OR BETTER.
2. ALL WOOD SHALL COMPLY WITH THE U.S. DEPARTMENT OF COMMERCE AMERICAN 

LUMBER STANDARDS SIMPLIFIED PRACTICE AND GRADING REQUIREMENTS OF A 
RECOGNIZED ASSOCIATION UNDER WHOSE RULES THE LUMBER IS PRODUCED.

3. WOOD SHALL BE FROM LIVE STOCK, THOROUGHLY SEASONED, WELL 
MANUFACTURED AND GENERALLY FREE FROM WARPAGE THAT CANNOT BE 
CORRECTED BY BRIDGING OR NAILING.

4. MOISTURE CONTENT OF LUMBER SHALL NOT EXCEED 19 % AT THE TIME OF 
CONSTRUCTION.

5. ALL PLAN DIMENSIONS ARE TO OUTSIDE OF FRAMING MEMBERS AND CENTERLINE 
OF OPENINGS. VERIFY ALL ROUGH OPENINGS WITH WINDOW AND DOOR SCHEDULE.

6. ALL EXTERIOR WALLS, AND INTERIOR PARTITION WALLS BEHIND TOILETS, SHALL BE 
2"X6" STUD CONSTRUCTION AT 16" O.C. TYPICAL. ALL OTHER INTERIOR PARTITION 
WALLS SHALL BE 2"X4" STUD CONSTRUCTION AT 16" O.C. TYPICAL. WALLS SHALL 
HAVE SINGLE SHOE AND DOUBLE TOP PLATE.

7. JOIST HANGARS SHALL BE USED AT ALL FLUSH-FRAMED FLOOR JOISTS. JOISTS 
OVERLAPPING AT A SUPPORTING BEAM, SHALL OVERLAP 3" MINIMUM.

8. PROVIDE WOOD BLOCKING OR METAL BRIDGING AT 1/3RD POINTS ON ALL FLOOR 
JOISTS. BLOCKING SHOULD BE SPACED 4'-0" O.C. MINIMUM AND 8'-0" O.C.MAXIMUM.

9. DOUBLE FLOOR JOISTS OR BLOCKING SHALL BE PROVIDED BELOW ALL INTERIOR 
PARTITION WALLS.

10. SIZES OF WOOD MEMBERS ARE NOMINAL SIZES. ALL LUMBER SHALL BE SURFACED 
ON FOUR SIDES, UNLESS NOTED OTHERWISE.

11. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 
CUTTING OR DRILLING

12. INSTALL GIRDER MEMBERS WITH JOINTS OVER SUPPORTS, PROVIDE 1/2" AIRSPACE 
AT ENDS AND SIDES OF GIRDERS FRAMED INTO MASONRY OR CONCRETE. WOOD 
SHIMS UNDER THE ENDS OF GIRDERS SHALL NOT BE PERMITTED.

13. MINIMUM BEARING OF JOISTS FRAMED INTO MASONRY SHALL BE 3".
14. JOISTS EXTENDING OVER BEARING PARTITIONS OR BEAMS MAY BE BUTTED AND 

TIED TOGETHER, OR NAILED TOGETHER WITH A MINIMUM OVERLAP OF 4".
15. EXTERIOR AND BEARING WALL CONSTRUCTION SHALL INCLUDE ADEQUATE 

RESISTANCE TO WRACKING BY THE USE OF CORNER BRACING OR ANCHORAGE OF 
STRUCTURAL SHEATHING TO PLATES.

16. JAMB STUDS, EXTENDING IN ONE PIECE FROM HEADER TO SOLE PLATE, SHALL BE 
INSTALLED AT ALL WINDOW AND DOOR OPENINGS TO FORM RIGID ENCLOSURE.

17. PLYWOOD SHALL COMPLY WITH ALL APPLICABLE STANDARDS OF THE APA 
(AMERICAN PLYWOOD ASSOCIATION)

18. EXTERIOR TYPE HARDWOOD PLYWOOD, "TECHNICAL" OR "TYPE 1", MAY BE USED 
FOR ANY PART OF THE STRUCTURE.

19. STRUCTURAL INTERIOR TYPE, "STRUC-INT.", PLYWOOD MAY BE USED FOR ALL 
INTERIOR WORK AND EXTERIOR WORK NOT DIRECTLY EXPOSED TO THEWEATHER.

20. INTERIOR PLYWOOD, "INT." OR "TYPE 2" MAY BE USED FOR INTERIOR WORK, EXCEPT 
BATHROOM AND SHOWER ENCLOSURES.

21. ROOF SHEATHING: 3/4" EXTERIOR GRADE T&G "TECHNICAL" PLYWOOD NAILED AT 
10" O.C. WITH GALVANIZED 10D COMMON NAILS.

22. FLOOR SHEATHING: 3/4" STRUCTURAL "STRUCT-INT" PLYWOOD NAILED AT 10" O.C. 
WITH 10D COMMON NAILS.

23. EXTERIOR WALL SHEATHING: 1/2" EXTERIOR GRADE "TECHNICAL" PLYWOOD NAILED 
AT 6" O.C. WITH GALVANIZED 6D COMMON NAILS.

24. ALL OTHER SHEATHING: 1/2" INTERIOR GRADE "INT" PLYWOOD NAILED AT 6" O.C. 
WITH 6D COMMON NAILS.

25. FRAME ALL RAFTERS OPPOSITE EACH OTHER AT RIDGE WITH TIES OR RIDGE 
BOARD. THE DEPTH OF THE RIDGE BOARD SHALL BE NO LESS THAN THE CUT OF THE 
RAFTERS.

EXTERIOR FINISH NOTES:
1. BUILDING PAPER SHALL BE INSTALLED OVER ALL EXTERIOR SHEATHING TO RESIST 

MOISTURE AND WIND INFILTRATION. WALLS SHALL HAVE MINIMUM 15#FELT PAPER, 
ROOFS SHALL HAVE MINIMUM 30# ASPHALT IMPREGNATED FELT PAPER, WITH NOT 
LESS THAN 4" OVERLAP. FELT SHALL CONTINUE BEHIND ALL EXTERIOR TRIM, 
DOUBLED AND FOLDED INTO OPENINGS.

2. PROMPTLY REMOVE ALL MANUFACTURERS' STICKERS FROM GLASS AFTER 
INSTALLATION.

3. KEEP AREAS TO BE INSULATED CLEAN AND DRY.  DO NOT INSTALL INSULATION 
WHERE IT MAY BE EXPOSED TO WATER. INSTALL AS PER MANUFACTURER'S 
INSTRUCTIONS AND BUILDING CODE REQUIREMENTS. PROVIDE INSECT SCREEN OR 
BARRIER AT ALL VENT OPENINGS.

4. EXTERIOR FOUNDATION TO BE PARGE.
5. DECKS SHALL USE 1" X 4" MAHOGANY, CONFIRM, LAID FLAT WITH 1/4" REGULAR 

SPACING. ALL FLOORING AND DECKING SHALL BE TREATED % BOILED LINSEED 
OIL/50 % CUPRINOL AND WITH A MIXTURE OF 50 TRAFFIC SHALL BE PREVENTED 
OVER FINISHED SURFACES FOR THE PERIOD OF ONE WEEK.

6. EXTERIOR STEPS SHALL BE EQUAL TO DECK CONSTRUCTION, TRIM AND FINISH. 
RISERS SHALL MATCH TRIM MATERIAL. NOSING SHALL PROJECT 3/4".

7. ALL EXTERIOR STEPS SHALL LAND ON TO A 4" CONCRETE PAD SET ON A 4" GRAVEL 
BASE ON STRUCTURALLY COMPACTED SOIL. PAD SHALL BE 6" WIDER THAN STEPS 
AND PROJECT FROM LAST RISER 6" TOWARD DECK AND 18" AWAY FROM DECK.

8. PORCH CEILINGS SHALL BE 1X8 CEDAR NATURAL TO WEATHER, SQUARE GROVE.
9. PORCH POSTS SHALL BE 4X4 STRUCT. CORE WRAPPED W/ 5 1/4" SQ.  NATURAL 

CEDAR TRIM.
10. SIDEWALL SHINGLES SHALL HAVE A MAXIMUM EXPOSURE OF 5", WITH DOUBLED 

SHINGLES AT ALL EAVES AND STARTER COURSE. BUTTS OF THE SHINGLES SHALL 
PROJECT 1 1/2" MINIMUM FROM THE EDGE OF THE ROOF EAVES TO ENSURE PROPER 
SPILLAGE.

11. WINDOW CAPS OR TRIM AND ALL OTHER PROJECTIONS AT POINTS WHERE RAIN 
ACCUMULATES OR RUNS OFF SHALL BE PROVIDED WITH FLASHING.FLASHING FOR 
RED CEDAR SHINGLES SHALL BE COPPER. SUCH FLASHING SHALL EXTEND A 
MINIMUM OF 6" UP THE WALL UNDER THE SHEATHING PAPERAND NOT LESS THAN 6" 
HORIZONTALLY. FLASHING SHALL BE SUFFICIENT LENGTH TO COVER THE COURSE 
ABOVE WITHOUT BEING PUNCTURED BY NAILS.

12. A CONTINUOUS RIDGE VENT SHALL BE PROVIDED AT ALL ROOF RIDGES, WHERE 
REQUIRED. SOFFIT VENTING SHALL BE PROVIDED AS INDICATED ON DETAIL 
DRAWINGS.

13. PROVIDE STEP FLASHING AT ALL CHIMNEY LOCATIONS.
14. SIDEWALL SHALL BE WHITE CEDAR SHINGLES, GRADE B. SHINGLES SHALL BEAR 

THE OFFICIAL GRADE MARKED LABEL OF THE CEDAR SHINGLE BUREAU.
15. CEDAR SHINGLES SHALL HAVE NATURAL FINISH.
16. RIDGE VENTS SHALL BE "CORE VENT" OR EQUAL, EXTENDING ALONG ALL RIDGE 

LINES. TERMINATE RIDGE VENTS 12" FROM END OF RIDGE. COVERED W/SHINGLES.
17. EXTERIOR TRIM SHALL BE SPECIFIED AS FOLLOWS:

A. WINDOW AND DOOR JAMBS: 1"X5" RED CEDAR WINDOW AND DOOR HEADS: 
5/4"X4" RED CEDAR, EXTENDED 3/4" BEYOND JAMB CASING.  HEADS TOHAVE 

CONTINUOUS COPPER DRIP CAP. 
B. WINDOW SILLS: WHEN NOT WOOD BY MANUFACTURER SHALL BE PRIMED 
PINE 2X2 W/ 7D TOP BEVEL EXTENDED 3/4" BEYOND JAMB CASING. 
DOORSILLS: INSTALLED BY MANUFACTURER  
C. CORNER BOARDS: 6" EA. WY. RED CEDAR (IF APPLICABLE)
D. RAKE BOARDS: 1X8 RED CEDAR
E. FASCIA BOARDS: 1X8 RED CEDAR 
F. RAKE/FASCIA TRIM BOARDS: 1X3 RED CEDAR
G. FRIEZE BOARDS TO BE 1X6 BLOCKED OUT 1 1/2" TO ACCOMMODATE SOFFIT 

VENTING & TOP OF SHINGLES (IF APPLICABLE)
H. ALL TRIM TO BE: NATURAL

DOOR AND WINDOW SASHES PAINTED: QUAKER GREY
18. ALL EXTERIOR TRIM SHALL BE PLANED ON ALL FOUR SIDES AND HAVE SQUARED 

EDGES.
19. WINDOW & DOOR MANUFACTURERS AND SIZES AND HARDWARE SHALL BE 
SPECIFIED IN DOOR AND WINDOW SCHEDULE.
20. INSULATION SHALL BE SPECIFIED AS FOLLOWS:

A. EXTERIOR WALLS: 5" R-21 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR 
BARRIER AT INSIDE FACE OF ALL EXTERIOR WALLS.

B. ROOF: 9 1/4" R-38 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR BARRIER AT 
INSIDE FACE OF ALL EXTERIOR WALLS

C. INTERIOR WALLS AND CEILINGS: USG 3" TERMAFIBER SOUND ATTENUATION 
BLANKETS

D. FOUNDATION INSULATION: 4" RIGID INSULATION SECURED TO EXTERIOR FACE 
OF WALL

E. FIRST FLOOR INSULATION: 9 1/4" R-30 BATT INSULATION
21. CAVITIES SHALL SUPPORT PROPER VENTING, INCLUDING THE INSTALLATION OF 
BAFFLES BEWDHEEN ALL RAFTERS. KEEP ALL VENTILATION SPACE UNOBSTRUCTED.
22. EXTERIOR BRICK SHALL MEET STANDARDS OF THE BRICK INSTITUTE OF AMERICA 
(BIA) FOR EXTERIOR/SEVERE WEATHER USE.

GLAZING NOTES:
1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE ALL GLAZING (WINDOW, DOOR, 

OR OTHERWISE) ADJACENT TO A WALKING SURFACE, STAIR, LANDING,TUB OR 
SHOWER SAFETY LAMINATED GLASS MEETING THE REQUIREMENTS OF THE 
MASSACHUSETS STATE BUILDING CODE, NANTUCKET, AND ANY OTHER APPLICABLE 
LOCAL OR NATIONAL CODE.

2. PROVIDE SHOWER ENCLOSURES AS INDICATED ON THE PLANS. GLASS TO BE LOW 
IRON, CLEAR GLASS.

ABBREVIATIONS
ABOVE FINISHED FLOOR AFF
ACCESS PANEL A.P.
ACOUSTICAL ACOUS.
ADJACENT ADJ.
AIR CONDITIONING A/C
ALUMINUM AL.
APPROXIMATE APPROX.
ARCHITECTURAL ARCH.
BLOCKING BLKG
BY OTHER/OWNER B.O.
CEILING CLG.
CEILING HEIGHT C.H.
CENTER LINE CL.
CERAMIC TILE C.T.
COLUMN COL
CONCRETE CONC.
CONSTRUCTION CONST.
CONTINUOUS CONT.
DETAIL DTL.
DIMENSION DIM.
DOOR DR.
DOUBLE DBL.
DOWN DN.
DRAING DWG.
EACH EA.
ELECTRIC/ELECTRICAL ELEC.
ELEVATION ELEV.
EMERGENCY EMER.
EQUAL EQ.
EQUIPMENT EQPT.
EXISTING EXIST.
EXTERIOR EXT.
FINISH FIN
FINISH FLOOR FIN. FL.
FIREPROOF FPRF.
SELF-CLOSING S.C.
FLOOR FL.
FLUORESCENT FLUOR.
FOOR/FEET FT.
GLASS GL.
GRILLE GRL.
GROUND FAULT INTER. GFI.
GYPSUM WALLBOARD GWB
HANDRAIL HNDRL.
HARDBOARD HDBD.
HARDWOOD HDWD.
HEATING, VENT. & A/C HVAC
HOLLOW CORE HC
HOLLOW METAL H.M.
HORIZONTAL HORIZ.
INCHES IN.
INSULATION INSUL.
JUNCTION BOX J.B.
LAMINATE LAM.
LOW VOLTAGE L.V.

MATERIAL MATL.
MAXIMUM MAX.
MECHANICAL MECH.
METAL MTL.
MINIMUM MIN.
MISCELLANEOUS MISC.
MOLDING MLDG.
MOUNTED MTD.
MULLION MUL.
NOMINAL NOM.
NOT APPLICABLE N.A.
NOT IN CONTRACT N.I.C.
NUMBER NO.
ON CENTER O.C.
OPENING OPNG
OPPOSITE/OPPOSITE HAND OPP./OPH
PAINTED PTD.
PARTITION PARTN.
PLASTER PL
PLASTIC LAMINATE P.LAM
PLYWOOD PLYWD., PLY.
QUANTITY QTY.
RECESSED REC.
REQUIRED REQ'D
RETURN AIR R.A.
REVISE/REVISION REV.
ROUGH OPENING R.O.
SCHEDULE SCHED.
SECTION SECT.
SHEET SHT.
SIMILAR SIM.
SOLID CORE SC
SQUARE FOOT SQ.FT.
STAINLESS STEEL S.STL.
STANDARD STD.
STEEL STL.
STORAGE STOR.
TELEPHONE TEL.
TO BE DETERMINED T.B.D.
TYPICAL TYP.
UNLESS OTHERWISE NOTED U.O.N.
VERIFY IN FIELD V.I.F.
VINYL COMPOSITION TILE VT/VCT
WITH W/
WITHOUT W/O
WOOD WD.

1 08/25/2020 HDC SUBMISSION
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Planning and Land Use Services 
2 Fairgrounds Road, Nantucket, Massachusetts 02554 

Telephone: 508.325.7587 

THIS CHECKLIST IS TO BE SUMBITTED WITH ALL HDC APPLICATIONS  Rev Jan 2020 
 
 

REQUIRED WITH ALL APPLICATIONS: 

 
1. Completed Application Form: Description of ALL work must be indicated on application form. 

 

 
2. Property Owner's Signature: Current owner's signature preferred; if the agent is signing the application 

written authorization from the owner (letter, fax, email) must be provided. 

 
3. Application Fee: See back of application for fee schedule or call the office. 

 

 
4. Locus Map (4 copies): Location Map must include north arrow, parcel boundaries, primary and secondary 

streets. (Town GIS Map Site) https://www.nantucket-ma.gov/151/GIS-Maps 

 
5. Site Plan (4 Copies): must include the following: lot dimensions, north arrow, all existing structures, proposed work 

(highlighted) with dimension to lot lines, scale, driveway, grade changes, and placement of HVAC units, electrical 

boxes, fuel tanks, etc.. 

 
6. 8-1/2" x 11" Copies of ALL Application Materials: Must include the following: application form (reduced 64%), 

locus map, plot plan, all elevations and floor plans, window schedule, photographs, other relevant supporting 

material. All material MUST BE LEGIBLE (font size no smaller than 12), collated and stapled. 

 
7. Photographs: Required of ALL applications for alterations to an existing structure. Photographs must be clear 

and labeled with application address or contextual address. 

 
8. Electronic submission: All documents submitted to the HDC office must be emailed to 

hdcsubmissions@nantucket-ma.gov.  

 
REQUIRED WHERE APPLICABLE: 

 

1. Supplemental Information for Historic Buildings: It is the applicant's responsibility to research the historical 

status of any and ALL buildings. Additional information may be obtained from the Nantucket Historical Association 

Library. If not historic, denote on application. 

 
2. Exterior Elevations and Floor Plans (4 copies): Must be Y.-inch scale and include all affected sides of the building, 

cardinal points (N, S, E, W), dimensions, heights, floor and ceiling heights, elevations of finished grade, window details 

and placement of HVAC units, electrical boxes, fuel tanks, etc. All changes from approved or existing design must be 

clouded on drawing . All material MUST BE LEGIBLE, collated and stapled. Reduced sets should maintain a font size 

of 12. 

 
3. As-Built Plans (1copy): of existing elevations 

 
4. Hardscaping Plans (4 copies): To legible scale. This includes fences, decks, porches, arbors, retaining walls, 

tennis courts, swimming pool, driveways, gazebos etc. All material MUST BE LEGIBLE, collated and stapled. 

 

 
5. Topographic Map: Must show existing and proposed grade for any change of more than one foot in height on grade 

. Retaining walls must be applied for separately (see hardscaping plan). 

 
6. Door and Window Schedule (4 copies): Must include window type (true divided, simulated divided), number of 

lights, dimensions, materials, manufacturers type name and type number. 
 

7. 

_____________ 

(initial to indicate 

read and 

understand) 

I UNDERSTAND THAT A TRUE DIVIDED LIGHT WINDOW/DOOR IS DEFINED AS MULTIPLE INDIVIDUAL 
SINGLE PANES OF GLASS (i.e., NOT DOUBLE-PANED OR INSULATED) ASSEMBLED IN THE SASH/DOOR 
USING MUNTINS. 

 

8. Abutter Notification Materials - Abutters list from Assessors Office, certified mail stubs, and a copy of letter 

are required for all applications for changes of 1000 square feet or more except in the Nantucket Historic Core 

and 'Sconset Historic Core where the requirement for new construction is 100 square feet. 

 
9. Approvals from Planning Board, Zoning Board of Appeals, Conservation Commission etc. 

Jan  

https://www.nantucket-ma.gov/151/GIS-Maps
mailto:hdcsubmissions@nantucket-ma.gov
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ste

105 NEWBURY STREET, 4TH FLOOR, BOSTON, MA 02116

7 CANNONBURY LANE
MAP 74 PARCLE 29

ANDREW KOTCHEN - (WORKSHOP/APD)

CANNONBURY HOLDINGS 1, LLC

8-6-2020

Digitally signed by Rob Ranney 

DN: cn=Rob Ranney, o=Town of 

Nantucket, ou=Assessor's Office, 

email=rranney@nantucket-ma.gov, 

c=US 

Date: 2020.08.06 08:41:07 -04'00'





MBLU Lot Lot Cut Owner Full Name Co-Owner Full Name Address Line 1 City State Zip Location

     74       9  CANNONBURY HOLDINGS 1 LLC 105 NEWBURY ST   4TH FL BOSTON MA 02116 10 CANNONBURY LN

     74      10  CANNONBURY HOLDINGS 2 LLC 105 NEWBURY ST  4TH FL BOSTON MA 02116 12 CANNONBURY LN

     74      26  HOLLINGS DONALD W & SHEILA 75 GLENRIDGE RD DEDHAM MA 02026 5 SLEETWING CI

     74      27  HUNTER JULIET F & WILLIAM F PO BOX 358 SIASCONSET MA 02564 3 SLEETWING CI 

     74      35  MCMANUS RYAN P & SICILIANO JOHN 

J TRS

75 STATE STREET BOSTON MA 02109 33 LOW BEACH RD

Count: 5

Abutters List



 

REVISED Nov 2012 

HISTORIC DISTRICT COMMISSION 
2 Fairgrounds Road 

Nantucket, Massachusetts 02554 
           Telephone: 508.325.7587                         Fax: 508.228.7298 

 
 
  
 

NOTICE OF HDC APPLICATION 
 

ABUTTERS AND INTERESTED PARTIES 
 

Please be informed that the Nantucket Historic District Commission will be considering the following proposal: 
 
 Address of Proposed Work: __________________________________________________________ 
 
 Tax Map Number: ________________________  Parcel Number: __________________________ 
 
 Owner of Record: _______________________________________________________________ 

 
Description of Proposal: _________________________________________________________ 
 
_________________________________________________________________________________ 

 
_________________________________________________________________________________ 

 
 _________________________________________________________________________________ 
 
 _________________________________________________________________________________ 
 
 
 Anticipated HDC Submission Date: _________________________________________________ 

 
You have been identified either as an abutter or interested party to the above property and are being notified in 
accordance with the Town Bylaw.  Please note that the above submission date is an estimate only; the actual 
meeting date will be determined once the HDC staff has established that a complete application has been 
submitted.  Please contact the HDC office to verify the date.  Please note that notification is only required at the 
time of initial submission of an application, not for each time an application goes before the Commission.  
Abutters are responsible for monitoring the status of applications. 
 
If you wish to comment on the above proposal, you are encouraged to submit your comments in writing to the 
HDC office.  If you wish to testify at a Commission meeting please be aware that your testimony may be 
limited by the Commission in accordance with Commission policies, which are included on the back of this 
form.  Due to the large sizes of most applications, the HDC office may not be able to send faxed copies of the 
plans.  Off-island abutters wishing more detailed information may enlist an on-island representative to view the 
plans in the HDC office. 
 
If you have any questions, please contact the HDC office at 508.325.7587. 
 

kmt
Text Box
7 Cannonbury Lane

kmt
Text Box
74

kmt
Text Box
29

kmt
Text Box
Cannonbury Holdings 1, LLC

kmt
Text Box
New 2 story Dwelling, Garage, Cabana, Pool, 

kmt
Text Box
08/11/2020

mlw
Text Box
Driveway, Shed



 

REVISED Nov 2012 

HDC POLICIES FOR AN ABUTTER AND/OR INTERESTED PARTY TESTIMONY 
 
Abutters are encouraged to limit their responses to issues that fall within the statutory mandate of the 
HDC – mainly the appearance of a proposal from the publicly traveled way and its impact on the existing 
historic environmental context.  Issues such as land uses, noise, and impacts on private property are 
outside of the HDC’s purview and cannot be addressed by the Commission. 
 
In order to maintain a balance between the wishes of abutters and interested parties to express their 
concerns and the need of the HDC to conduct its business in a timely fashion, the following policies have 
been established: 
 

Abutters and interested parties wishing to testify before the Commission shall be limited to three 
minutes of testimony.  Only one representative from each abutting property or interested party 
shall be permitted to testify.   
 
For those cases in which a substantial number of abutters and/or interested parties wish to testify 
(as determined by the Chair), the Chair shall structure the review of an application as follows:  
 

1. Introduction of the application; 
2. Response by applicant; 
3. Public comment in favor of proposal; 
4. Public comment in opposition of proposal; 
5. Closing of public comment-no further comment unless requested by Commission 

members through the Chair; 
6. Commission comments and discussion with applicant; 
7. Commission action. 

 
The above meeting policies may be waived at the discretion of the Chair. 
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3VIEW 1 - ENTRANCE GATE FROM LOW BEACH ROAD
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4VIEW 2 - NORTHEND OF CANNONBURY LOOKING SOUTH
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GENERAL NOTES:
1. DRAWINGS ARE REPRESENTATIVE DOCUMENTS TO FACILITATE CONSTRUCTION. 

CONTRACTOR SHOULD FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO 
CONSTRUCTION. THE HEIGHTS OF GRADE INDICATED ON DRAWINGS ARE APPROXIMATE 
AND ARE PROVIDED FOR INFORMATION ONLY. NOTIFY DESIGNER OF ANY ALTERATIONS 
OR DISCREPANCIES IMMEDIATELY UPON DISCOVERY AND BEFORE PROCEEDING WITH 
WORK.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISTRIBUTION OF DRAWINGS TO THE 
SUB-CONTRACTORS UNDER HIS JURISDICTION.

3. THE CONTRACTOR IS TO COORDINATE THE WORK OF ALL SUB-CONTRACTORS, 
INCLUDING THE TIMING AND SCHEDULING OF THEIR WORK AND THE LAYOUT OF THEIR 
SYSTEMS. THE CONTRACTOR SHALL PROVIDE ALL SUB-CONTRACTORS WITH NECESSARY 
POWER AND ACCESS AND CONNECTIONS THROUGH FOUNDATION WALLS AS REQUIRED.

4. WORKSHOP/APD IS CONTRACTED TO SERVE AS THE OWNER'S REPRESENTATIVE DURING 
CONSTRUCTION. A REPRESENTATIVE OF WORKSHOP/APD SHALL MAKE PERIODIC SITE 
VISITS TO VERIFY CONSTRUCTION PROGRESS AND WILL REPORT FINDINGS TO THE 
OWNER AND CONTRACTOR IN THE FORM OF A WRITTEN REPORT. THE CONTRACTOR 
SHALL PROVIDE FREE ACCESS TO THE WORK TO THE OWNER, ARCHITECT, 
SUBCONTRACTOR, AND THEIR REPRESENTATIVES AT ALL TIMES.

5. THE CONTRACTOR SHALL ACKNOWLEDGE THAT JOB SITES ARE DIFFICULT AND 
DANGEROUS PLACES TO WORK BY NATURE. AS SUCH, ALL NECESSARY PRECAUTIONS 
WILL BE TAKEN TO ENSURE THE SAFETY AND GENERAL WELL BEING OF HIS EMPLOYEES. 
CONTRACTOR SHALL PROVIDE GUARDS, RAILS,BARRICADES, FENCES, CATCH 
PLATFORMS, BRIDGING, DECKING, NIGHT LIGHTING, ETC. AS REQUIRED. THE USE OF ANY 
STEREOS AND/OR RADIOS AND THE PRESENCE OF PETS OF ANY KIND ARE PROHIBITED 
ON THE JOB SITE.

6. DRAWINGS SHALL NOT BE SCALED BY HAND. USE ONLY PRINTED DIMENSIONS TO 
IDENTIFY SIZE AND DIMENSION OF MATERIALS AS SHOWN. CONTACT THE DESIGNER TO 
VERIFY ANY DIMENSION THAT HAS BEEN OMITTED FROM THESE PLANS.

7. CONTRACTOR TO PROVIDE ALL MATERIALS FOR A COMPLETE JOB AS INDICATED IN THE 
DRAWINGS BOTH GRAPHICALLY AND WRITTEN, IN CASE OFDISCREPANCIES, THE MORE 
STRINGENT AND/OR COSTLY EXAMPLE SHALL BE ASSUMED, CONSULT DESIGNER IF SUCH 
A SITUATION OCCURS.

8. SHOP DRAWINGS SHALL BE SUBMITTED TO WORKSHOP/DPC, PRIOR TO PROCEEDING 
WITH WORK, FOR ALL MATERIALS THAT REQUIRE FABRICATION.WORKSHOP/DPC SHALL 
REVIEW AND RETURN SHOP DRAWINGS TO CONTRACTOR WITHIN A PERIOD OF TEN 
WORKING DAYS FROM THE DATE OF SUBMITTAL.

9. CONTRACTOR SHALL FURNISH SAMPLES OF ALL MATERIALS, AND/OR FINISHES AS 
SPECIFIED FOR CONSTRUCTION AT THE REQUEST OF THE OWNER OR DESIGNER.

10. ALL MATERIALS SHALL BE NEW, UNUSED, AND OF THE HIGHEST QUALITY IN EVERY 
RESPECT UNLESS NOTED OTHERWISE OR AT THE SPECIFIC AUTHORIZATION OF THE 
OWNER.

11. ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE.
12. CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING REQUIRED TO COMPLETE 

WORK OR MAKE PARTS FIT TOGETHER PROPERLY, WITHOUT COMPROMISING QUALITY OF 
WORK.

13. DURING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR BRACING AND 
PROTECTING ALL WORK FROM DAMAGE, BREAKAGE, COLLAPSE,DISTORTIONS AND MIS-
ALIGNMENT ACCORDING TO APPLICABLE BUILDING CODES AND STANDARDS OF GOOD 
PRACTICE.

14. CONTRACTOR SHALL MAINTAIN AND PROTECT ALL EXISTING SYSTEMS AT ALL TIMES 
FROM THE EFFECTS OF ADVERSE WEATHER (RAIN, SNOW, COLD, ETC.)AT NO ADDITIONAL 
COST TO THE OWNER.

15. ALL WORK SHALL BE INSTALLED SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE 
AND AVAILABLE FOR INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

16. CONTRACTOR SHALL MAINTAIN CLEAR AND UNOBSTRUCTED ACCESS FROM ALL 
FLOORS TO STAIRWELLS AND EXTERIOR EXITS AT ALL TIMES.

17. CONTRACTOR SHALL HAVE SOLE RESPONSIBILITY FOR PROTECTING ALL DANGEROUS 
AREAS FROM ENTRY BY UNAUTHORIZED PARTIES.

18. CONTRACTOR SHALL PROVIDE PROTECTION OF ALL WINDOWS AND DOORS DURING 
CONSTRUCTION. MEANS OF PROTECTION SHALL NOT BE ATTACHED TOWINDOW AND 
DOOR FRAMES.

19. THE CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE REQUIRED TO COORDINATE 
WITH OTHER SUBCONTRACTORS AS NECESSARY, INCLUDING THOSE HIRED UNDER 
SEPARATE CONTRACT BY THE OWNER. EACH SUBCONTRACTOR SHOULD COMPLETE 
WORK ON AN EXPEDIENT AND REASONABLE SCHEDULE, IN A MANNER THAT DOES NOT 
DELAY OTHER TRADES AND SUBCONTRACTORS FROM COMPLETION OF WORK.

20. ALL NAILS AND FASTENERS IN AREAS PRONE TO MOISTURE SHALL BE "HOT DIPPED 
GALVANIZED" UNLESS NOTED OTHERWISE.

21. THE CONTRACTOR SHALL KEEP SUFFICIENT WORKMAN ON THE JOB SITE AT ALL TIMES 
TO PERFORM WORK IN THE MOST EXPEDITIOUS MANNER CONSISTENT WITH GOOD 
WORKMANSHIP, SOUND BUSINESS PRACTICE AND IN THE BEST INTEREST OF THE 
OWNER.

22. THE CONTRACTOR SHALL SECURE AND PAY FOR ALL PERMITS AND INSPECTION 
SERVICES OF LOCAL AUTHORITIES OTHER THE ACTUAL BUILDING PERMIT AND HISTORIC 
DISTRICT COMMISSION APPROVAL, WHICH SHALL BE SECURED BY THE OWNER OR 
DESIGNER PRIOR TO THE SCHEDULED START DATE.  ALL INSPECTIONS, RECORDS AND 
CERTIFICATE OF OCCUPANCY SHALL BE GIVEN TO THE OWNER AT THE END OF THE JOB. 
THE JOB SHALL NOT BE CONSIDERED COMPLETE UNTIL THE CERTIFICATE OF OCCUPANCY 
IS ISSUED.

23. ALL WORK SHALL CONFORM TO ALL APPLICABLE NATIONAL, STATE AND LOCAL 
BUILDING, PLUMBING, ELECTRICAL, AND LIFE SAFETY CODES, EVEN WHEN NOT SPECIFIED 
IN THE DRAWING, NOTES, OR SPECIFICATIONS. IF ANY CODE IS IN CONFLICT WITH THESE, 
THE CONTRACTOR SHALL REPORT SUCH TO CWA FOR REVISIONS PRIOR TO BIDDING.  IN 
THE EVENT OF CONFLICT BEWDHEEN APPLICABLE CODES OR REGULATIONS AND 
REFERENCE STANDARDS OF THESEPLANS AND SPECIFICATION, THE MORE STRINGENT 
PROVISIONS SHALL GOVERN.

24. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING UTILITY COMPANIES TO ENSURE 
SAFE DIGGING.

25. A REGISTERED SURVEYOR SHALL BE REQUIRED TO SET ALL FOUNDATION CORNERS, 
ELEVATIONS AND DIMENSIONS ON SITE.

26. USE OF THESE DRAWINGS MUST BE IN COMPLIANCE WITH ALL OCCUPATIONAL SAFETY 
& HEALTH ADMINISTRATION [OSHA] REQUIREMENTS.

FOUNDATION NOTES:
1. FOUNDATION NOTES ARE APPLICABLE TO ALL CONDITIONS UNLESS OTHERWISE 

NOTED.
2. ALL FOUNDATION WALLS SHALL BE 10" THICK CONCRETE, MINIMUM 3000PSI AT 28 

DAYS, UNLESS OTHERWISE NOTED.
3. FOUNDATION WALLS SHALL BE KEYED INTO FOOTINGS.
4. FOOTINGS SHALL BE A MINIMUM OF 1'-0"D X 2'-0"W WITH 3-#4 CONTINUOUS 

HORIZONTAL BARS. HORIZONTAL REINFORCING SHALL BE PLACED AT 3" ABOVE 
BOTTOM OF FOOTING.

5. ALL FOOTINGS AND CONCRETE PIERS SHALL EXTEND 4'-0" BELOW GRADE MINIMUM.
6. CONCRETE PIERS SHALL HAVE BELL CAST FOOTING. BASE OF BELL SHALL BE 3 

TIMES WIDTH OF PIER; DEPTH OF BELL SHALL EQUAL WIDTH OF PIER. TAPER OF BELL 
SHALL BE 45 DEG. ANGLE MINIMUM.

7. ALL PERIMETER FOUNDATION WALLS SHALL HAVE WATERPROOFING APPLIED TO THE 
EXTERIOR.

8. FOUNDATION WALLS SHALL INCORPORATE 16" LONG - 1/2" DIAMETER ANCHOR 
BOLTS AT 32" O.C. MINIMUM, ON ALL PERIMETER WALLS. A MINIMUM OF WDHO 
BOLTS SHALL BE USED AT EACH SILL PLATE. HOLD BOLTS 18" OFF CORNERS 
MINIMUM. APPROVAL OF TOPSOIL REMOVAL SHALL BE IN THE FORM OF ACHANGE 
ORDER.

9. CONCRETE FLOOR SLABS SHALL BE 4" THICK MINIMUM AND BE REINFORCED WITH 
WELDED WIRE MESH OR FIBER MESH REINFORCING. REINFORCING SHALL BE 
PLACED AT THE CENTER OF THE SLAB. FLOOR SLABS SHALL  BE POURED OVER 4" 
GRAVEL BASE AND 6 MIL. POLY-VAPOR BARRIER ON STRUCTURALLY COMPACTED 
OR UNDISTURBED SOIL.

10. CONTRACTOR AND SUBCONTRACTORS SHALL USE CLEAN SAND, WELL GRADED 
AND FREE FROM ANY DELETERIOUS SUBSTANCES, AND CLEAN WATER,TAKEN FROM 
A SOURCE SUITABLE FOR DOMESTIC CONSUMPTION.

11. FOR ALL BRICK OR STONE FINISHES THE  CONTRACTOR SHALL SUBMIT A SAMPLE 
TO THE DESIGNER FOR APPROVAL, PRIOR TO INSTALLATION.

12. ANCHORS AND TIES SHALL BE  CORROSION PROOF AND GALVANIZED AFTER 
FABRICATION.

13. COLD WEATHER INSTALLATIONS FOR CONCRETE, WHEN AIR TEMPERATURE IS 
BELOW 40 DEGREES F, REQUIRE APPROVAL BY THE DESIGNER.

14. MASONRY WORK SHALL BE PLUMB, TRUE TO LINE, WITH COURSES LEVEL. BUILD IN 
ALL METAL TIES AND ANCHORS AS WORK PROGRESSES.

15. CONCRETE MASONRY UNIT CONSTRUCTION SHALL COMPLY WITH THE FOLLOWING 
STANDARDS: HOLLOW UNITS - ASTM C-90; SOLID UNITS - ASTM C-145;PORTLAND 
CEMENT - ASTM C-150; MASONRY CEMENT - ASTM C-91 (NON-STAINING CEMENT 
SHALL BE USED WHERE NON-STAINING MORTAR IS REQUIRED);HYDRATED LIME -
ASTM C-207. 6.  C.M.U., BOTH BOTTOM AND ENDS, SHALL BE SET IN A FULL BED OF 
MORTAR WITH JOINTS OF UNIFORM THICKNESS ANDHEAD JOINTS IN ALTERNATE 
COURSES PLUMB OVER THE ONES BELOW.

16. ALL JOINTS SHALL BE TOOLED AS SOON AS POSSIBLE AFTER INITIAL SET. FLUSH 
JOINTS SHALL NOT BE PERMITTED.

17. REFER TO DETAILS FOR FURTHER INFORMATION.

PLUMBING/MECHANICAL NOTES:
1. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 

CUTTING OR DRILLING.
2. ALL PLUMBING/MECHANICAL WORK SHALL COMPLY WITH ALL APPLICABLE CODES, 

BE PERFORMED BY A LICENSED TRADESPERSON, AND BE COMPLETED IN 
ACCORDANCE WITH THE DIRECTION OF LOCAL BUILDING CODE OFFICIALS. 
SUBCONTRACTORS AND TRADESPERSONS ARE RESPONSIBLE FOR OBTAINING 
REQUIRED PERMITS FOR THEIR TRADE, SCHEDULING AND COMPLETING REQUIRED 
INSPECTIONS AND OPERATING ON A REASONABLE AND EFFICIENT SCHEDULE THAT 
DOES NOT DELAY THE WORK OF OTHER TRADES.

3. ALL MATERIALS SHALL BE SIZED IN ACCORDANCE WITH THE PROPOSED PLANS, 
ALLOWING FOR FUTURE EXPANSION IF INDICATED. ALL WORK SHALL BE INSTALLED 
SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE AND AVAILABLE FOR 
INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

4. ALL PRODUCTS, MATERIALS AND FIXTURES SHALL BE INSTALLED IN A MANNER 
CONSISTENT WITH SOUND PRACTICE AND QUALITY WORKMANSHIP.

5. PLUMBING WORK SHALL INCLUDE ALL LABOR AND MATERIALS FOR ALL PIPING, 
FIXTURES, HOT WATER HEATER, AND SEWER/SEPTIC CONNECTIONS. THIS INCLUDES 
CONNECTIONS FOR AN ICEMAKER IN THE REFRIGERATOR, THE DISHWASHER, AND 
WASHING MACHINE AS INDICATED ON PLANS. THE KITCHEN SINK WILL HAVE A 
GARBAGE DISPOSAL.

6. HOT WATER HEATER SHALL BE PROPANE FIRED HOT WATER HEATER, POWER 
VENTED, 45 GALLON CAPACITY ("SUPER STORE" OR APPROVED EQUIVALENT).

7. PLUMBER SHALL FURNISH AND INSTALL 500 GAL. UNDERGROUND PROPANE 
STORAGE TANK, AND ALL REQUIRED PIPING TO BOILER, CLOTHES DRYER AND 
KITCHEN RANGE.

8. HEATING WORK SHALL INCLUDE ALL LABOR AND MATERIALS, 
ELECTRICAL/PLUMBING CONNECTIONS, AND INSTALLATION AS THEY OCCUR. 
DESCRIPTION OF SPECIFIC UNIT SHALL BE PART OF THE BID. STANDARD HEATING 
UNIT SHALL BE PROPANE FIRED RADIANT HOT WATER BASEBOARD SYSTEM WITH 
EFFICIENCY RATING OF 94 UNIT IS TO BE SIDEWALL VENTED. UNIT SIZE SHALL BE 
SIZED TO ACCOMMODATE THE ENTIRE HOUSE AT 78DF AT A 0DF EXTERIOR 
TEMPERATURE. HEATING SYSTEM SHALL BE CAPABLE OF OPERATING AT PEAK 
EFFENCENCY AT A TEMPERATURE OF 72°F. HEATING SYSTEM SHALL BE DIVIDED INTO 
WDHO ZONES. THERMOSTATS SHALL BE DIGITAL AND PROGRAMMABLE.

9. VENT TO THE EXTERIOR ALL BATHROOMS WHICH DO NOT HAVE OPERABLE 
WINDOWS.

FRAMING NOTES:
1. ALL WOOD FRAMING MEMBERS SHALL BE STRUCTURAL GRADE #2 OR BETTER.
2. ALL WOOD SHALL COMPLY WITH THE U.S. DEPARTMENT OF COMMERCE AMERICAN 

LUMBER STANDARDS SIMPLIFIED PRACTICE AND GRADING REQUIREMENTS OF A 
RECOGNIZED ASSOCIATION UNDER WHOSE RULES THE LUMBER IS PRODUCED.

3. WOOD SHALL BE FROM LIVE STOCK, THOROUGHLY SEASONED, WELL 
MANUFACTURED AND GENERALLY FREE FROM WARPAGE THAT CANNOT BE 
CORRECTED BY BRIDGING OR NAILING.

4. MOISTURE CONTENT OF LUMBER SHALL NOT EXCEED 19 % AT THE TIME OF 
CONSTRUCTION.

5. ALL PLAN DIMENSIONS ARE TO OUTSIDE OF FRAMING MEMBERS AND CENTERLINE 
OF OPENINGS. VERIFY ALL ROUGH OPENINGS WITH WINDOW AND DOOR SCHEDULE.

6. ALL EXTERIOR WALLS, AND INTERIOR PARTITION WALLS BEHIND TOILETS, SHALL BE 
2"X6" STUD CONSTRUCTION AT 16" O.C. TYPICAL. ALL OTHER INTERIOR PARTITION 
WALLS SHALL BE 2"X4" STUD CONSTRUCTION AT 16" O.C. TYPICAL. WALLS SHALL 
HAVE SINGLE SHOE AND DOUBLE TOP PLATE.

7. JOIST HANGARS SHALL BE USED AT ALL FLUSH-FRAMED FLOOR JOISTS. JOISTS 
OVERLAPPING AT A SUPPORTING BEAM, SHALL OVERLAP 3" MINIMUM.

8. PROVIDE WOOD BLOCKING OR METAL BRIDGING AT 1/3RD POINTS ON ALL FLOOR 
JOISTS. BLOCKING SHOULD BE SPACED 4'-0" O.C. MINIMUM AND 8'-0" O.C.MAXIMUM.

9. DOUBLE FLOOR JOISTS OR BLOCKING SHALL BE PROVIDED BELOW ALL INTERIOR 
PARTITION WALLS.

10. SIZES OF WOOD MEMBERS ARE NOMINAL SIZES. ALL LUMBER SHALL BE SURFACED 
ON FOUR SIDES, UNLESS NOTED OTHERWISE.

11. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 
CUTTING OR DRILLING

12. INSTALL GIRDER MEMBERS WITH JOINTS OVER SUPPORTS, PROVIDE 1/2" AIRSPACE 
AT ENDS AND SIDES OF GIRDERS FRAMED INTO MASONRY OR CONCRETE. WOOD 
SHIMS UNDER THE ENDS OF GIRDERS SHALL NOT BE PERMITTED.

13. MINIMUM BEARING OF JOISTS FRAMED INTO MASONRY SHALL BE 3".
14. JOISTS EXTENDING OVER BEARING PARTITIONS OR BEAMS MAY BE BUTTED AND 

TIED TOGETHER, OR NAILED TOGETHER WITH A MINIMUM OVERLAP OF 4".
15. EXTERIOR AND BEARING WALL CONSTRUCTION SHALL INCLUDE ADEQUATE 

RESISTANCE TO WRACKING BY THE USE OF CORNER BRACING OR ANCHORAGE OF 
STRUCTURAL SHEATHING TO PLATES.

16. JAMB STUDS, EXTENDING IN ONE PIECE FROM HEADER TO SOLE PLATE, SHALL BE 
INSTALLED AT ALL WINDOW AND DOOR OPENINGS TO FORM RIGID ENCLOSURE.

17. PLYWOOD SHALL COMPLY WITH ALL APPLICABLE STANDARDS OF THE APA 
(AMERICAN PLYWOOD ASSOCIATION)

18. EXTERIOR TYPE HARDWOOD PLYWOOD, "TECHNICAL" OR "TYPE 1", MAY BE USED 
FOR ANY PART OF THE STRUCTURE.

19. STRUCTURAL INTERIOR TYPE, "STRUC-INT.", PLYWOOD MAY BE USED FOR ALL 
INTERIOR WORK AND EXTERIOR WORK NOT DIRECTLY EXPOSED TO THEWEATHER.

20. INTERIOR PLYWOOD, "INT." OR "TYPE 2" MAY BE USED FOR INTERIOR WORK, EXCEPT 
BATHROOM AND SHOWER ENCLOSURES.

21. ROOF SHEATHING: 3/4" EXTERIOR GRADE T&G "TECHNICAL" PLYWOOD NAILED AT 
10" O.C. WITH GALVANIZED 10D COMMON NAILS.

22. FLOOR SHEATHING: 3/4" STRUCTURAL "STRUCT-INT" PLYWOOD NAILED AT 10" O.C. 
WITH 10D COMMON NAILS.

23. EXTERIOR WALL SHEATHING: 1/2" EXTERIOR GRADE "TECHNICAL" PLYWOOD NAILED 
AT 6" O.C. WITH GALVANIZED 6D COMMON NAILS.

24. ALL OTHER SHEATHING: 1/2" INTERIOR GRADE "INT" PLYWOOD NAILED AT 6" O.C. 
WITH 6D COMMON NAILS.

25. FRAME ALL RAFTERS OPPOSITE EACH OTHER AT RIDGE WITH TIES OR RIDGE 
BOARD. THE DEPTH OF THE RIDGE BOARD SHALL BE NO LESS THAN THE CUT OF THE 
RAFTERS.

EXTERIOR FINISH NOTES:
1. BUILDING PAPER SHALL BE INSTALLED OVER ALL EXTERIOR SHEATHING TO RESIST 

MOISTURE AND WIND INFILTRATION. WALLS SHALL HAVE MINIMUM 15#FELT PAPER, 
ROOFS SHALL HAVE MINIMUM 30# ASPHALT IMPREGNATED FELT PAPER, WITH NOT 
LESS THAN 4" OVERLAP. FELT SHALL CONTINUE BEHIND ALL EXTERIOR TRIM, 
DOUBLED AND FOLDED INTO OPENINGS.

2. PROMPTLY REMOVE ALL MANUFACTURERS' STICKERS FROM GLASS AFTER 
INSTALLATION.

3. KEEP AREAS TO BE INSULATED CLEAN AND DRY.  DO NOT INSTALL INSULATION 
WHERE IT MAY BE EXPOSED TO WATER. INSTALL AS PER MANUFACTURER'S 
INSTRUCTIONS AND BUILDING CODE REQUIREMENTS. PROVIDE INSECT SCREEN OR 
BARRIER AT ALL VENT OPENINGS.

4. EXTERIOR FOUNDATION TO BE PARGE.
5. DECKS SHALL USE 1" X 4" MAHOGANY, CONFIRM, LAID FLAT WITH 1/4" REGULAR 

SPACING. ALL FLOORING AND DECKING SHALL BE TREATED % BOILED LINSEED 
OIL/50 % CUPRINOL AND WITH A MIXTURE OF 50 TRAFFIC SHALL BE PREVENTED 
OVER FINISHED SURFACES FOR THE PERIOD OF ONE WEEK.

6. EXTERIOR STEPS SHALL BE EQUAL TO DECK CONSTRUCTION, TRIM AND FINISH. 
RISERS SHALL MATCH TRIM MATERIAL. NOSING SHALL PROJECT 3/4".

7. ALL EXTERIOR STEPS SHALL LAND ON TO A 4" CONCRETE PAD SET ON A 4" GRAVEL 
BASE ON STRUCTURALLY COMPACTED SOIL. PAD SHALL BE 6" WIDER THAN STEPS 
AND PROJECT FROM LAST RISER 6" TOWARD DECK AND 18" AWAY FROM DECK.

8. PORCH CEILINGS SHALL BE 1X8 CEDAR NATURAL TO WEATHER, SQUARE GROVE.
9. PORCH POSTS SHALL BE 4X4 STRUCT. CORE WRAPPED W/ 5 1/4" SQ.  NATURAL 

CEDAR TRIM.
10. SIDEWALL SHINGLES SHALL HAVE A MAXIMUM EXPOSURE OF 5", WITH DOUBLED 

SHINGLES AT ALL EAVES AND STARTER COURSE. BUTTS OF THE SHINGLES SHALL 
PROJECT 1 1/2" MINIMUM FROM THE EDGE OF THE ROOF EAVES TO ENSURE PROPER 
SPILLAGE.

11. WINDOW CAPS OR TRIM AND ALL OTHER PROJECTIONS AT POINTS WHERE RAIN 
ACCUMULATES OR RUNS OFF SHALL BE PROVIDED WITH FLASHING.FLASHING FOR 
RED CEDAR SHINGLES SHALL BE COPPER. SUCH FLASHING SHALL EXTEND A 
MINIMUM OF 6" UP THE WALL UNDER THE SHEATHING PAPERAND NOT LESS THAN 6" 
HORIZONTALLY. FLASHING SHALL BE SUFFICIENT LENGTH TO COVER THE COURSE 
ABOVE WITHOUT BEING PUNCTURED BY NAILS.

12. A CONTINUOUS RIDGE VENT SHALL BE PROVIDED AT ALL ROOF RIDGES, WHERE 
REQUIRED. SOFFIT VENTING SHALL BE PROVIDED AS INDICATED ON DETAIL 
DRAWINGS.

13. PROVIDE STEP FLASHING AT ALL CHIMNEY LOCATIONS.
14. SIDEWALL SHALL BE WHITE CEDAR SHINGLES, GRADE B. SHINGLES SHALL BEAR 

THE OFFICIAL GRADE MARKED LABEL OF THE CEDAR SHINGLE BUREAU.
15. CEDAR SHINGLES SHALL HAVE NATURAL FINISH.
16. RIDGE VENTS SHALL BE "CORE VENT" OR EQUAL, EXTENDING ALONG ALL RIDGE 

LINES. TERMINATE RIDGE VENTS 12" FROM END OF RIDGE. COVERED W/SHINGLES.
17. EXTERIOR TRIM SHALL BE SPECIFIED AS FOLLOWS:

A. WINDOW AND DOOR JAMBS: 1"X5" RED CEDAR WINDOW AND DOOR HEADS: 
5/4"X4" RED CEDAR, EXTENDED 3/4" BEYOND JAMB CASING.  HEADS TOHAVE 

CONTINUOUS COPPER DRIP CAP. 
B. WINDOW SILLS: WHEN NOT WOOD BY MANUFACTURER SHALL BE PRIMED 
PINE 2X2 W/ 7D TOP BEVEL EXTENDED 3/4" BEYOND JAMB CASING. 
DOORSILLS: INSTALLED BY MANUFACTURER  
C. CORNER BOARDS: 6" EA. WY. RED CEDAR (IF APPLICABLE)
D. RAKE BOARDS: 1X8 RED CEDAR
E. FASCIA BOARDS: 1X8 RED CEDAR 
F. RAKE/FASCIA TRIM BOARDS: 1X3 RED CEDAR
G. FRIEZE BOARDS TO BE 1X6 BLOCKED OUT 1 1/2" TO ACCOMMODATE SOFFIT 

VENTING & TOP OF SHINGLES (IF APPLICABLE)
H. ALL TRIM TO BE: NATURAL

DOOR AND WINDOW SASHES PAINTED: QUAKER GREY
18. ALL EXTERIOR TRIM SHALL BE PLANED ON ALL FOUR SIDES AND HAVE SQUARED 

EDGES.
19. WINDOW & DOOR MANUFACTURERS AND SIZES AND HARDWARE SHALL BE 
SPECIFIED IN DOOR AND WINDOW SCHEDULE.
20. INSULATION SHALL BE SPECIFIED AS FOLLOWS:

A. EXTERIOR WALLS: 5" R-21 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR 
BARRIER AT INSIDE FACE OF ALL EXTERIOR WALLS.

B. ROOF: 9 1/4" R-38 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR BARRIER AT 
INSIDE FACE OF ALL EXTERIOR WALLS

C. INTERIOR WALLS AND CEILINGS: USG 3" TERMAFIBER SOUND ATTENUATION 
BLANKETS

D. FOUNDATION INSULATION: 4" RIGID INSULATION SECURED TO EXTERIOR FACE 
OF WALL

E. FIRST FLOOR INSULATION: 9 1/4" R-30 BATT INSULATION
21. CAVITIES SHALL SUPPORT PROPER VENTING, INCLUDING THE INSTALLATION OF 
BAFFLES BEWDHEEN ALL RAFTERS. KEEP ALL VENTILATION SPACE UNOBSTRUCTED.
22. EXTERIOR BRICK SHALL MEET STANDARDS OF THE BRICK INSTITUTE OF AMERICA 
(BIA) FOR EXTERIOR/SEVERE WEATHER USE.

GLAZING NOTES:
1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE ALL GLAZING (WINDOW, DOOR, 

OR OTHERWISE) ADJACENT TO A WALKING SURFACE, STAIR, LANDING,TUB OR 
SHOWER SAFETY LAMINATED GLASS MEETING THE REQUIREMENTS OF THE 
MASSACHUSETS STATE BUILDING CODE, NANTUCKET, AND ANY OTHER APPLICABLE 
LOCAL OR NATIONAL CODE.

2. PROVIDE SHOWER ENCLOSURES AS INDICATED ON THE PLANS. GLASS TO BE LOW 
IRON, CLEAR GLASS.

ABBREVIATIONS
ABOVE FINISHED FLOOR AFF
ACCESS PANEL A.P.
ACOUSTICAL ACOUS.
ADJACENT ADJ.
AIR CONDITIONING A/C
ALUMINUM AL.
APPROXIMATE APPROX.
ARCHITECTURAL ARCH.
BLOCKING BLKG
BY OTHER/OWNER B.O.
CEILING CLG.
CEILING HEIGHT C.H.
CENTER LINE CL.
CERAMIC TILE C.T.
COLUMN COL
CONCRETE CONC.
CONSTRUCTION CONST.
CONTINUOUS CONT.
DETAIL DTL.
DIMENSION DIM.
DOOR DR.
DOUBLE DBL.
DOWN DN.
DRAING DWG.
EACH EA.
ELECTRIC/ELECTRICAL ELEC.
ELEVATION ELEV.
EMERGENCY EMER.
EQUAL EQ.
EQUIPMENT EQPT.
EXISTING EXIST.
EXTERIOR EXT.
FINISH FIN
FINISH FLOOR FIN. FL.
FIREPROOF FPRF.
SELF-CLOSING S.C.
FLOOR FL.
FLUORESCENT FLUOR.
FOOR/FEET FT.
GLASS GL.
GRILLE GRL.
GROUND FAULT INTER. GFI.
GYPSUM WALLBOARD GWB
HANDRAIL HNDRL.
HARDBOARD HDBD.
HARDWOOD HDWD.
HEATING, VENT. & A/C HVAC
HOLLOW CORE HC
HOLLOW METAL H.M.
HORIZONTAL HORIZ.
INCHES IN.
INSULATION INSUL.
JUNCTION BOX J.B.
LAMINATE LAM.
LOW VOLTAGE L.V.

MATERIAL MATL.
MAXIMUM MAX.
MECHANICAL MECH.
METAL MTL.
MINIMUM MIN.
MISCELLANEOUS MISC.
MOLDING MLDG.
MOUNTED MTD.
MULLION MUL.
NOMINAL NOM.
NOT APPLICABLE N.A.
NOT IN CONTRACT N.I.C.
NUMBER NO.
ON CENTER O.C.
OPENING OPNG
OPPOSITE/OPPOSITE HAND OPP./OPH
PAINTED PTD.
PARTITION PARTN.
PLASTER PL
PLASTIC LAMINATE P.LAM
PLYWOOD PLYWD., PLY.
QUANTITY QTY.
RECESSED REC.
REQUIRED REQ'D
RETURN AIR R.A.
REVISE/REVISION REV.
ROUGH OPENING R.O.
SCHEDULE SCHED.
SECTION SECT.
SHEET SHT.
SIMILAR SIM.
SOLID CORE SC
SQUARE FOOT SQ.FT.
STAINLESS STEEL S.STL.
STANDARD STD.
STEEL STL.
STORAGE STOR.
TELEPHONE TEL.
TO BE DETERMINED T.B.D.
TYPICAL TYP.
UNLESS OTHERWISE NOTED U.O.N.
VERIFY IN FIELD V.I.F.
VINYL COMPOSITION TILE VT/VCT
WITH W/
WITHOUT W/O
WOOD WD.
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Planning and Land Use Services 
2 Fairgrounds Road, Nantucket, Massachusetts 02554 

Telephone: 508.325.7587 

THIS CHECKLIST IS TO BE SUMBITTED WITH ALL HDC APPLICATIONS  Rev Jan 2020 
 
 

REQUIRED WITH ALL APPLICATIONS: 

 
1. Completed Application Form: Description of ALL work must be indicated on application form. 

 

 
2. Property Owner's Signature: Current owner's signature preferred; if the agent is signing the application 

written authorization from the owner (letter, fax, email) must be provided. 

 
3. Application Fee: See back of application for fee schedule or call the office. 

 

 
4. Locus Map (4 copies): Location Map must include north arrow, parcel boundaries, primary and secondary 

streets. (Town GIS Map Site) https://www.nantucket-ma.gov/151/GIS-Maps 

 
5. Site Plan (4 Copies): must include the following: lot dimensions, north arrow, all existing structures, proposed work 

(highlighted) with dimension to lot lines, scale, driveway, grade changes, and placement of HVAC units, electrical 

boxes, fuel tanks, etc.. 

 
6. 8-1/2" x 11" Copies of ALL Application Materials: Must include the following: application form (reduced 64%), 

locus map, plot plan, all elevations and floor plans, window schedule, photographs, other relevant supporting 

material. All material MUST BE LEGIBLE (font size no smaller than 12), collated and stapled. 

 
7. Photographs: Required of ALL applications for alterations to an existing structure. Photographs must be clear 

and labeled with application address or contextual address. 

 
8. Electronic submission: All documents submitted to the HDC office must be emailed to 

hdcsubmissions@nantucket-ma.gov.  

 
REQUIRED WHERE APPLICABLE: 

 

1. Supplemental Information for Historic Buildings: It is the applicant's responsibility to research the historical 

status of any and ALL buildings. Additional information may be obtained from the Nantucket Historical Association 

Library. If not historic, denote on application. 

 
2. Exterior Elevations and Floor Plans (4 copies): Must be Y.-inch scale and include all affected sides of the building, 

cardinal points (N, S, E, W), dimensions, heights, floor and ceiling heights, elevations of finished grade, window details 

and placement of HVAC units, electrical boxes, fuel tanks, etc. All changes from approved or existing design must be 

clouded on drawing . All material MUST BE LEGIBLE, collated and stapled. Reduced sets should maintain a font size 

of 12. 

 
3. As-Built Plans (1copy): of existing elevations 

 
4. Hardscaping Plans (4 copies): To legible scale. This includes fences, decks, porches, arbors, retaining walls, 

tennis courts, swimming pool, driveways, gazebos etc. All material MUST BE LEGIBLE, collated and stapled. 

 

 
5. Topographic Map: Must show existing and proposed grade for any change of more than one foot in height on grade 

. Retaining walls must be applied for separately (see hardscaping plan). 

 
6. Door and Window Schedule (4 copies): Must include window type (true divided, simulated divided), number of 

lights, dimensions, materials, manufacturers type name and type number. 
 

7. 

_____________ 

(initial to indicate 

read and 

understand) 

I UNDERSTAND THAT A TRUE DIVIDED LIGHT WINDOW/DOOR IS DEFINED AS MULTIPLE INDIVIDUAL 
SINGLE PANES OF GLASS (i.e., NOT DOUBLE-PANED OR INSULATED) ASSEMBLED IN THE SASH/DOOR 
USING MUNTINS. 

 

8. Abutter Notification Materials - Abutters list from Assessors Office, certified mail stubs, and a copy of letter 

are required for all applications for changes of 1000 square feet or more except in the Nantucket Historic Core 

and 'Sconset Historic Core where the requirement for new construction is 100 square feet. 

 
9. Approvals from Planning Board, Zoning Board of Appeals, Conservation Commission etc. 

Jan  

https://www.nantucket-ma.gov/151/GIS-Maps
mailto:hdcsubmissions@nantucket-ma.gov
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ste

105 NEWBURY STREET, 4TH FLOOR, BOSTON, MA 02116

7 CANNONBURY LANE
MAP 74 PARCLE 29

ANDREW KOTCHEN - (WORKSHOP/APD)

CANNONBURY HOLDINGS 1, LLC

8-6-2020

Digitally signed by Rob Ranney 

DN: cn=Rob Ranney, o=Town of 

Nantucket, ou=Assessor's Office, 

email=rranney@nantucket-ma.gov, 

c=US 

Date: 2020.08.06 08:41:07 -04'00'





MBLU Lot Lot Cut Owner Full Name Co-Owner Full Name Address Line 1 City State Zip Location

     74       9  CANNONBURY HOLDINGS 1 LLC 105 NEWBURY ST   4TH FL BOSTON MA 02116 10 CANNONBURY LN

     74      10  CANNONBURY HOLDINGS 2 LLC 105 NEWBURY ST  4TH FL BOSTON MA 02116 12 CANNONBURY LN

     74      26  HOLLINGS DONALD W & SHEILA 75 GLENRIDGE RD DEDHAM MA 02026 5 SLEETWING CI

     74      27  HUNTER JULIET F & WILLIAM F PO BOX 358 SIASCONSET MA 02564 3 SLEETWING CI 

     74      35  MCMANUS RYAN P & SICILIANO JOHN 

J TRS

75 STATE STREET BOSTON MA 02109 33 LOW BEACH RD

Count: 5

Abutters List



 

REVISED Nov 2012 

HISTORIC DISTRICT COMMISSION 
2 Fairgrounds Road 

Nantucket, Massachusetts 02554 
           Telephone: 508.325.7587                         Fax: 508.228.7298 

 
 
  
 

NOTICE OF HDC APPLICATION 
 

ABUTTERS AND INTERESTED PARTIES 
 

Please be informed that the Nantucket Historic District Commission will be considering the following proposal: 
 
 Address of Proposed Work: __________________________________________________________ 
 
 Tax Map Number: ________________________  Parcel Number: __________________________ 
 
 Owner of Record: _______________________________________________________________ 

 
Description of Proposal: _________________________________________________________ 
 
_________________________________________________________________________________ 

 
_________________________________________________________________________________ 

 
 _________________________________________________________________________________ 
 
 _________________________________________________________________________________ 
 
 
 Anticipated HDC Submission Date: _________________________________________________ 

 
You have been identified either as an abutter or interested party to the above property and are being notified in 
accordance with the Town Bylaw.  Please note that the above submission date is an estimate only; the actual 
meeting date will be determined once the HDC staff has established that a complete application has been 
submitted.  Please contact the HDC office to verify the date.  Please note that notification is only required at the 
time of initial submission of an application, not for each time an application goes before the Commission.  
Abutters are responsible for monitoring the status of applications. 
 
If you wish to comment on the above proposal, you are encouraged to submit your comments in writing to the 
HDC office.  If you wish to testify at a Commission meeting please be aware that your testimony may be 
limited by the Commission in accordance with Commission policies, which are included on the back of this 
form.  Due to the large sizes of most applications, the HDC office may not be able to send faxed copies of the 
plans.  Off-island abutters wishing more detailed information may enlist an on-island representative to view the 
plans in the HDC office. 
 
If you have any questions, please contact the HDC office at 508.325.7587. 
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REVISED Nov 2012 

HDC POLICIES FOR AN ABUTTER AND/OR INTERESTED PARTY TESTIMONY 
 
Abutters are encouraged to limit their responses to issues that fall within the statutory mandate of the 
HDC – mainly the appearance of a proposal from the publicly traveled way and its impact on the existing 
historic environmental context.  Issues such as land uses, noise, and impacts on private property are 
outside of the HDC’s purview and cannot be addressed by the Commission. 
 
In order to maintain a balance between the wishes of abutters and interested parties to express their 
concerns and the need of the HDC to conduct its business in a timely fashion, the following policies have 
been established: 
 

Abutters and interested parties wishing to testify before the Commission shall be limited to three 
minutes of testimony.  Only one representative from each abutting property or interested party 
shall be permitted to testify.   
 
For those cases in which a substantial number of abutters and/or interested parties wish to testify 
(as determined by the Chair), the Chair shall structure the review of an application as follows:  
 

1. Introduction of the application; 
2. Response by applicant; 
3. Public comment in favor of proposal; 
4. Public comment in opposition of proposal; 
5. Closing of public comment-no further comment unless requested by Commission 

members through the Chair; 
6. Commission comments and discussion with applicant; 
7. Commission action. 

 
The above meeting policies may be waived at the discretion of the Chair. 
 





CANNONBURY LANE  
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nantucket, ma 02564
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GENERAL NOTES:
1. DRAWINGS ARE REPRESENTATIVE DOCUMENTS TO FACILITATE CONSTRUCTION. 

CONTRACTOR SHOULD FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO 
CONSTRUCTION. THE HEIGHTS OF GRADE INDICATED ON DRAWINGS ARE 
APPROXIMATE AND ARE PROVIDED FOR INFORMATION ONLY. NOTIFY DESIGNER OF 
ANY ALTERATIONS OR DISCREPANCIES IMMEDIATELY UPON DISCOVERY AND BEFORE 
PROCEEDING WITH WORK.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DISTRIBUTION OF DRAWINGS TO THE 
SUB-CONTRACTORS UNDER HIS JURISDICTION.

3. THE CONTRACTOR IS TO COORDINATE THE WORK OF ALL SUB-CONTRACTORS, 
INCLUDING THE TIMING AND SCHEDULING OF THEIR WORK AND THE LAYOUT OF 
THEIR SYSTEMS. THE CONTRACTOR SHALL PROVIDE ALL SUB-CONTRACTORS WITH 
NECESSARY POWER AND ACCESS AND CONNECTIONS THROUGH FOUNDATION WALLS 
AS REQUIRED.

4. WORKSHOP/APD IS CONTRACTED TO SERVE AS THE OWNER'S REPRESENTATIVE 
DURING CONSTRUCTION. A REPRESENTATIVE OF WORKSHOP/APD SHALL MAKE 
PERIODIC SITE VISITS TO VERIFY CONSTRUCTION PROGRESS AND WILL REPORT 
FINDINGS TO THE OWNER AND CONTRACTOR IN THE FORM OF A WRITTEN REPORT. 
THE CONTRACTOR SHALL PROVIDE FREE ACCESS TO THE WORK TO THE OWNER, 
ARCHITECT, SUBCONTRACTOR, AND THEIR REPRESENTATIVES AT ALL TIMES.

5. THE CONTRACTOR SHALL ACKNOWLEDGE THAT JOB SITES ARE DIFFICULT AND 
DANGEROUS PLACES TO WORK BY NATURE. AS SUCH, ALL NECESSARY 
PRECAUTIONS WILL BE TAKEN TO ENSURE THE SAFETY AND GENERAL WELL BEING 
OF HIS EMPLOYEES. CONTRACTOR SHALL PROVIDE GUARDS, RAILS,BARRICADES, 
FENCES, CATCH PLATFORMS, BRIDGING, DECKING, NIGHT LIGHTING, ETC. AS 
REQUIRED. THE USE OF ANY STEREOS AND/OR RADIOS AND THE PRESENCE OF PETS 
OF ANY KIND ARE PROHIBITED ON THE JOB SITE.

6. DRAWINGS SHALL NOT BE SCALED BY HAND. USE ONLY PRINTED DIMENSIONS TO 
IDENTIFY SIZE AND DIMENSION OF MATERIALS AS SHOWN. CONTACT THE DESIGNER 
TO VERIFY ANY DIMENSION THAT HAS BEEN OMITTED FROM THESE PLANS.

7. CONTRACTOR TO PROVIDE ALL MATERIALS FOR A COMPLETE JOB AS INDICATED IN 
THE DRAWINGS BOTH GRAPHICALLY AND WRITTEN, IN CASE OFDISCREPANCIES, THE 
MORE STRINGENT AND/OR COSTLY EXAMPLE SHALL BE ASSUMED, CONSULT 
DESIGNER IF SUCH A SITUATION OCCURS.

8. SHOP DRAWINGS SHALL BE SUBMITTED TO WORKSHOP/DPC, PRIOR TO PROCEEDING 
WITH WORK, FOR ALL MATERIALS THAT REQUIRE FABRICATION.WORKSHOP/DPC 
SHALL REVIEW AND RETURN SHOP DRAWINGS TO CONTRACTOR WITHIN A PERIOD OF 
TEN WORKING DAYS FROM THE DATE OF SUBMITTAL.

9. CONTRACTOR SHALL FURNISH SAMPLES OF ALL MATERIALS, AND/OR FINISHES AS 
SPECIFIED FOR CONSTRUCTION AT THE REQUEST OF THE OWNER OR DESIGNER.

10. ALL MATERIALS SHALL BE NEW, UNUSED, AND OF THE HIGHEST QUALITY IN EVERY 
RESPECT UNLESS NOTED OTHERWISE OR AT THE SPECIFIC AUTHORIZATION OF THE 
OWNER.

11. ALL WORK SHALL BE ERECTED AND INSTALLED PLUMB, LEVEL, SQUARE AND TRUE.
12. CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING REQUIRED TO 

COMPLETE WORK OR MAKE PARTS FIT TOGETHER PROPERLY, WITHOUT 
COMPROMISING QUALITY OF WORK.

13. DURING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR BRACING 
AND PROTECTING ALL WORK FROM DAMAGE, BREAKAGE, COLLAPSE,DISTORTIONS 
AND MIS- ALIGNMENT ACCORDING TO APPLICABLE BUILDING CODES AND 
STANDARDS OF GOOD PRACTICE.

14. CONTRACTOR SHALL MAINTAIN AND PROTECT ALL EXISTING SYSTEMS AT ALL 
TIMES FROM THE EFFECTS OF ADVERSE WEATHER (RAIN, SNOW, COLD, ETC.)AT NO 
ADDITIONAL COST TO THE OWNER.

15. ALL WORK SHALL BE INSTALLED SO THAT REQUIRED PARTS ARE READILY 
ACCESSIBLE AND AVAILABLE FOR INSPECTION, OPERATION, MAINTENANCE AND 
REPAIR.

16. CONTRACTOR SHALL MAINTAIN CLEAR AND UNOBSTRUCTED ACCESS FROM ALL 
FLOORS TO STAIRWELLS AND EXTERIOR EXITS AT ALL TIMES.

17. CONTRACTOR SHALL HAVE SOLE RESPONSIBILITY FOR PROTECTING ALL 
DANGEROUS AREAS FROM ENTRY BY UNAUTHORIZED PARTIES.

18. CONTRACTOR SHALL PROVIDE PROTECTION OF ALL WINDOWS AND DOORS DURING 
CONSTRUCTION. MEANS OF PROTECTION SHALL NOT BE ATTACHED TOWINDOW AND 
DOOR FRAMES.

19. THE CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE REQUIRED TO 
COORDINATE WITH OTHER SUBCONTRACTORS AS NECESSARY, INCLUDING THOSE 
HIRED UNDER SEPARATE CONTRACT BY THE OWNER. EACH SUBCONTRACTOR 
SHOULD COMPLETE WORK ON AN EXPEDIENT AND REASONABLE SCHEDULE, IN A 
MANNER THAT DOES NOT DELAY OTHER TRADES AND SUBCONTRACTORS FROM 
COMPLETION OF WORK.

20. ALL NAILS AND FASTENERS IN AREAS PRONE TO MOISTURE SHALL BE "HOT DIPPED 
GALVANIZED" UNLESS NOTED OTHERWISE.

21. THE CONTRACTOR SHALL KEEP SUFFICIENT WORKMAN ON THE JOB SITE AT ALL 
TIMES TO PERFORM WORK IN THE MOST EXPEDITIOUS MANNER CONSISTENT WITH 
GOOD WORKMANSHIP, SOUND BUSINESS PRACTICE AND IN THE BEST INTEREST OF 
THE OWNER.

22. THE CONTRACTOR SHALL SECURE AND PAY FOR ALL PERMITS AND INSPECTION 
SERVICES OF LOCAL AUTHORITIES OTHER THE ACTUAL BUILDING PERMIT AND 
HISTORIC DISTRICT COMMISSION APPROVAL, WHICH SHALL BE SECURED BY THE 
OWNER OR DESIGNER PRIOR TO THE SCHEDULED START DATE.  ALL INSPECTIONS, 
RECORDS AND CERTIFICATE OF OCCUPANCY SHALL BE GIVEN TO THE OWNER AT THE 
END OF THE JOB. THE JOB SHALL NOT BE CONSIDERED COMPLETE UNTIL THE 
CERTIFICATE OF OCCUPANCY IS ISSUED.

23. ALL WORK SHALL CONFORM TO ALL APPLICABLE NATIONAL, STATE AND LOCAL 
BUILDING, PLUMBING, ELECTRICAL, AND LIFE SAFETY CODES, EVEN WHEN NOT 
SPECIFIED IN THE DRAWING, NOTES, OR SPECIFICATIONS. IF ANY CODE IS IN 
CONFLICT WITH THESE, THE CONTRACTOR SHALL REPORT SUCH TO CWA FOR 
REVISIONS PRIOR TO BIDDING.  IN THE EVENT OF CONFLICT BEWDHEEN APPLICABLE 
CODES OR REGULATIONS AND REFERENCE STANDARDS OF THESEPLANS AND 
SPECIFICATION, THE MORE STRINGENT PROVISIONS SHALL GOVERN.

24. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING UTILITY COMPANIES TO 
ENSURE SAFE DIGGING.

25. A REGISTERED SURVEYOR SHALL BE REQUIRED TO SET ALL FOUNDATION CORNERS, 
ELEVATIONS AND DIMENSIONS ON SITE.

26. USE OF THESE DRAWINGS MUST BE IN COMPLIANCE WITH ALL OCCUPATIONAL 
SAFETY & HEALTH ADMINISTRATION [OSHA] REQUIREMENTS.

FOUNDATION NOTES:
1. FOUNDATION NOTES ARE APPLICABLE TO ALL CONDITIONS UNLESS OTHERWISE 

NOTED.
2. ALL FOUNDATION WALLS SHALL BE 10" THICK CONCRETE, MINIMUM 3000PSI AT 28 

DAYS, UNLESS OTHERWISE NOTED.
3. FOUNDATION WALLS SHALL BE KEYED INTO FOOTINGS.
4. FOOTINGS SHALL BE A MINIMUM OF 1'-0"D X 2'-0"W WITH 3-#4 CONTINUOUS 

HORIZONTAL BARS. HORIZONTAL REINFORCING SHALL BE PLACED AT 3" ABOVE 
BOTTOM OF FOOTING.

5. ALL FOOTINGS AND CONCRETE PIERS SHALL EXTEND 4'-0" BELOW GRADE MINIMUM.
6. CONCRETE PIERS SHALL HAVE BELL CAST FOOTING. BASE OF BELL SHALL BE 3 

TIMES WIDTH OF PIER; DEPTH OF BELL SHALL EQUAL WIDTH OF PIER. TAPER OF BELL 
SHALL BE 45 DEG. ANGLE MINIMUM.

7. ALL PERIMETER FOUNDATION WALLS SHALL HAVE WATERPROOFING APPLIED TO THE 
EXTERIOR.

8. FOUNDATION WALLS SHALL INCORPORATE 16" LONG - 1/2" DIAMETER ANCHOR 
BOLTS AT 32" O.C. MINIMUM, ON ALL PERIMETER WALLS. A MINIMUM OF WDHO 
BOLTS SHALL BE USED AT EACH SILL PLATE. HOLD BOLTS 18" OFF CORNERS 
MINIMUM. APPROVAL OF TOPSOIL REMOVAL SHALL BE IN THE FORM OF ACHANGE 
ORDER.

9. CONCRETE FLOOR SLABS SHALL BE 4" THICK MINIMUM AND BE REINFORCED WITH 
WELDED WIRE MESH OR FIBER MESH REINFORCING. REINFORCING SHALL BE 
PLACED AT THE CENTER OF THE SLAB. FLOOR SLABS SHALL  BE POURED OVER 4" 
GRAVEL BASE AND 6 MIL. POLY-VAPOR BARRIER ON STRUCTURALLY COMPACTED 
OR UNDISTURBED SOIL.

10. CONTRACTOR AND SUBCONTRACTORS SHALL USE CLEAN SAND, WELL GRADED 
AND FREE FROM ANY DELETERIOUS SUBSTANCES, AND CLEAN WATER,TAKEN FROM 
A SOURCE SUITABLE FOR DOMESTIC CONSUMPTION.

11. FOR ALL BRICK OR STONE FINISHES THE  CONTRACTOR SHALL SUBMIT A SAMPLE 
TO THE DESIGNER FOR APPROVAL, PRIOR TO INSTALLATION.

12. ANCHORS AND TIES SHALL BE  CORROSION PROOF AND GALVANIZED AFTER 
FABRICATION.

13. COLD WEATHER INSTALLATIONS FOR CONCRETE, WHEN AIR TEMPERATURE IS 
BELOW 40 DEGREES F, REQUIRE APPROVAL BY THE DESIGNER.

14. MASONRY WORK SHALL BE PLUMB, TRUE TO LINE, WITH COURSES LEVEL. BUILD IN 
ALL METAL TIES AND ANCHORS AS WORK PROGRESSES.

15. CONCRETE MASONRY UNIT CONSTRUCTION SHALL COMPLY WITH THE FOLLOWING 
STANDARDS: HOLLOW UNITS - ASTM C-90; SOLID UNITS - ASTM C-145;PORTLAND 
CEMENT - ASTM C-150; MASONRY CEMENT - ASTM C-91 (NON-STAINING CEMENT 
SHALL BE USED WHERE NON-STAINING MORTAR IS REQUIRED);HYDRATED LIME -
ASTM C-207. 6.  C.M.U., BOTH BOTTOM AND ENDS, SHALL BE SET IN A FULL BED OF 
MORTAR WITH JOINTS OF UNIFORM THICKNESS ANDHEAD JOINTS IN ALTERNATE 
COURSES PLUMB OVER THE ONES BELOW.

16. ALL JOINTS SHALL BE TOOLED AS SOON AS POSSIBLE AFTER INITIAL SET. FLUSH 
JOINTS SHALL NOT BE PERMITTED.

17. REFER TO DETAILS FOR FURTHER INFORMATION.

PLUMBING/MECHANICAL NOTES:
1. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 

CUTTING OR DRILLING.
2. ALL PLUMBING/MECHANICAL WORK SHALL COMPLY WITH ALL APPLICABLE CODES, 

BE PERFORMED BY A LICENSED TRADESPERSON, AND BE COMPLETED IN 
ACCORDANCE WITH THE DIRECTION OF LOCAL BUILDING CODE OFFICIALS. 
SUBCONTRACTORS AND TRADESPERSONS ARE RESPONSIBLE FOR OBTAINING 
REQUIRED PERMITS FOR THEIR TRADE, SCHEDULING AND COMPLETING REQUIRED 
INSPECTIONS AND OPERATING ON A REASONABLE AND EFFICIENT SCHEDULE THAT 
DOES NOT DELAY THE WORK OF OTHER TRADES.

3. ALL MATERIALS SHALL BE SIZED IN ACCORDANCE WITH THE PROPOSED PLANS, 
ALLOWING FOR FUTURE EXPANSION IF INDICATED. ALL WORK SHALL BE INSTALLED 
SO THAT REQUIRED PARTS ARE READILY ACCESSIBLE AND AVAILABLE FOR 
INSPECTION, OPERATION, MAINTENANCE AND REPAIR.

4. ALL PRODUCTS, MATERIALS AND FIXTURES SHALL BE INSTALLED IN A MANNER 
CONSISTENT WITH SOUND PRACTICE AND QUALITY WORKMANSHIP.

5. PLUMBING WORK SHALL INCLUDE ALL LABOR AND MATERIALS FOR ALL PIPING, 
FIXTURES, HOT WATER HEATER, AND SEWER/SEPTIC CONNECTIONS. THIS INCLUDES 
CONNECTIONS FOR AN ICEMAKER IN THE REFRIGERATOR, THE DISHWASHER, AND 
WASHING MACHINE AS INDICATED ON PLANS. THE KITCHEN SINK WILL HAVE A 
GARBAGE DISPOSAL.

6. HOT WATER HEATER SHALL BE PROPANE FIRED HOT WATER HEATER, POWER 
VENTED, 45 GALLON CAPACITY ("SUPER STORE" OR APPROVED EQUIVALENT).

7. PLUMBER SHALL FURNISH AND INSTALL 500 GAL. UNDERGROUND PROPANE 
STORAGE TANK, AND ALL REQUIRED PIPING TO BOILER, CLOTHES DRYER AND 
KITCHEN RANGE.

8. HEATING WORK SHALL INCLUDE ALL LABOR AND MATERIALS, 
ELECTRICAL/PLUMBING CONNECTIONS, AND INSTALLATION AS THEY OCCUR. 
DESCRIPTION OF SPECIFIC UNIT SHALL BE PART OF THE BID. STANDARD HEATING 
UNIT SHALL BE PROPANE FIRED RADIANT HOT WATER BASEBOARD SYSTEM WITH 
EFFICIENCY RATING OF 94 UNIT IS TO BE SIDEWALL VENTED. UNIT SIZE SHALL BE 
SIZED TO ACCOMMODATE THE ENTIRE HOUSE AT 78DF AT A 0DF EXTERIOR 
TEMPERATURE. HEATING SYSTEM SHALL BE CAPABLE OF OPERATING AT PEAK 
EFFENCENCY AT A TEMPERATURE OF 72°F. HEATING SYSTEM SHALL BE DIVIDED INTO 
WDHO ZONES. THERMOSTATS SHALL BE DIGITAL AND PROGRAMMABLE.

9. VENT TO THE EXTERIOR ALL BATHROOMS WHICH DO NOT HAVE OPERABLE 
WINDOWS.

FRAMING NOTES:
1. ALL WOOD FRAMING MEMBERS SHALL BE STRUCTURAL GRADE #2 OR BETTER.
2. ALL WOOD SHALL COMPLY WITH THE U.S. DEPARTMENT OF COMMERCE AMERICAN 

LUMBER STANDARDS SIMPLIFIED PRACTICE AND GRADING REQUIREMENTS OF A 
RECOGNIZED ASSOCIATION UNDER WHOSE RULES THE LUMBER IS PRODUCED.

3. WOOD SHALL BE FROM LIVE STOCK, THOROUGHLY SEASONED, WELL 
MANUFACTURED AND GENERALLY FREE FROM WARPAGE THAT CANNOT BE 
CORRECTED BY BRIDGING OR NAILING.

4. MOISTURE CONTENT OF LUMBER SHALL NOT EXCEED 19 % AT THE TIME OF 
CONSTRUCTION.

5. ALL PLAN DIMENSIONS ARE TO OUTSIDE OF FRAMING MEMBERS AND CENTERLINE 
OF OPENINGS. VERIFY ALL ROUGH OPENINGS WITH WINDOW AND DOOR SCHEDULE.

6. ALL EXTERIOR WALLS, AND INTERIOR PARTITION WALLS BEHIND TOILETS, SHALL BE 
2"X6" STUD CONSTRUCTION AT 16" O.C. TYPICAL. ALL OTHER INTERIOR PARTITION 
WALLS SHALL BE 2"X4" STUD CONSTRUCTION AT 16" O.C. TYPICAL. WALLS SHALL 
HAVE SINGLE SHOE AND DOUBLE TOP PLATE.

7. JOIST HANGARS SHALL BE USED AT ALL FLUSH-FRAMED FLOOR JOISTS. JOISTS 
OVERLAPPING AT A SUPPORTING BEAM, SHALL OVERLAP 3" MINIMUM.

8. PROVIDE WOOD BLOCKING OR METAL BRIDGING AT 1/3RD POINTS ON ALL FLOOR 
JOISTS. BLOCKING SHOULD BE SPACED 4'-0" O.C. MINIMUM AND 8'-0" O.C.MAXIMUM.

9. DOUBLE FLOOR JOISTS OR BLOCKING SHALL BE PROVIDED BELOW ALL INTERIOR 
PARTITION WALLS.

10. SIZES OF WOOD MEMBERS ARE NOMINAL SIZES. ALL LUMBER SHALL BE SURFACED 
ON FOUR SIDES, UNLESS NOTED OTHERWISE.

11. STRUCTURAL MEMBERS SHALL NOT BE IMPAIRED OR UNDERMINED BY IMPROPER 
CUTTING OR DRILLING

12. INSTALL GIRDER MEMBERS WITH JOINTS OVER SUPPORTS, PROVIDE 1/2" AIRSPACE 
AT ENDS AND SIDES OF GIRDERS FRAMED INTO MASONRY OR CONCRETE. WOOD 
SHIMS UNDER THE ENDS OF GIRDERS SHALL NOT BE PERMITTED.

13. MINIMUM BEARING OF JOISTS FRAMED INTO MASONRY SHALL BE 3".
14. JOISTS EXTENDING OVER BEARING PARTITIONS OR BEAMS MAY BE BUTTED AND 

TIED TOGETHER, OR NAILED TOGETHER WITH A MINIMUM OVERLAP OF 4".
15. EXTERIOR AND BEARING WALL CONSTRUCTION SHALL INCLUDE ADEQUATE 

RESISTANCE TO WRACKING BY THE USE OF CORNER BRACING OR ANCHORAGE OF 
STRUCTURAL SHEATHING TO PLATES.

16. JAMB STUDS, EXTENDING IN ONE PIECE FROM HEADER TO SOLE PLATE, SHALL BE 
INSTALLED AT ALL WINDOW AND DOOR OPENINGS TO FORM RIGID ENCLOSURE.

17. PLYWOOD SHALL COMPLY WITH ALL APPLICABLE STANDARDS OF THE APA 
(AMERICAN PLYWOOD ASSOCIATION)

18. EXTERIOR TYPE HARDWOOD PLYWOOD, "TECHNICAL" OR "TYPE 1", MAY BE USED 
FOR ANY PART OF THE STRUCTURE.

19. STRUCTURAL INTERIOR TYPE, "STRUC-INT.", PLYWOOD MAY BE USED FOR ALL 
INTERIOR WORK AND EXTERIOR WORK NOT DIRECTLY EXPOSED TO THEWEATHER.

20. INTERIOR PLYWOOD, "INT." OR "TYPE 2" MAY BE USED FOR INTERIOR WORK, EXCEPT 
BATHROOM AND SHOWER ENCLOSURES.

21. ROOF SHEATHING: 3/4" EXTERIOR GRADE T&G "TECHNICAL" PLYWOOD NAILED AT 
10" O.C. WITH GALVANIZED 10D COMMON NAILS.

22. FLOOR SHEATHING: 3/4" STRUCTURAL "STRUCT-INT" PLYWOOD NAILED AT 10" O.C. 
WITH 10D COMMON NAILS.

23. EXTERIOR WALL SHEATHING: 1/2" EXTERIOR GRADE "TECHNICAL" PLYWOOD NAILED 
AT 6" O.C. WITH GALVANIZED 6D COMMON NAILS.

24. ALL OTHER SHEATHING: 1/2" INTERIOR GRADE "INT" PLYWOOD NAILED AT 6" O.C. 
WITH 6D COMMON NAILS.

25. FRAME ALL RAFTERS OPPOSITE EACH OTHER AT RIDGE WITH TIES OR RIDGE 
BOARD. THE DEPTH OF THE RIDGE BOARD SHALL BE NO LESS THAN THE CUT OF THE 
RAFTERS.

EXTERIOR FINISH NOTES:

GLAZING NOTES:
1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE ALL GLAZING (WINDOW, DOOR, 

OR OTHERWISE) ADJACENT TO A WALKING SURFACE, STAIR, LANDING,TUB OR 
SHOWER SAFETY LAMINATED GLASS MEETING THE REQUIREMENTS OF THE 
MASSACHUSETS STATE BUILDING CODE, NANTUCKET, AND ANY OTHER APPLICABLE 
LOCAL OR NATIONAL CODE.

2. PROVIDE SHOWER ENCLOSURES AS INDICATED ON THE PLANS. GLASS TO BE LOW 
IRON, CLEAR GLASS.

ABBREVIATIONS
ABOVE FINISHED FLOOR AFF
ACCESS PANEL A.P.
ACOUSTICAL ACOUS.
ADJACENT ADJ.
AIR CONDITIONING A/C
ALUMINUM AL.
APPROXIMATE APPROX.
ARCHITECTURAL ARCH.
BLOCKING BLKG
BY OTHER/OWNER B.O.
CEILING CLG.
CEILING HEIGHT C.H.
CENTER LINE CL.
CERAMIC TILE C.T.
COLUMN COL
CONCRETE CONC.
CONSTRUCTION CONST.
CONTINUOUS CONT.
DETAIL DTL.
DIMENSION DIM.
DOOR DR.
DOUBLE DBL.
DOWN DN.
DRAING DWG.
EACH EA.
ELECTRIC/ELECTRICAL ELEC.
ELEVATION ELEV.
EMERGENCY EMER.
EQUAL EQ.
EQUIPMENT EQPT.
EXISTING EXIST.
EXTERIOR EXT.
FINISH FIN
FINISH FLOOR FIN. FL.
FIREPROOF FPRF.
SELF-CLOSING S.C.
FLOOR FL.
FLUORESCENT FLUOR.
FOOR/FEET FT.
GLASS GL.
GRILLE GRL.
GROUND FAULT INTER. GFI.
GYPSUM WALLBOARD GWB
HANDRAIL HNDRL.
HARDBOARD HDBD.
HARDWOOD HDWD.
HEATING, VENT. & A/C HVAC
HOLLOW CORE HC
HOLLOW METAL H.M.
HORIZONTAL HORIZ.
INCHES IN.
INSULATION INSUL.
JUNCTION BOX J.B.
LAMINATE LAM.
LOW VOLTAGE L.V.

MATERIAL MATL.
MAXIMUM MAX.
MECHANICAL MECH.
METAL MTL.
MINIMUM MIN.
MISCELLANEOUS MISC.
MOLDING MLDG.
MOUNTED MTD.
MULLION MUL.
NOMINAL NOM.
NOT APPLICABLE N.A.
NOT IN CONTRACT N.I.C.
NUMBER NO.
ON CENTER O.C.
OPENING OPNG
OPPOSITE/OPPOSITE HAND OPP./OPH
PAINTED PTD.
PARTITION PARTN.
PLASTER PL
PLASTIC LAMINATE P.LAM
PLYWOOD PLYWD., PLY.
QUANTITY QTY.
RECESSED REC.
REQUIRED REQ'D
RETURN AIR R.A.
REVISE/REVISION REV.
ROUGH OPENING R.O.
SCHEDULE SCHED.
SECTION SECT.
SHEET SHT.
SIMILAR SIM.
SOLID CORE SC
SQUARE FOOT SQ.FT.
STAINLESS STEEL S.STL.
STANDARD STD.
STEEL STL.
STORAGE STOR.
TELEPHONE TEL.
TO BE DETERMINED T.B.D.
TYPICAL TYP.
UNLESS OTHERWISE NOTED U.O.N.
VERIFY IN FIELD V.I.F.
VINYL COMPOSITION TILE VT/VCT
WITH W/
WITHOUT W/O
WOOD WD.
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1. BUILDING PAPER SHALL BE INSTALLED OVER ALL EXTERIOR SHEATHING TO RESIST 
MOISTURE AND WIND INFILTRATION. WALLS SHALL HAVE MINIMUM 15#FELT PAPER, 
ROOFS SHALL HAVE MINIMUM 30# ASPHALT IMPREGNATED FELT PAPER, WITH NOT 
LESS THAN 4" OVERLAP. FELT SHALL CONTINUE BEHIND ALL EXTERIOR TRIM, 
DOUBLED AND FOLDED INTO OPENINGS.

2. PROMPTLY REMOVE ALL MANUFACTURERS' STICKERS FROM GLASS AFTER 
INSTALLATION.

3. KEEP AREAS TO BE INSULATED CLEAN AND DRY.  DO NOT INSTALL INSULATION 
WHERE IT MAY BE EXPOSED TO WATER. INSTALL AS PER MANUFACTURER'S 
INSTRUCTIONS AND BUILDING CODE REQUIREMENTS. PROVIDE INSECT SCREEN OR 
BARRIER AT ALL VENT OPENINGS.

4. EXTERIOR FOUNDATION TO BE PARGE.
5. DECKS SHALL USE 1" X 4" MAHOGANY, CONFIRM, LAID FLAT WITH 1/4" REGULAR 

SPACING. ALL FLOORING AND DECKING SHALL BE TREATED % BOILED LINSEED 
OIL/50 % CUPRINOL AND WITH A MIXTURE OF 50 TRAFFIC SHALL BE PREVENTED 
OVER FINISHED SURFACES FOR THE PERIOD OF ONE WEEK.

6. EXTERIOR STEPS SHALL BE EQUAL TO DECK CONSTRUCTION, TRIM AND FINISH. 
RISERS SHALL MATCH TRIM MATERIAL. NOSING SHALL PROJECT 3/4".

7. ALL EXTERIOR STEPS SHALL LAND ON TO A 4" CONCRETE PAD SET ON A 4" GRAVEL 
BASE ON STRUCTURALLY COMPACTED SOIL. PAD SHALL BE 6" WIDER THAN STEPS 
AND PROJECT FROM LAST RISER 6" TOWARD DECK AND 18" AWAY FROM DECK.

8. PORCH CEILINGS SHALL BE 1X8 CEDAR NATURAL TO WEATHER, SQUARE GROVE.
9. PORCH POSTS SHALL BE 4X4 STRUCT. CORE WRAPPED W/ 5 1/4" SQ.  NATURAL 

CEDAR TRIM.
10. SIDEWALL SHINGLES SHALL HAVE A MAXIMUM EXPOSURE OF 5", WITH DOUBLED 

SHINGLES AT ALL EAVES AND STARTER COURSE. BUTTS OF THE SHINGLES SHALL 
PROJECT 1 1/2" MINIMUM FROM THE EDGE OF THE ROOF EAVES TO ENSURE PROPER 
SPILLAGE.

11. WINDOW CAPS OR TRIM AND ALL OTHER PROJECTIONS AT POINTS WHERE RAIN 
ACCUMULATES OR RUNS OFF SHALL BE PROVIDED WITH FLASHING.FLASHING FOR 
RED CEDAR SHINGLES SHALL BE COPPER. SUCH FLASHING SHALL EXTEND A 
MINIMUM OF 6" UP THE WALL UNDER THE SHEATHING PAPERAND NOT LESS THAN 6" 
HORIZONTALLY. FLASHING SHALL BE SUFFICIENT LENGTH TO COVER THE COURSE 
ABOVE WITHOUT BEING PUNCTURED BY NAILS.

12. A CONTINUOUS RIDGE VENT SHALL BE PROVIDED AT ALL ROOF RIDGES, WHERE 
REQUIRED. SOFFIT VENTING SHALL BE PROVIDED AS INDICATED ON DETAIL 
DRAWINGS.

13. PROVIDE STEP FLASHING AT ALL CHIMNEY LOCATIONS.
14. SIDEWALL SHALL BE WHITE CEDAR SHINGLES, GRADE B. SHINGLES SHALL BEAR 

THE OFFICIAL GRADE MARKED LABEL OF THE CEDAR SHINGLE BUREAU.
15. CEDAR SHINGLES AND/OR BOARD&BATTEN SHALL HAVE NATURAL FINISH.
16. RIDGE VENTS SHALL BE "CORE VENT" OR EQUAL, EXTENDING ALONG ALL RIDGE 

LINES. TERMINATE RIDGE VENTS 12" FROM END OF RIDGE. COVERED W/SHINGLES.
17. EXTERIOR TRIM SHALL BE SPECIFIED AS FOLLOWS:

A. WINDOW AND DOOR JAMBS: 1"X5" RED CEDAR WINDOW AND DOOR HEADS: 
5/4"X4" RED CEDAR, EXTENDED 3/4" BEYOND JAMB CASING.  HEADS TOHAVE 

CONTINUOUS COPPER DRIP CAP. 
B. WINDOW SILLS: WHEN NOT WOOD BY MANUFACTURER SHALL BE PRIMED 
PINE 2X2 W/ 7D TOP BEVEL EXTENDED 3/4" BEYOND JAMB CASING. 
DOORSILLS: INSTALLED BY MANUFACTURER  
C. CORNER BOARDS: 6" EA. WY. RED CEDAR (IF APPLICABLE)
D. RAKE BOARDS: 1X8 RED CEDAR
E. FASCIA BOARDS: 1X8 RED CEDAR 
F. RAKE/FASCIA TRIM BOARDS: 1X3 RED CEDAR
G. FRIEZE BOARDS TO BE 1X6 BLOCKED OUT 1 1/2" TO ACCOMMODATE SOFFIT 

VENTING & TOP OF SHINGLES (IF APPLICABLE)
H. ALL TRIM TO BE PAINTED: SEE SCHEDULE

DOOR AND WINDOW SASHES PAINTED : BLACK
18. ALL EXTERIOR TRIM SHALL BE PLANED ON ALL FOUR SIDES AND HAVE SQUARED 

EDGES.
19. WINDOW & DOOR MANUFACTURERS AND SIZES AND HARDWARE SHALL BE 
SPECIFIED IN DOOR AND WINDOW SCHEDULE.
20. INSULATION SHALL BE SPECIFIED AS FOLLOWS:

A. EXTERIOR WALLS: 5" R-21 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR 
BARRIER AT INSIDE FACE OF ALL EXTERIOR WALLS.

B. ROOF: 9 1/4" R-38 BATT INSULATION. INSTALL 4 MIL. POLY-VAPOR BARRIER AT 
INSIDE FACE OF ALL EXTERIOR WALLS

C. INTERIOR WALLS AND CEILINGS: USG 3" TERMAFIBER SOUND ATTENUATION 
BLANKETS

D. FOUNDATION INSULATION: 4" RIGID INSULATION SECURED TO EXTERIOR FACE 
OF WALL

E. FIRST FLOOR INSULATION: 9 1/4" R-30 BATT INSULATION
21. CAVITIES SHALL SUPPORT PROPER VENTING, INCLUDING THE INSTALLATION OF 
BAFFLES BEWDHEEN ALL RAFTERS. KEEP ALL VENTILATION SPACE UNOBSTRUCTED.
22. EXTERIOR BRICK SHALL MEET STANDARDS OF THE BRICK INSTITUTE OF AMERICA 
(BIA) FOR EXTERIOR/SEVERE WEATHER USE.

CLG. MTD.SMOKE DETECTOR
HARDWIRE 120V WITH BATTERY

CLG. MTD. COMBINED SMOKE+C02 DETECTOR
HARDWIRE 120V WITH BATTERY

1 08/25/2020 HDC SUBMISSION
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BY THE POOL &
LANDSCAPE
SUBCONTRACTOR

GENERAL CONTRACTOR &
LANDSCAPE CONTRACTOR
TO CONFIRM ALL SITE
DRAINAGE NEEDS &
PLACEMENTS

60" GATE FOR
MAINTENANCE ACCESS

ODS

CRAWL
SPACE

ACCESS

PROPOSED COTTAGE
16' X 20' = 320 S.F.

PROPOSED NEW SHED IS
12' X 16', (200 SF MAX)

NEW DRIVEWAY LAYOUT

MAIN HOUSE: PROPOSED
ADDITIONS & RENOVATIONS

PROPOSED
POOL LOCATION

DEMO OR MOVE OFF
SITE EXISTING SHED

2 PERSPECTIVE VIEW FROM NORTH

Molinos Residence
Revised CD's

L LOCUS MAP

7 Hedge Row, Nantucket, Ma.

Scale: 1" = 10'S SITE PLAN

1 PERSPECTIVE VIEW FROM SOUTH

LOCUS

Scale: 1" = 160'

GROUND COVER TALLY:
EXISTING = 2,194 SF
DEMO PART KITCHEN = -46 SF
DEMO FIREPLACE = -7 SF
ADDITION @ STUDY = +32 SF
REVISED G.C. = 2,173 SF
ADD COTTAGE = + 320 SF
PROPOSED NEW TOTAL G.C. = 2,493 SF
MAX ALLOWED = 2,500 SF
POOL =  DOESN'T COUNT TOWARDS G.C.
SHED = < 200 SF DOESN'T COUNT
(PROPOSED 12 X 16' SHED = 192 SF)

DO NOT EXCEED 200 S.F.

7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Elevate units, White Clad, SDLS (7/8" Sim. Div. Lite w/ Spacer Bar), Low-E Glass w/ Argon,
Verify Screens w/ Owner. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

E

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units, White Clad, SDLS (5/8" Sim. Div. Lite w/ Spacer Bar), w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.

1

2

9

GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
3670 *

CUSFD 10070 OXXO

Marvin

Marvin

Marvin

D Marvin

Entry Door

Marvin (4) 15

6-Panel w/ 77804 Sidelights & Transoms for Total R.O. to Match Adjacent Windows

4 over 4

6

3

F Marvin

4

5 (2) French Door

Marvin

Marvin

(2) 15CUIFD 5070

CUOFD 4070 *

Casement

Double Hung

Casement

CUDH NG 1824

CUCA 2644

CUDH NG 2812-24

CUCA 2432

CUDH NG 2822 6 over 6

4

Quad Glider

(2) French Door

Quad Glider

Simpson

CUSFD 12070 OXXO (4) 15

6 Marvin (2) 15CUOFD 5070

7 Side Entry Door 123070 Simpson Type Entry Door, 12 Lite / 1 Panel

Double Hung 6 over 6CUDH NG 3024

G Marvin 6

8 French Door Marvin (2) 15CUSFD 6070R * Transom Above TO 91"

(2) 15

(2) French Door

Marvin

H MarvinDouble Hung CUDH NG 2832 * 6 over 6

9 (6 panel) Glider Marvin (6) 1CUSFD 20080 Multi-Slide 20080-OXX-XXO-R-UMSD-STK

Cottage Style
Double Hung

3 over 6 Supplier to verify glass size is +/- equal to a 3/6 Configuration
w/ Glass Pane Size to match adjacent "D" Windows

I MarvinDouble Hung CUDH NG 2032 * 4 over 4

Mull +/- 24" Wide Sidelights to Either Side of Door. Verify Fit to Exist. R.O., See Drawings

REVISED W/D SCHED PER 2/13/20 SMR

CUDH NG 2832 W/ MULLED TRANSOM FOR 91" OVERALL R.O.

CUDH NG 2032 W/ MULLED TRANSOM FOR 91" OVERALL R.O.

Verify on Site for Fit to Existing R.O.

Transom for 91" Overall R.O., Verify Fit to Existing R.O.

Simpson 6-Panel Door w/ (2) Simpson 77804 Sidelights

Simpson

= MULLED TRANSOM ABOVE TO BE VERIFIED WITH
  WINDOW SUPPLIER, ARCHITECT, & G.C. TO APPROVE
  ALL SHOP DRAWINGS PRIOR TO ORDER*

Double Hung CUDH NG 2824

GROUND COVER TALLY:
EXISTING = 2,194 SF
DEMO PART KITCHEN = -46 SF
DEMO FIREPLACE = -7 SF
ADDITION @ STUDY = +32 SF
REVISED G.C. = 2,173 SF
ADD COTTAGE = + 320 SF
PROPOSED NEW TOTAL G.C. = 2,493 SF
MAX ALLOWED = 2,500 SF
POOL =  DOESN'T COUNT TOWARDS G.C.
SHED = < 200 SF DOESN'T COUNT
(PROPOSED 12 X 16' SHED = 192 SF)



7 H
edge R

ow
, N

antucket,, M
A

 02554 Proposed First Floor Plan

Pr
op

os
ed

 F
ir

st
 F

lo
or

 P
la

n

HDC Revisions to
the

8/20/20

S. M. ROETHKE
d e s i g n,  i n c.

S.M.ROETHKE DESIGN
n a n t u c k e t . m a . 0 2 5 5 4

t: 508.825.7588 | f:
508.825.7589

www.smroethkedesign.com

COPYRIGHT NOTICE
These designs are the property of
S.M. ROETHKE DESIGN, INC.
and may not be used beyond the

scope of this project without
express written consent. All

applicable copyright laws can and
will be enforced.

© 2020

M
ol

in
os

 C
ot

ta
ge

REVISIONS:

7 
H

ed
ge

 R
ow

N
an

tu
ck

et
,, 

M
A

 0
25

54

HDC-3

STAMP:

A 3

C

1

20'-0" 9'-0"

16
'-
0

"
9'
-0

"
2
'-
0

"

20'-0" 9'-0"

16
'-
0

"
9'
-0

"
2
'-
0

"

4'-9"

2'-0" 8'-8"+/- 9'-4"+/-

9'
-8

"

3'-1" 3 1/2"

10'-6"+/- 4'-9"

E
Q

E
Q

4'-9" 10'-6 1/4" 4'-9"

8'-6"+/-

4
'-
6
"

10'-8" 9'-4"

3
'-
0

"

1'-6"

8
'-
0

"

4
'-
8
"

4
'-
0

"

4'-0"

2
A-2.1

3
A-2.1

4
A-2.1

1
A-2.1

COTTAGE
KITCHEN/LIVING

UP

CL

C L

CL CL

2
6
70

 P
K
T

4'-0" x 4'-0"

ODS

MARVIN
12070-OXXO QUAD SLIDER,
CENTERED IN ROOM

2
4
"

R
E
F

18
"

T
R

A
S
H

12" BURNER
IN 18" CAB

P.R.

3070

B
E
N
C
H

HOOKS

NEW 60"
SPIRAL

84" HEAD HEIGHT, TYP

TV

FIXED FIXED

CL

CL OF QUAD SLIDER

18
"

D
/W

18
"

S
IN

K
15

"
IC

E
15

"
D

W
R

S
2
4
"

M
IC

R
O

D
W

R

2
4
"

P
A
N
T
R

Y

18" WALL
CAB

18" WALL
(OPEN)

24" PAN

ICE

TR

D/W

24" REF

F
IX

E
D

F
IX

E
D

MARVIN
UGL-7040-OXXO,
CENTERED IN ROOM
84" HEAD HEIGHT, TYP

1

2

3

4

CL

4' x 4' P.T. CRAWL
SPACE ACCESS

BELOW

FLOOR TO FLOOR = 122.5"

HEAD HEIGHTS @ 1ST FLOOR
WINDOWS TO BE 7'-0"+/-, TO ALIGN
W/ ADJACENT 7' MARVIN DOORS

4'-0" x 4'-0"

GC TO VERIFY FINAL
ODS DIMENSIONS W/

SURVEYOR, RE: SETBACKS

POOL EQUIPMENT AREA

SITE SETBACK LINE

G.C. TO CONFIRM W/ SURVEYOR
THAT P.T. ACCESS WELL IS

ALLOWED IN SETBACK

E

N



7 H
edge R

ow
, N

antucket,, M
A

 02554 Proposed Second Floor Plan

Pr
op

os
ed

 S
ec

on
d 

Fl
oo

r 
Pl

an

HDC Revisions to
the

8/20/20

S. M. ROETHKE
d e s i g n,  i n c.

S.M.ROETHKE DESIGN
n a n t u c k e t . m a . 0 2 5 5 4

t: 508.825.7588 | f:
508.825.7589

www.smroethkedesign.com

COPYRIGHT NOTICE
These designs are the property of
S.M. ROETHKE DESIGN, INC.
and may not be used beyond the

scope of this project without
express written consent. All

applicable copyright laws can and
will be enforced.

© 2020

M
ol

in
os

 C
ot

ta
ge

REVISIONS:

7 
H

ed
ge

 R
ow

N
an

tu
ck

et
,, 

M
A

 0
25

54

HDC-4

STAMP:

B

B

B

4

2
A-2.1

3
A-2.1

4
A-2.1

1
A-2.1

20'-0"

16
'-
0

"
8
'-
0

"

20'-0"

16
'-
0

"
8
'-
0

"

3'-0" 14'-0" 3'-0"

2'-10"+/- 14'-4" 2'-10"+/-

2'-10"+/- 14'-4" 2'-10"+/-

8
'-
0

"
8
'-
0

"

10'-0" 10'-0"

5
'-
0

"
6
'-
0

"
5
'-
0

"

5 1/2" 12'-9" 3 1/2" 6'-0 1/2" 5 1/2"

20'-0"

60" PLATE HT60" PLATE HT

BUNK
ROOM

D
N

GABLE DORMER

GABLE DORMER

CL CL

C L C L

NORTH
BALCONY

14' x 8'

V-GROOVE
CEILING, TYP

60" PLATE HT60" PLATE HT

6' 7'

6
'

7'

6'7'
6
'

7'

6' 7'

6
'

7'

6'7'

6
'

7'

C L
C L

C L

CL CL

CL

T.V.

EXERCISE
ROOM

(CATH CEILING)

P A

5068 DBL POCKET

5468
OUTSWING

2 x 4 WALL

TWIN ON
PLATFORM
39" X 75"

TREADMILL

STATIONARY
BIKE

NEW 60"
SPIRAL

(CATH CEILING)

NOTE:
HEAD HEIGHTS @ 2ND FLOOR
WINDOWS TO BE 6'-8"+/-, TO ALIGN
W/ ADJACENT 6'-8" MARVIN DOOR

FLOOR TO FLOOR = 122.5"

BALCONY FRAMING

A A

BUILT-IN
HEADBOARD

CUBBIES,
TALL STORAGE,
DETAILS T.B.D.

CUBBIES,
TALL STORAGE,
DETAILS T.B.D.

BUILT-IN
HEADBOARD

TWIN ON
PLATFORM
39" X 75"

U/C
REF

N



7 H
edge R

ow
, N

antucket,, M
A

 02554 Proposed South E
xterior E

levation

Pr
op

os
ed

 S
ou

th
 E

xt
er

io
r 

E
le

va
ti

on

HDC Revisions to
the

8/20/20

S. M. ROETHKE
d e s i g n,  i n c.

S.M.ROETHKE DESIGN
n a n t u c k e t . m a . 0 2 5 5 4

t: 508.825.7588 | f:
508.825.7589

www.smroethkedesign.com

COPYRIGHT NOTICE
These designs are the property of
S.M. ROETHKE DESIGN, INC.
and may not be used beyond the

scope of this project without
express written consent. All

applicable copyright laws can and
will be enforced.

© 2020

M
ol

in
os

 C
ot

ta
ge

REVISIONS:

7 
H

ed
ge

 R
ow

N
an

tu
ck

et
,, 

M
A

 0
25

54

HDC-5

STAMP:

2
3
'-
9"

20'-0" 9'-0"

2
1"

12
2
 1

/2
"

1'
-3

"
8
'-
0

"

3

A

12
5

12
9

A

REVISE FENESTRATION

NEW STOOP/
EXTEND PORCH

PROPOSED PENT ROOF

REVISE
ODS

A

REMOVE LATTICE



7 H
edge R

ow
, N

antucket,, M
A

 02554 Proposed W
est E

xterior E
levation

Pr
op

os
ed

 W
es

t 
E

xt
er

io
r 

E
le

va
ti

on

HDC Revisions to
the

8/20/20

S. M. ROETHKE
d e s i g n,  i n c.

S.M.ROETHKE DESIGN
n a n t u c k e t . m a . 0 2 5 5 4

t: 508.825.7588 | f:
508.825.7589

www.smroethkedesign.com

COPYRIGHT NOTICE
These designs are the property of
S.M. ROETHKE DESIGN, INC.
and may not be used beyond the

scope of this project without
express written consent. All

applicable copyright laws can and
will be enforced.

© 2020

M
ol

in
os

 C
ot

ta
ge

REVISIONS:

7 
H

ed
ge

 R
ow

N
an

tu
ck

et
,, 

M
A

 0
25

54

HDC-6

STAMP:

1'-0" 8'-0"

2
3
'-
9"

9'-0" 16'-0"

2
1"

12
2
 1

/2
"

1'
-3

"
8
'-
0

"

B

12
9

12
5

B

NEW STOOP/
EXTEND PORCH

ELIMINATE
WINDOWS

PT CRAWL ACCESS,
ELIMINATE STAIRWELL

9
12

REVISE
ODS

PROPOSED PENT
ROOF



7 H
edge R

ow
, N

antucket,, M
A

 02554 Proposed N
orth E

xterior E
levation

Pr
op

os
ed

 N
or

th
 E

xt
er

io
r 

E
le

va
ti

on

HDC Revisions to
the

8/20/20

S. M. ROETHKE
d e s i g n,  i n c.

S.M.ROETHKE DESIGN
n a n t u c k e t . m a . 0 2 5 5 4

t: 508.825.7588 | f:
508.825.7589

www.smroethkedesign.com

COPYRIGHT NOTICE
These designs are the property of
S.M. ROETHKE DESIGN, INC.
and may not be used beyond the

scope of this project without
express written consent. All

applicable copyright laws can and
will be enforced.

© 2020

M
ol

in
os

 C
ot

ta
ge

REVISIONS:

7 
H

ed
ge

 R
ow

N
an

tu
ck

et
,, 

M
A

 0
25

54

HDC-7

STAMP:

2
3
'-
9"

9'-0" 20'-0"

2
1"

12
2
 1

/2
"

1'
-3

"
8
'-
0

"

REVISE
ODS

1

4

12
5

RED CEDAR ROOF
SHINGLES

PAINTED TRIM TO MATCH
EXISTING MH DETAILS

FIXEDFIXED

C

REVISE
FENESTRATION

REVISE
COLUMN
LAYOUT



7 H
edge R

ow
, N

antucket,, M
A

 02554 Proposed E
ast E

xterior E
levation

Pr
op

os
ed

 E
as

t 
E

xt
er

io
r 

E
le

va
ti

on

HDC Revisions to
the

8/20/20

S. M. ROETHKE
d e s i g n,  i n c.

S.M.ROETHKE DESIGN
n a n t u c k e t . m a . 0 2 5 5 4

t: 508.825.7588 | f:
508.825.7589

www.smroethkedesign.com

COPYRIGHT NOTICE
These designs are the property of
S.M. ROETHKE DESIGN, INC.
and may not be used beyond the

scope of this project without
express written consent. All

applicable copyright laws can and
will be enforced.

© 2020

M
ol

in
os

 C
ot

ta
ge

REVISIONS:

7 
H

ed
ge

 R
ow

N
an

tu
ck

et
,, 

M
A

 0
25

54

HDC-8

STAMP:

2
3
'-
9"

8'-0" 1'-0"

16'-0" 9'-0"

2
1"

12
2
 1

/2
"

1'
-3

"
8
'-
0

"

B

12
9

12
5

E

FIXEDFIXED

PROPOSED
PENT

ROOF

REVISE FENESTRATION

9
12

REVISE
COLUMN
LAYOUT

NEW STOOP/
EXTND PORCH



7 H
edge R

ow
, N

antucket,, M
A

 02554 W
/D

 Schedule

W
/D

 S
ch

ed
ul

e

HDC Revisions to
the

8/20/20

S. M. ROETHKE
d e s i g n,  i n c.

S.M.ROETHKE DESIGN
n a n t u c k e t . m a . 0 2 5 5 4

t: 508.825.7588 | f:
508.825.7589

www.smroethkedesign.com

COPYRIGHT NOTICE
These designs are the property of
S.M. ROETHKE DESIGN, INC.
and may not be used beyond the

scope of this project without
express written consent. All

applicable copyright laws can and
will be enforced.

© 2020

M
ol

in
os

 C
ot

ta
ge

REVISIONS:

7 
H

ed
ge

 R
ow

N
an

tu
ck

et
,, 

M
A

 0
25

54

HDC-9

STAMP:

7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Elevate units, White Clad, 7/8" SDLS (Sim. Div. Lite w/ Spacer Bar), Low-E Glass w/ Argon,
Verify Screens w/ Owner. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units, White Clad, w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.

1

2

GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
CUSFD 12070 OXXO

Marvin

Marvin

Sliding French Dr

12 / 1

4

3

Casement

CUDH NG 2622

CUCA 2432

Entry Door 3068, #77512

Double Hung 6 over 6CUDH NG 3028 E

Simpson

6 over 6

Marvin (4) 1

D MarvinCUCA 3040 9

REVISED W/D SCHED PER 2/11/20 SMR

1 Left, 1 RightCasement

12 Light 1 Panel (#77512), Mahogany.

Not Used

4 French Door CUIFD 5468-L Marvin (2) 15

E MarvinUGL 7040 OXXOQuad Glider (4) 1
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Town and County of Nantucket, MA February 25, 2019

MAP FOR REFERENCE ONLY 

NOT A LEGAL DOCUMENT

Town and County of Nantucket, MA makes no claims and no

warranties, expressed or implied, concerning the validity or

accuracy of the GIS data presented on this map.
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Data updated 11/19/2018
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Data updated 11/19/2018

1" = 160 ft

14'-0"+/-

12
'-
6
"+

/-

N

18
' x

 3
6'

PO
O
L

6'
 x
 6
'

SP
A

NEW PRIVET
HEDGE

AL
IG

N

ALIG
N

FINAL POOL LOCATION &
DETAILS TO BE COORD.
BY THE POOL &
LANDSCAPE
SUBCONTRACTOR

GENERAL CONTRACTOR &
LANDSCAPE CONTRACTOR
TO CONFIRM ALL SITE
DRAINAGE NEEDS &
PLACEMENTS

60" GATE FOR
MAINTENANCE ACCESS

ODS

CRAWL
SPACE

ACCESS

PROPOSED COTTAGE
16' X 20' = 320 S.F.

PROPOSED NEW SHED IS
12' X 16', (200 SF MAX)

NEW DRIVEWAY LAYOUT

MAIN HOUSE: PROPOSED
ADDITIONS & RENOVATIONS

PROPOSED
POOL LOCATION

DEMO OR MOVE OFF
SITE EXISTING SHED

COTTAGE SHIFTED,
PREVIOUS LOCATION

(SHOWN DASHED)

2 PERSPECTIVE VIEW FROM NORTH

Molinos Residence
Revised CD's

L LOCUS MAP

7 Hedge Row, Nantucket, Ma.

Scale: 1" = 10'S SITE PLAN

1 PERSPECTIVE VIEW FROM SOUTH

LOCUS

Scale: 1" = 160'

GROUND COVER TALLY:
EXISTING = 2,194 SF
DEMO PART KITCHEN = -46 SF
DEMO FIREPLACE = -7 SF
ADDITION @ STUDY = +32 SF
REVISED G.C. = 2,173 SF
ADD COTTAGE = + 320 SF
PROPOSED NEW TOTAL G.C. = 2,493 SF
MAX ALLOWED = 2,500 SF
POOL =  DOESN'T COUNT TOWARDS G.C.
SHED = < 200 SF DOESN'T COUNT
(PROPOSED 12 X 16' SHED = 192 SF)

DO NOT EXCEED 200 S.F.

7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Elevate units, White Clad, SDLS (7/8" Sim. Div. Lite w/ Spacer Bar), Low-E Glass w/ Argon,
Verify Screens w/ Owner. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

E

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units, White Clad, SDLS (5/8" Sim. Div. Lite w/ Spacer Bar), w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.

1

2

9

GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
3670 *

CUSFD 10070 OXXO

Marvin

Marvin

Marvin

D Marvin

Entry Door

Marvin (4) 15

6-Panel w/ 77804 Sidelights & Transoms for Total R.O. to Match Adjacent Windows

4 over 4

6

3

F Marvin

4

5 (2) French Door

Marvin

Marvin

(2) 15CUIFD 5070

CUOFD 4070 *

Casement

Double Hung

Casement

CUDH NG 1824

CUCA 2644

CUDH NG 2812-24

CUCA 2432

CUDH NG 2822 6 over 6

4

Quad Glider

(2) French Door

Quad Glider

Simpson

CUSFD 12070 OXXO (4) 15

6 Marvin (2) 15CUOFD 5070

7 Side Entry Door 123070 Simpson Type Entry Door, 12 Lite / 1 Panel

Double Hung 6 over 6CUDH NG 3024

G Marvin 6

8 French Door Marvin (2) 15CUSFD 6070R * Transom Above TO 91"

(2) 15

(2) French Door

Marvin

H MarvinDouble Hung CUDH NG 2832 * 6 over 6

9 (6 panel) Glider Marvin (6) 1CUSFD 20080 Multi-Slide 20080-OXX-XXO-R-UMSD-STK

Cottage Style
Double Hung

3 over 6 Supplier to verify glass size is +/- equal to a 3/6 Configuration
w/ Glass Pane Size to match adjacent "D" Windows

I MarvinDouble Hung CUDH NG 2032 * 4 over 4

Mull +/- 24" Wide Sidelights to Either Side of Door. Verify Fit to Exist. R.O., See Drawings

REVISED W/D SCHED PER 2/13/20 SMR

CUDH NG 2832 W/ MULLED TRANSOM FOR 91" OVERALL R.O.

CUDH NG 2032 W/ MULLED TRANSOM FOR 91" OVERALL R.O.

Verify on Site for Fit to Existing R.O.

Transom for 91" Overall R.O., Verify Fit to Existing R.O.

Simpson 6-Panel Door w/ (2) Simpson 77804 Sidelights

Simpson

= MULLED TRANSOM ABOVE TO BE VERIFIED WITH
  WINDOW SUPPLIER, ARCHITECT, & G.C. TO APPROVE
  ALL SHOP DRAWINGS PRIOR TO ORDER*

Double Hung CUDH NG 2824

2 PERSPECTIVE VIEW FROM NORTH

Molinos Cottage
HDC Revisions to the

L LOCUS MAP

7 Hedge Row, Nantucket, Ma.

Scale: 1" = 10'S SITE PLAN

1 PERSPECTIVE VIEW FROM SOUTHLOCUS

Scale: 1" = 160'

7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Elevate units, White Clad, 7/8" SDLS (Sim. Div. Lite w/ Spacer Bar), Low-E Glass w/ Argon,
Verify Screens w/ Owner. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units, White Clad, w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.

1

2

GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
CUSFD 12070 OXXO

Marvin

Marvin

Sliding French Dr

12 / 1

4

3

Casement

CUDH NG 2622

CUCA 2432

Entry Door 3068, #77512

Double Hung 6 over 6CUDH NG 3028 E

Simpson

6 over 6

Marvin (4) 1

D

REVISED W/D SCHED PER 2/11/20 SMR

Not Used

12 Light 1 Panel (#77512), Mahogany.

Not Used

4 French Door CUOFD 5468-L Marvin (2) 15

GROUND COVER TALLY:
EXISTING = 2,194 SF
DEMO PART KITCHEN = -46 SF
DEMO FIREPLACE = -7 SF
ADDITION @ STUDY = +32 SF
REVISED G.C. = 2,173 SF
ADD COTTAGE = + 320 SF
PROPOSED NEW TOTAL G.C. = 2,493 SF
MAX ALLOWED = 2,500 SF
POOL =  DOESN'T COUNT TOWARDS G.C.
SHED = < 200 SF DOESN'T COUNT
(PROPOSED 12 X 16' SHED = 192 SF)

DO NOT EXCEED 200 S.F.

E MarvinUGL 7040 OXXOQuad Glider (4) 1
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0

"
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-0

"
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"
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16
'-
0

"
9'
-0

"
2
'-
0

"

4'-9"

2'-0" 8'-8"+/- 9'-4"+/-

9'
-8

"

3'-1" 3 1/2"

10'-6"+/- 4'-9"

E
Q

E
Q

4'-9" 10'-6 1/4" 4'-9"

8'-6"+/-

4
'-
6
"

10'-8" 9'-4"

3
'-
0

"

1'-6"

8
'-
0

"

4
'-
8
"

4
'-
0

"

4'-0"

2
A-2.1

3
A-2.1

4
A-2.1

1
A-2.1

COTTAGE
KITCHEN/LIVING

UP

CL

C L

CL CL

2
6
70

 P
K
T

4'-0" x 4'-0"

ODS

MARVIN
12070-OXXO QUAD SLIDER,
CENTERED IN ROOM

2
4
"

R
E
F

18
"

T
R

A
S
H

12" BURNER
IN 18" CAB

P.R.

3070

B
E
N
C
H

HOOKS

NEW 60"
SPIRAL

84" HEAD HEIGHT, TYP

TV

FIXED FIXED

CL

CL OF QUAD SLIDER

18
"

D
/W

18
"

S
IN

K
15

"
IC

E
15

"
D

W
R

S
2
4
"

M
IC

R
O

D
W

R

2
4
"

P
A
N
T
R

Y

18" WALL
CAB

18" WALL
(OPEN)

24" PAN

ICE

TR

D/W

24" REF

F
IX

E
D

F
IX

E
D

MARVIN
UGL-7040-OXXO,
CENTERED IN ROOM
84" HEAD HEIGHT, TYP

1

2

3

4

CL

4' x 4' P.T. CRAWL
SPACE ACCESS

BELOW

FLOOR TO FLOOR = 122.5"

HEAD HEIGHTS @ 1ST FLOOR
WINDOWS TO BE 7'-0"+/-, TO ALIGN
W/ ADJACENT 7' MARVIN DOORS

4'-0" x 4'-0"

GC TO VERIFY FINAL
ODS DIMENSIONS W/

SURVEYOR, RE: SETBACKS

POOL EQUIPMENT AREA

SITE SETBACK LINE

G.C. TO CONFIRM W/ SURVEYOR
THAT P.T. ACCESS WELL IS

ALLOWED IN SETBACK

E

N

1 PROPOSED FIRST FLOOR PLAN - 320 sq ft
Scale: 1/4" = 1'-0"
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1
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"
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16
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"
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"

3'-0" 14'-0" 3'-0"
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"
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0

"

10'-0" 10'-0"

5
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0

"
6
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"
5
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"

5 1/2" 12'-9" 3 1/2" 6'-0 1/2" 5 1/2"

20'-0"

60" PLATE HT60" PLATE HT

BUNK
ROOM

D
N

GABLE DORMER

GABLE DORMER

CL CL

C L C L

NORTH
BALCONY

14' x 8'

V-GROOVE
CEILING, TYP

60" PLATE HT60" PLATE HT

6' 7'

6
'

7'

6'7'

6
'

7'

6' 7'

6
'

7'

6'7'

6
'

7'

C L
C L

C L

CL CL

CL

T.V.

EXERCISE
ROOM

(CATH CEILING)

P A

5068 DBL POCKET

5468
OUTSWING

2 x 4 WALL

TWIN ON
PLATFORM
39" X 75"

TREADMILL

STATIONARY
BIKE

NEW 60"
SPIRAL

(CATH CEILING)

NOTE:
HEAD HEIGHTS @ 2ND FLOOR
WINDOWS TO BE 6'-8"+/-, TO ALIGN
W/ ADJACENT 6'-8" MARVIN DOOR

FLOOR TO FLOOR = 122.5"

BALCONY FRAMING

A A

BUILT-IN
HEADBOARD

CUBBIES,
TALL STORAGE,
DETAILS T.B.D.

CUBBIES,
TALL STORAGE,
DETAILS T.B.D.

BUILT-IN
HEADBOARD

TWIN ON
PLATFORM
39" X 75"

U/C
REF

1 PROPOSED SECOND FLOOR PLAN - 320 sq ft
Scale: 1/4" = 1'-0"

N
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7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Clad Ultimate Double Hung Next Generation units w/ IZ Certified Storm Plus, White Clad, SDLS (Sim. Div. Lite w/ Spacer Bar),
Low-E Glass w/ Argon, w/ White Half Screen. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units w/ IZ Certified Storm Plus, White Clad, w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.

1

2

GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
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CUSFD 9070

Marvin
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Quad Glider

Marvin (3) 1

4

3

Casement
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CUCA 2432

Triple Glider

French Door CUIFD 3068 15

Double Hung 6 over 6CUDH NG 3028 E

Marvin

6 over 6

Marvin (4) 1

D MarvinGliding CUGL 4036 1 / 1
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7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Clad Ultimate Double Hung Next Generation units w/ IZ Certified Storm Plus, White Clad, SDLS (Sim. Div. Lite w/ Spacer Bar),
Low-E Glass w/ Argon, w/ White Half Screen. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units w/ IZ Certified Storm Plus, White Clad, w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
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GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.
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7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Clad Ultimate Double Hung Next Generation units w/ IZ Certified Storm Plus, White Clad, SDLS (Sim. Div. Lite w/ Spacer Bar),
Low-E Glass w/ Argon, w/ White Half Screen. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units w/ IZ Certified Storm Plus, White Clad, w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
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GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.
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7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Clad Ultimate Double Hung Next Generation units w/ IZ Certified Storm Plus, White Clad, SDLS (Sim. Div. Lite w/ Spacer Bar),
Low-E Glass w/ Argon, w/ White Half Screen. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units w/ IZ Certified Storm Plus, White Clad, w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.

1

2

GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
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CUSFD 9070
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D MarvinGliding CUGL 4036 1 / 1
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7 HEDGE ROW, NANTUCKET, MA. O2554WINDOW & DOOR SCHEDULE
MARVIN WINDOW SCHEDULE
All windows to be Marvin Elevate units, White Clad, 7/8" SDLS (Sim. Div. Lite w/ Spacer Bar), Low-E Glass w/ Argon,
Verify Screens w/ Owner. Double Hungs to have sash locks only, no finger or sash pulls. All casing to be field applied per drawings.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.
Verify all tempered glass locations w/ Architect.

NAME TYPE MODEL NUMBER MANUFACTURER LIGHTS COMMENTS
A Marvin

Double HungB

C

MARVIN DOOR SCHEDULE
Exterior Doors to be Marvin Ultimate French Door units, White Clad, w/ Bronze Ultrex Sill. Hinged door hardware TBD.
Interiors to be primed wood or pre-finished white, Contractor to determine all jamb widths and extension jamb needs where necessary.

1

2

GENERAL NOTES
1. Contractor to review all tempered glass requirements and to incorporate into window order as required by code.
2. Contractor to verify all RO's and quantities at the time of order.
3. All fenestration to be DP30 or better.
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